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WHO is L-com... 

L-com was founded in 1982 as a manufacturer of cable 
assemblies and products used to connect data communication 
devices. Since that time we have expanded our product lines 
and our capabilities extensively. We are now one of the nations 
most reputable suppliers for all data, video, voice and RF 
connectivity products. 


WHAT do we do... 
L-com py and MANUFACTURES copper and fiber cable 


cabling, ie cable test equipment. i -com also DISTRIBUTES 
leading edge products that complement our manufactured 
goods. Examples of L-com distributed items are Lanart and 
Unicom Ethernet equipment, Thomas and Betts Premise Wiring 


Products, Comtran bulk cable, and Stewart Modular Plugs. 


1 WHY buy from us... 








trained staff of salespeople and engineers who are here 
Ta difficult connectivity problems. 





N ock our products for fast turnaround times and ship most 
orders the same day. If we donth e the : produ uct on hand 


Over the years L -COM Kas established many ship to stock 


relationships with world class eguipment manufacturers. We are 


— Committed to meeting the needs of these organizations in 
. various ways. First, we strive to maintain all design parameters 


standard products dlisted in the catalog. This 


to specify L-com products in low or high volume | 
i rout : mony that design criteria will be changed. We 
app : olank et procurement orders 


Companies buy from L-com because we are dedicated oo 
ceeding the needs and expectations of our customers. We 





Phone: (800) 350- 5266 Galês & Support) 


Award Winning Manufacturing and Distribution Center 
North Andover, Massachusetts 


Over a year of research and design work went 
in to creating the perfect facility to house 
L-com's manufacturing and distribution center. The 
project was completed in July 1997 and in November 


1997 we received the Building of the Year Award from 
the Systems Builders Association. 


Our company is committed to Ss 
customers. with the highest guality products and 
service. At-this.time we are pursuing ISO 9002 
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L-com, Inc. 
45 Beechwood Drive © 
North Andover, MA 01845- 1092 





(978) 682-6936 (Other Calls) 
(978) 689-9484 (Sales & Support) 
(978)685- 6467 (Other Ta | 
ail: sales@L-com.c com Pe ok 
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APPLICABILITY OF TERMS AND CONDITIONS: The Terms and 
Conditions on this page will govern all sales by L-com, Inc., unless 
otherwise agreed to in writing, signed by L-com at its home office in 
North Andover, Massachusetts, by an authorized agent. Terms and 
Conditions contained in Buyer's purchase order or any other docu- 
ment that are different from or in addition to these Terms and 
Conditions are objected to and will not be binding on L-com. Buyer 
will be deemed to have agreed to these Terms and Conditions by 
issuing a purchase order number and upon receipt from L-com of a 
written acknowledgement of Buyer's placement of an order. 
Not-withstanding the foregoing, if L-com at Buyer's reguest, com- 
mences performance in any way prior to receipt by Buyer of L-com’s 
written acknowledgement, Buyer’s acceptance of these Terms and 
Conditions will be deemed to have occurred on the date such per- 
formance commences. If for any reason, L-com’s Quotation is 
deemed an acceptance of an offer made by Buyer, such acceptance 
is expressly conditioned on Buyer's assent to these Terms and 
Conditions, which assent will be evidenced by the earlier of Buyer's 
acceptance of items delivered by L-com or any other performance 
by Buyer. L-com will proceed to sell items only if Buyer assents to 
these Terms and Conditions. 

PRICING & SPECIFICATIONS: Prices & Specifications are subject to 
change without notice. L-com reserves the right to correct any typo- 
graphical errors. 

ORDERING AND MINIMUMS: Orders can be placed by calling our 
toll free number on weekdays from 8:00 AM to 6:00 PM Eastern 
Standard Time. Faxed orders can be sent anytime. A minimum order 
size of $100.00 is required by customers wishing to order by open 
account. Orders under $100.00 may be placed by Mastercard, VISA, 
American Express, or C.O.D. Resellers of L-com products must main- 
tain a minimum order value of $250.00 per order. 

SHIPPING AND HANDLING: All orders are shipped FOB our plant in 
North Andover, MA. The minimum shipping and handling charge for 
domestic ground shipments is $6.00. The minimum shipping and 


“handling charge for domestic C.O.D. ground shipments or Canadian 


Jround shipments is $11.00. Orders shipped outside of the USA and 
Canada will be charged a minimum of $15.00 handling fee. 
SALES TAXES: Massachusetts customers must add 5% sales tax to 


Order Toll Free: 800-350-5266 24 Hour Fax Service: 978-689-9484 
Web: http://www.L-com.com E-mail: 
PRICES AND SPECIFICATIONS SUBJECT TO CHANGE. 


Cali or Log On For Your FREE Master Catalog 
8am - 6pm EASTERN STANDARD TIME 


Serial 39, 41-43 
Sun Workstation 13, 15 
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Telco/Telephone 29, 24, 38,39 
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Unshielded Twisted Pair 2:30:33 
VGA 13-16 
CATEGORY 5 2, 26-29 
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Category 5 2,19, 28, 29 
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COUPLERS, MODULAR 221 
CRIMPING TOOLS (see TOOLS) 
D-SUB 
Cables 40-44 
EIA232 
D-Sub Modular Adaptors 22 
Loop Back Testers 39, 40 
Serial Converters 
ETHERNET 
Cable Assemblies 2, 32, 33 
Hubs 2, 36-38 
Media Converters 38 
Testers 47, 48 
Transceivers 36-38 
FIBER OPTICS 
Adaptors 2, 20, 29, 35 
Cable Assemblies 35 
Kit 2 
Tester 47 
Transceivers 36-38 
GENDER CHANGERS 
50 Pin Telco 24, 45 
Centronics 24, 45 
DIN 46 
D-Sub Type 39, 45 
D-Sub Slimline 39, 45 
DB15 Transceiver 45 
IEEE-488 7 
GPIB (see IEEE-488) 
HARMONICAS 25 
HUBS 2, 36, 38 
IEEE-488 
Adaptors 6, 7 
Cables 3-5 
IEEE-1284 
Cables 40 
JACKS, MODULAR 
Category 5 2, 19, 28, 29 
Keystone 2, 25, 28 


their orders or provide an “Exempt Use Certificate” when establish- 
ing their account. When ordering, the customer must advise L-com 
which line items will be exempt from tax. 

WARRANTY: L-com warrants its manufactured products and assem- 
blies for a period of one year from time of purchase. These products 
are warranted against defects in workmanship or materials under 
normal use. We cannot warranty our products in case of misuse, acts 
of God, or consequential damage. Alteration of product cancels all 
warranties. Under no circumstances will L-com be responsible for 
any damage beyond the replacement cost of the defective mer- 
chandise. L-com reserves the right to repair or replace any products 
that are returned under warranty. Products distributed by L-com 
carry the warranty of the respective manufacturer only. Goods man- 
ufactured by L-com to meet Buyer's instructions, specifications or 
reguirements are subject to a plus or minus deviation of five percent 
(5%) in quantity. 

SHORTAGES: Claims for shortages must be reported within 5 busi- 
ness days of receiving the order, otherwise these orders will be 
deemed as complete. 

TOLERANCES AND VARIATIONS: Except in the particulars specified 
by Buyer and agreed to in writing by L-com, the goods being sold to 
Buyer will be produced in accordance with L-com's standard prac- 
tices. All goods, however, including those produced to meet an exact 
specification, will be subject to tolerance and variations consistent 
with good manufacturing practices in regard to dimension, weight, 
section, composition, mechanical and electrical properties; to nor- 
mal variations in surface and internal conditions and in quality; and 
to deviations from tolerances and variations consistent with practi- 
cal testing and inspection methods. 

REMEDIES AND LIMITATIONS ON REMEDIES: In the event of any 
material breach of the above warranty, L-com will, at its sole option, 
credit Buyer’s account or repair any defective goods or furnish a 
replacement part or goods, all subject to Buyer providing written 
notice of the alleged breach within the time required. The remedies 
set forth herein shall be the sole and exclusive remedies available to 
buyer so that L-com's credit of Buyer's account or repair or replace- 
ment is a fulfillment of all L-com's obligations. L-com shall not be 
liable for any conseguential or incidental damages of any kind, nor 
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KITS 
Modular 34 
Fiber 2 
MEDIA CONVERTERS 38 
“MINI DIN” 
Adaptors 17, 46 
Cables 17, 46 
Connectors 17 
PATCH PANELS (see RACK PANELS) 
RACK PANELS 
110-RJ45 2 
Category 5 2, 27-29 
Coaxial 1 
D-Sub 20, 45 
Modular Feed-Thru 2, 19, 21 
Switch Box 18:14 
Telco 19, 25 
RS232 (see EIA232) 
SCSI 
Adaptors 45 
Cable Assemblies 44 
SVHS (S-VIDEO) 17 
SWITCH BOXES 
Coaxial 13, 14 
D-Sub 13, 14 
Monitor/VGA 13, 14 
TERMINATORS 
Coaxial 12 
TESTERS 
Coaxial 47, 48 
EIA/TIA568 47, 48 
Fiber 2, 47 
Kits 34 
Modular 47, 48 
TOOLS 
D-Sub Pin Insertion 22 
Kits 
Modular Crimp 30, 31 
Modular Sep ing 30 
Punch Down (110 & 66 T TE 27, 30 
TRANSCEIVERS (see ETHERNET) 
VGA PRODUCTS : 
Cable Assemblies 13-16 
Switch Boxes 13, 14 
WALL PLATES 
Category 5 28, 29 
Modular 28, 29 
Stainless 28 


under any circumstance shall L-com be liable for damages beyond 
the price of the goods purchased by Buyer, whether in contract, in 
tort or under any warranty or other use. 

RETURNS: Customers wishing to return products must first obtain a 
Return Material Authorization (RMA) number from an L-com 
Customer Service representative. This number must be printed on 
the outside of the package in order for it to be received and 
processed. Merchandise must be shipped prepaid. Other details con- 
cerning returns are as follows: 

STOCK ITEM RETURNS: Items ordered in error must have a Return 
Material Authorization (RMA) number called in within 30 days of the 
original order. These parts are eligible for full credit only if an offset- 
ting order is placed for equal or greater value and the returned prod- 
ucts are in mint and salable condition. If an offsetting order is not 
placed, the returned items are subject to a minimum 20% restocking 
charge. Under no circumstances will credit be issued after 30 days 
from date of invoice or if products were ordered in quantities 
exceeding L-com’s standard stocking level. All freight charges are 
the responsibility of the customer. 

DEFECTIVE ITEM RETURNS: Defective items must have a Return 
Material Authorization (RMA) number called in prior to shipping. 
CUSTOM PRODUCT AND TOOL RETURNS: Custom Products and 
tools are not returnable for any reason unless they are found to be 
defective. 

NOTICES: Any notice to L-com required or permitted hereunder will 
be deemed to have been effectively delivered if in writing and 
served by personal delivery to L-com or sent by registered or certi- 
fied mail with return receipt requested, postage prepaid, to L-com at 
the address specified on the back cover of this catalog. 
CONFIDENTIALITY: Buyer agrees that all information furnished by 
or obtained from L-com in connection with the sale of items here- 
under will be confidential, and Buyer agrees not to (i) disclose any 
such information to any other person, or (ii) use such information for 
any purpose, other than performing this contract. 

TRADEMARKS: All trademarks referenced in this catalog are the ser- 
vice mark, trademark, or registered trademark of the respective 
manufacturer. j 
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New PRODUCTS 






Category 5 RJ45 (8x8) Feed-Thru Modular Couplers and Panels 
Two Category 5 feed-thru modular couplers and panels are available for mating EIA568 A or B Category 5 ~ 
connections. Couplers come in shielded and unshielded versions, the unigue offset design maintains Category 

5 criteria and limits depth to only 1.25”. Designed to mate with keystone style holes (see page 28). 19” patch — 
panels are 1.75 inches in height and hold 16 shielded or unshielded couplers. Color: black. 


UJ5T568 Category 5 RJ45 (8x8) Coupler, Unshielded 7.95 7.31 6.68 
UJ5T568S Category 5 RJ45 (8x8) Coupler, Shielded 9.95 9.15 8.36 
PR175UT568 16 Port Category 5 Feed-Thru Panel, Unshielded 169.95 159.75 149.56 
PR175UT568S 16 Port Category 5 Feed-Thru Panel, Shielded 199.95 187.95 175.96 


Enhanced Category 5 110-RJ45 Keystone Jack, Tool-free Termination Design 

This new series of Category 5 jacks meet the ELA/TIA criteria for enhanced Category 5 performance. The 
tool-free design also allows termination with just a pair of pliers, no 110 tool is necessary. This one jack is 
compatible with EIA568A and B wiring and fits into standard keystone wall plates. Colors: black, ivory and white. 


UJC5E-B Enhanced Category 5 Jack, Black 5.75 5.29 4.83 
UJC5E-| Enhanced Category 5 Jack, Ivory 5.75 5.29 4.83 
UJC5E-W Enhanced Category 5 Jack, White 5.75 5.29 4.83 


Enhanced Category 5 RJ45-RJ45 Patch Cords For Optimum Performance 
4 pair 24 AWG stranded conductor enhanced cable with premium grade 50 microinch gold plating on plug 
contacts. Cable jacket: blue PVC. 


TRD875-2 EIA568 Enhanced Patch Cord 2.0 ft 7.70 7.24 6.78 
TRD875-3 EIA568 Enhanced Patch Cord 3.0 ft 8.05 LS 7.08 
TRD875-5 EIA568 Enhanced Patch Cord 5.0 ft 8.75 8.23 7.70 
TRD875-7 EIA568 Enhanced Patch Cord 7.0 ft 9.45 8.88 8.32 
TRD875-10 EIA568 Enhanced Patch Cord 10.0 ft 10.50 9.87 9.24 
TRD875-15 EIA568 Enhanced Patch Cord 15.0 ft 12.25 11.52 10.78 
TRD875-25 EIA568 Enhanced Patch Cord 25.0 ft 15.75 14.81 13.86 
TRD875-50 EIA568 Enhanced Patch Cord 50.0 ft 24.50 23.03 21.56 
TRD875-100 EIA568 Enhanced Patch Cord 100.0 ft 42.00 39.48 36.96 


Micropulse Fiber Optic Light Source Kit - Everything for Tracing Multimode Runs 
We now offer in kit form our popular Micropulse Fiber Optic Light Source with common adaptors used in toning — : 
out fiber optic runs. Included in the kit is the DXL10 Micropulse light source (see page 47 for details on DXL10), 
2 ST-ST simplex couplers, 1 FC-FC simplex coupler, 1 SC-SC duplex coupler, 1 SC-ST duplex adaptor and 1 simplex 
ST-SC multimode patch cord. Also included is a plastic box for organizing the couplers as well as a belt 
mountable carrying case. A $160.00+ value if purchased separately. 


DXL10K1 Micropulse DXL10 Fiber Optic Kit 129.00 121.26 113.52 
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Acculan 10BASE-T Unmanaged Economy Hubs - Great Solution for Small Workgroups 
Eight and sixteen port 1OBASE-T hubs specifically designed to meet the needs of small workgroups and 
peer to peer networks. Units include bi-colored LEDs to provide link/partition status per port and network 
wide collision status. Slimline hubs include BNC jacks and an extra RJ45 port for hub stacking. Externally 
powered & both hubs carry a five year manufacturer’s warranty. 


HUB8ETS Acculan 8 Port Hub, 8 RJ45s, BNC 
HUB16ETS Acculan 16 Port Hub, 16 RJ45s, BNC, AUI 


64.74 
126.16 


LANart 100BASE-TX Unmanaged Hubs, Economical and Cost Effective 


| These are the best unmanaged fast Ethernet hubs we’ ve seen at an unbelievable price. The 12 port hub is stackable 
p to six units for a total of 72 ports in one collision domain. Internally powered and 3 year manufacturer’s war- 
ranty. Made in U.S.A. 


FTHO800 LANart 100BASE-TX Unmanaged Hub, 8 RJ45s 
FTH1210 LANart 100BASE-TX Unmanaged Hub, 12 RJ45s 


602.58 
1034.18 


LANart 10BASE-FL Fiber Optic Unmanaged Hubs - Support up to 2km Between Nodes 
1OBASE-FL hubs are a great enhancement to networks where distance limitations, electro-magnetic interference and 


> security issues are prevalent. These non-manageable 10BASE-FL hubs have 4 or 8 dual ST ports with the option of 


an additional dual ST or BNC backbone port. Easily connected via 62.5/125 multimode fiber assemblies 
found on page 35. Easy to read seven segment display shows activity status per port/backbone, collision, port 
partitioned, and link failure. 19” rack mountable with brackets (included). Externally powered and 5 year 


manufacturer’s warranty. Made in U.S.A. 


EFHO421 LANart 4 Port 10BASE-FL Hub, 4 Dual STs, BNC 1060.74 


EFHO422 LANart 4 Port 10BASE-FL Hub, 4 Dual STs, Dual ST 1190.22 “ae 
EFH0821 LANart 8 Port 10BASE-FL Hub, 8 Dual STs, BNC 1575.34 
EFH0822 LANart 8 Port 10BASE-FL Hub, 8 Dual STs, Dual ST 1704.82 


Order Toll Free: 800-350-5266 24 Hour Fax Service: 978-689-9484 
Web: http://www.L-com.com E-mail: sales@L-com.com 
PRICES AND SPECIFICATIONS SUBJECT TO CHANGE. 





“two copper braid shields coupled with two foil shields work to reduce the amount of 
adiated emissions. This helps many systems to pass FCC Part 15, MIL-STD-461A, 
VDE 0871 and VDE 0875. All wires are twisted pairs to maintain a low capacitance 
within the 150 pF/m IEEE specification. Besides superior electrical characteristics, 
this cable has been designed to last a very long time. For example, care has been 
given to offer a cable with extreme flexibility that is equipped with a better than 
average strain relief. This prevents the cable from coming apart when it is bent at a 
sharp angle, which has been a common fault with many IEEE-488 cables on the 
market today. Finally, cast aluminum, nickel plated shells are used to prevent corrosion 
and they have overlapping seams rather than butt-jointed. There is nothing else one 
could hope for in the makeup of the best IEEE-488 cable possible. All this is offered at 
a realistic price. 


These cables are designed to minimize cross talk between signal lines, susceptibility to external noise and 
transmission of signals to external environments. Our CIB24 Series is directly interchangeable with: HP, AMP, 
and Amphenol equivalents. For entry information, see Figure A in the diagram found on page 6. 


PREMIUM IEEE-488 CABLES 


Premium Grade IEEE-488 GPIB Cables - 4 Shields, Aluminum Nickel Plated Shells 


Premium IEEE-488 Cables - Built Without Compromise in Quality or Usefulness 


CIB24-03M 0.3m 1.09 ft A 70.25 
CIB24-05M 0.5m 1.64 ft A 71.25 
CIB24-1M 1.0m 3.28 ft A 74.50 
CIB24-2M 2.0m 6.56 ft A 81.00 
CIB24-2.5M 2.5m 8.20 ft A 84.25 
CIB24-3M 3.0m 9.84 ft A 87.50 
CIB24-4M 4.0m 13.12 ft A 94.00 
CIB24-5M 5.0m 16.40 ft A 100.50 
CIB24-6M 6.0m 19.68 ft A 107.00 
CIB24-8M 8.0m 26.24 ft A 120.00 
CIB24-10M 10.0m 32.80 ft A 133.00 
CIB24-12M 12.0m 39.36 ft A 146.00 
CIB24-15M 15.0m 49.20 ft A 165.50 
CIB24-18M 18.0m 59.04 ft A 189.00 


66.04 
66.98 
70.03 
76.14 
79.20 
82.25 
88.36 
94.47 
100.58 
112.80 
125.02 
137.24 
155.57 
177.66 


61.82 
62.70 
65.56 
71.28 
74.14 
77.00 
82.72 
88.44 
94.16 
105.60 
117.04 
128.48 
145.64 
166.32 


—Premium IEEE-488 Cables - With a “No Glare” Finish for Specific Requirements 


Ve have been urged to produce a series of IEEE-488 cables to resolve the “glare” problem when used in the 
vicinity of video cameras, etc. As a result, our premium IEEE-488 cables have been equipped with conduct- 
ing black chrome plated cast aluminum connectors and black interconnecting cable. These are now available 
in six basic lengths. The specific makeup of this cable is identical to our most popular CIB24 series; full 


description appearing on this page. 


CIB24-1MB 1.0m 3.28 ft A 76.75 
CIB24-2MB 2.0m 6.56 ft A 83.50 
CIB24-3MB 3.0m 9.84 ft A 90.25 
CIB24-4MB 4.0m 13.12 ft A 97.00 
CIB24-5MB 5.0m 16.40 ft A 103.75 
CIB24-6MB 6.0m 19.68 ft A 110.50 
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72.15 
78.49 
84.84 
91.18 
97.53 
103.87 


Order Toll Free: 800-350-5266 24 Hour Fax Service: 978-689-9484 I- 
Cali or Log On For Your FREE Master Catalog Web: http://www.L-com.com E-mail: sales@L-com.com com 
PRICES AND SPECIFICATIONS SUBJECT TO CHANGE. 





67.54 
73.48 
79.42 
85.36 
91.30 
97.24 
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MoLpeD IEEE-488 CABLES 


Standard IEEE-488 GPIB Cables - Double Shielded With Molded Terminations 


life expectancy, and are impervious to breakage at the point where the cable enter 


particularly in volume applications. 


(4) Lock screws are to be tightened finger tight only. 


Standard IEEE-488 GPIB Cables - Have Same Entry Direction as Leading Brands 



















The CMB24 Series features all-molded connector ends which contribute to a long- 


the connector housing. Considerable savings can be realized using this cable, 


Interconnection rules apply when using IEEE-488 cables. (1) Total number of 
devices is 15 or less. (2) Total length of all cables used does not exceed 2 meters 
times the number of devices connected, or up to an absolute maximum of 20 meters. 
(3) It is recommended that not more than three connectors be stacked together; the 
resulting cantilevered structure can cause damage. Damage can be minimized by the 
use of L-com Multi-Tap bus strips (see page A12 of our 1998 Master Catalog 1.0). 


The CMB Cable Series meets all standards of the IEEE-488 interface, conforms with normal mounting 


procedure and is directly compatible with HP, Amp and Amphenol. 


CMB24-05M 0.5m 1.64 ft A 46.25 43.48 40.70 
CMB24-1M 1.0m 3.28 ft A 48.50 45.59 42.68 
CMB24-2M 2.0m 6.56 ft A 53.00 49.82 46.64 
CMB24-3M 3.0m 9.84 ft A 57.50 54.05 50.60 
CMB24-4M 4.0m 13.12 ft A 62.00 58.28 54.56 
CMB24-5M 5.0m 16.40 ft A 66.50 62.51 58.52 
CMB24-6M 6.0m 19.68 ft A 71.00 66.74 62.48 
CMB24-8M 8.0m 26.24 ft A 80.00 75.20 70.40 


lIEEE-488 GPIB Cables - Have Reverse Entry to Overcome Difficult Mounting 

There are times when the use of a standard cable is not desirable because of obstructions from other nearby 
instruments, etc. It may be more advantageous to have the cable enter the connector housing from the opposite 
direction. An obvious advantage is when used as an extension cable. 


We would like to clarify that both the CMB and CIM cable families have exactly the same electrical 
characteristics and may be used interchangeably with an IEEE-488 interface. The most important purpose 
of the CIM Series is to provide a change in the direction of approach to the I-O ports. 


CIM24-05M 0.5m 1.64 ft B 46.25 43.48 40.70 
CIM24-1M 1.Om 3.28 ft B 48.50 45.59 42.68 
CIM24-2M 2.0m 6.56 ft B 53.00 49.82 46.64 
CIM24-3M 3.0m 9.84 ft B 57.50 54.05 50.60 
CIM24-4M 4.0m 13.12 ft B 62.00 58.28 54.56 
CIM24-5M 5.0m 16.40 ft B 66.50 62.51 «98.52 
CIM24-6M 6.0m 19.68 ft B 71.00 66.74 62.48 
CIM24-8M 8.0m 26.24 ft B 80.00 75.20 70.40 


Standard IEEE-488 Cables - w/One Reverse Entry Connector & One Normal Entry 
GPIB users are beginning to realize the virtues of “reverse” entry and have asked us to provide half and half 


types. These cables are useful for jumpering rack equipment when GPIB receptacles do not orientate properly 
to allow shortest distance and an orderly appearance. 


CIMB24-03M 0.3m 1.09 ft A&B 45.50 42.77 40.04 
CIMB24-05M 0.5m 1.64 ft A&B 47.00 44.18 41.36 
CIMB24-1M 1.0m 3.28 ft A&B 49.25 46.30 43.34 


Order Toll Free: 800-350-5266 24 Hour Fax Service: 978-689-9484 


Call or Log On For Your FREE Master Catalog Web: http://www.L-com.com E-mail: sales@L-com.com 
8am - 6pm EASTERN STANDARD TIME PRICES AND SPECIFICATIONS SUBJECT TO CHANGE. 
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MOLDED IEEE-488 CaBLEs 


Standard In-Line IEEE-488 GPIB Cables - 2 Shields and Molded Terminations 

~ Now why didn’t someone think of this before? Up to now the mentality has been 
to always use IEEE-488 cables equipped with conventional male/female connector 
ends. Such cables are often awkward and are usually too much cable, especially 
when they are used with small peripherals housed in lightweight enclosures such 
as switch boxes, buffers, controllers, converters, etc. Another problem exists in 
connecting a cable to IEEE-488 expansion cards with ports in the rear of personal 
computers; expansion slots are too narrow. L-com has developed two male-only 
series to solve these problems, and already they are being widely accepted by the 
industry. Cables terminated with male-only connectors never pose a problem 
with cable entry direction because of their natural slim in-line design. Simple 
design and good quality at sensible prices. 






The cable makeup is very similar to the CMB24 series described on the opposite 
page. Fully molded construction with nickel plated cast metal connector shells for accurate insertion and are 
also impervious to damage caused by abuse or mishandling. Hold down screws are metric and have knurled 
serrations for finger tightening or slots for screwdriver use. Do give this series consideration particularly if 
there is no need for leaving the GPIB female end exposed. 


> 


eh 


CMC Series IEEE-488 Cables - Feature One In-Line GPIB Male Termination 

Similar in construction and electrical specifications to our popular CMB24 series with the exception that one 
end terminates to a straight male connector. This is sometimes preferred when there is no apparent need to 
have the exposed female end. Furthermore, it eliminates the need for capping the exposed connector. Quite 
useful when the traditional right angle cable gets in the way of other cables such as in a computer back plane. 


CMC24-05M 0.5m 1.64 ft A 39.75 37.37 34.98 
CMC24-1M 1.0m 3.28 ft A 42.00 39.48 36.96 
CMC24-2M 2.0m 6.56 ft A 46.50 43.71 40.92 
CMC24-3M 3.0m 9.84 ft A 51.00 47.94 44.88 
CMC24-4M 4.0m 13.12 ft A 55.50 52.17 48.84 
CMC24-5M 5.0m 16.40 ft A 60.00 56.40 52.80 
CMC24-10M 10.0m 32.80 ft A 82.50 77.55 72.60 


CMD Series IEEE-488 Cables - Have Two In-Line GPIB Male Terminations 

— We ve gone one step further and equipped both ends of the cable with a molded single ended GPIB connector. 
This new cable type is not only useful in some applications, but also saves you money. Has the same 
‘Specifications as the basic CMB24 series, fully shielded and molded to last for years. An OEM consideration 
is to use this cable for your IEEE-488 terminations by cutting in half and wiring onto PC boards. We’ll also 
quote on specific lengths and wire dress as needed. 


CMD24-05M 0.5m 1.64 ft 33.25 31.26 29.26 
CMD24-1M 1.0m 3.28 ft 35.50 33.37 31.24 
CMD24-2M 2.0m 6.56 ft 40.00 37.60 35.20 
CMD24-3M 3.0m 9.84 ft 44.50 41.83 39.16 
CMD24-4M 4.0m 13.12 ft 49.00 46.06 43.12 
CMD24-5M 5.0m 16.40 ft 53.50 50.29 47.08 
CMD24-10M 10.0m 32.80 ft 76.00 71.44 66.88 
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IEEE-488 ADAPTORS 


IEEE-488 GPIB Accessories - Bulkhead and Reverse Entry Adaptors 


L-com is the first company to offer a full line of IEEE-488 accessory products to the instrumentation industry. ~s 
Some of these innovative components are proprietary, a direct result of listening to many engineers and 
technicians. We believe that you could also find these accessories useful in your day-to-day test or production 
endeavors. Fabricated from the best materials for a long and useful life, these products will mate perfectly 
with all L-com IEEE-488 Cables and equivalents. 


GPIB Bulkhead Adaptors - The Easiest Way to Feed IEEE-488 Cables Thru Panels 
IEEE-488 Bulkhead adaptors originated because of a need by design and test engineers. These adaptors provide 
the only means of passing an IERE-488 cable through common cabinet walls, and will also provide access to a 
console work table when mounted on a panel. 












Two basic models are available. The “BA” version has the conventional male - female entry, whereas the “BF” 
version has two female entries. The latter allows more than one cable to be mounted piggy-back on both sides 
of the panel. 


Because of user concerns for ground loops, we’ ve had requests for another version of the popular CIB24BF 
having an insulated mounting bracket rather than metal. We did oblige and a new version is now available, 
our model CIB24BF-I does have a Fiberglass mounting bracket. Do note, that although the mounting holes 
have the same spacing, the recommended hole opening is necessarily larger for additional clearance. 


CIB24BA GPIB Bulkhead Adaptor, M-F A 26.50 24.91 23.32 
CIB24BF GPIB Bulkhead Adaptor, F-F A 28.50 26.79 25.08 
CIB24BF-| GPIB Bulkhead Adaptor, Insulated Type, F-F A 29.50 27.73 25.96 





Reverse Entry Adaptors - The Ultimate Solution for Many Difficult Situations ee 
A new twist has been added to IEEE-488 networking by the introduction of Reverse Entry adaptors as listed 
below. Normal entry has always been to exit the GPIB cable in the same direction as it entered, as shown in 
figure “A”. However, there are many instances when it is beneficial to exit a cable in the reverse direction as 
shown in figure “B”. The need is sometimes prompted because of interference caused by other cables or equipment 
being in the way. A variety of reverse entry adaptors are available as listed and detailed below. 


Bulkhead Adaptor - With Reverse Entry for Those Unusual Space Requirements 
Very similar to the model CIB24BF listed above except that the cables exit in opposite directions. This 
feature is sometimes desirable and necessary to avoid nearby obstructions. We also offer this reverse entry 
adaptor with an insulated mounting bracket made of Fiberglass as described above. 


CIB24BFR Reverse Entry Bulkhead Adaptor, F-F B 28.50 26.79 25.08 
CIB24BFR-I Reverse Entry Bulkhead Adaptor, 
Insulated Type, F-F B 29.50 27.73 25.96 
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Reverse GPIB Adaptor - For Easy Extension of Two Standard IEEE-488 Cables 
Normally when an attempt is made to mate and extend two standard IEEE-488 cables, the result is that the 
cables tend to go in the same direction as shown in entry A. The XFR Reverse Adaptor will properly orient 
the two cables so as to be in line as shown in entry B. The double female entry makes it easy to assemble. 
Made of cast aluminum for light weight and durability. 


CIB24XFR 180° Reverse GPIB Adaptor, F-F B 21.00 19.74 18.48 


Reverse Extender - Changes Cable Direction 180° to Expedite Wiring Procedure 
This is probably the most versatile extension adaptor to have handy just in case an IEEE-488 cable exit interferes 
with other equipment on the same rack. Simply install the Reverse Extender between the receptacle and GPIB 
cable. 


CIB24XR 180° Reverse GPIB Extender, M-F B 21.00 19.74 18.48 
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IEEE-488 ‘Accessory Products - Unique api. & Be Bana Save Time & Money 
A few more accessory products have been developed to aid the test engineer in his day to day work. Listed 
below is a mixture of products, all related and useful in the networking procedure of an IEEE-488 system. Do 
study each item and consider its usefulness in your particular environment. 








Right Angle Adaptor - Used to Change Direction and Avoid Tight Cable Bending 
This adaptor is handy to have and to use whenever the cable direction needs to be turned 90° to avoid obstacles 
that would otherwise demand sharp bends in cable placement and possibly cause cable damage. All molded 
construction. 


CIM24RA GPIB Right Angle Adaptor, M-F 25.50 23.97 22.44 


IEEE-488 Extender - This Handy Device Provides a One Inch Added Clearance 

Our extender is sometimes used to provide a one inch extension allowing right angle cables that extra margin 
to clear adjoining obstacles. A very handy item to have on hand in case of an emergency situation. Made of 
cast aluminum. 


CIB24X GPIB Extension Adaptor, M-F A 19.50 18.33 17.16 


IEEE-488 Extender - With Modified Male Guard Eliminates Thick Panel Interference 


This specific extender has a modified male flange that is intentionally made shorter. This satisfies the need of 
plugging into a receptacle mounted on a thick panel that interferes and will not allow the connector to seat 
properly. Use of this adaptor satisfies this chronic problem. 


CIB24XM Modified GPIB Extender, M-F A 21.75 20.45 19.14 


Slimline Extenders - Provide One Inch Additional Clearance, Fits Narrow PC Ports 
Extenders are also useful for computers with narrow port openings. CIB24XC has a full cast aluminum casing 
and is only 0.73” wide. CIB24XCR is similar, but provides a 180° reversal of cable direction. 


CIB24XC Slimline GPIB Extender , M-F A 22.50 21.15 19.80 
CIB24XCR Reverse Entry Slimline Extender, M-F B 24.00 22.56 21.12 


\ Ultra Slimline Extenders - No Frills, Fully Shielded, Cast or Stamped Bodies 
There’s a growing need for a slimmer JEEE-488 extender that will clear narrow PC port openings. The 
CIB24XE has an overall width of 0.62 inches. Connectors are cast aluminum with nickel plating and 
shielding is maintained with copper foil. The DGE24XE has an overall width of 0.66 inches. Connectors 
and shielding are stamped steel. 


CIB24XE Ultra Slimline Extender, M-F A 15.50 14.57 13.64 
DGE24XE Ultra Slimline Extender, M-F A 13.50 12.69 11.88 


GPIB Socket / Connectors - Standard 24 Pin, Mates with all IEEE-488 Interfaces 

GPIB sockets listed below meet the highest quality standards. Contacts and terminals are gold plated for good 
conductivity and easier soldering. All plastic materials meet UL94VO flammability tests. For production or 
replacement use, CIB24 has nickel plated cast metal, not stamped metal. Quantity pricing available upon request. 
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CIB24S Female Connector, Solder Lug Terminals 4.95 4.65 4.36 
CIB24SPC Female Connector, Straight PC Terminals 4.95 4.65 4.36 
CIB24SRA Female Connector, Right Angle PC Terminals 5.95 5.59 5.24 


Shielding Covers - Protect Against Contamination, Physical Damage and RFI 

Two cast aluminum covers that mate to the exposed end of the GPIB cable connector. This cover has many 
uses such as in production or shipping to protect against dirt or damage to the exposed connector. In the lab, 
it provides the added service of limiting the port’s accessibility. CIB24C is one piece cast aluminum 
construction with two hold-down screws, captivated to prevent against loss. Available in natural or black 
anodized finish. The CIB24CM is for use with male end, specifically designed for our CMC24 cable 
series. This version is available only in natural aluminum finish. 


CIB24C Metal Cover, Mates Female GPIB Connectors 4.50 4.23 3.96 
CIB24CB Metal Cover, As Above but Black Anodized Finish 4.50 4.23 3.96 
CIB24CM Metal Cover, Mates Male GPIB Connectors 4.50 4.23 3.96 


GPIB In-Line IEEE-488 Connector Kit - A Good Way to Retrofit Defective Cables 


Features 2-piece cast aluminum housing, with male only solder type connector. All necessary assembly 


\ 


CB24SM GPIB In-Line Male Connector Kit 9.90 9.31 8.71 
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RG59A BNC COAXIAL CABLES 


MODE 


S CE Ia Ta ka See 


RG59A/U - 75 ohm C Coaxial Cables: with Molded BNCs for Video and General Use 


This series features a stranded center conductor rather than the conventional solid found in typical RG59- 
cables. This provides the flexibility needed to resist severe twisting, bending and other stresses which occur 





IMPEDANCE 


in many CCTV and audio applications. Recommended for camera to recorder to monitor etc. connections. 


CC59A-05 BNC Male / Male 0.5 5.60 5.15 4.70 
CC59A-1 BNC Male / Male 1.0 5.80 5.34 4.87 
CC59A-1.5 BNC Male / Male 1.5 6.10 5.61 5.12 
CC59A-2 BNC Male / Male 2.0 6.30 5.80 5.29 
CC59A-2.5 BNC Male / Male 2.5 6.55 6.03 5.50 
CC59A-3 BNC Male / Male 3.0 6.75 6.21 5.67 
CC59A-4 BNC Male / Male 4.0 7.20 6.62 6.05 
CC59A-5 BNC Male / Male 5.0 7.70 7.08 6.47 
CC59A-6 BNC Male / Male 6.0 8.20 7.54 6.89 
CC59A-7.5 BNC Male / Male 19 8.90 8.19 7.48 
CC59A-10 BNC Male / Male 10.0 10.05 9-25 8.44 
CC59A-12 BNC Male / Male 12.0 11.00 10.12 9.24 
CC59A-15 BNC Male / Male 15.0 12.40 11.41 10.42 
CC59A-25 BNC Male / Male 25.0 15.90 14.63 13.36 
CC59A-50 BNC Male / Male 50.0 26.80 24.66 22.51 
CC59A-75 BNC Male / Male 75.0 37.75 34.73 31:71 
CC59A-100 BNC Male / Male 100.0 48.70 44.80 40.91 
O CC59A-150 BNC Male / Male 150.0 70.55 64.91 59.26 
fA CC59A-200 BNC Male / Male 200.0 92.45 85.05 77.66 
D RG59A/U - 75 ohm Coaxial Cables with One BNC Right Angle Plug 
(3 This product takes the place of the conventional BNC cable and right-angle adaptor combination. Our 
solution is not only better, but is offered at a cost savings. Although our “in stock” cable selection is rather 
D limited for now, we solicit requests for variations and custom possibilities to suit your needs. 
ee CC59A-1HR BNC Male / Male 1.0 8.70 8.00 7.31 
— CC59A-1.5HR BNC Male / Male 1.8 8.90 8.19 7.48 
oe CC59A-2HR BNC Male / Male 2.0 9.20 8.46 7.73 
CC59A-2.5HR BNC Male / Male 2.5 9.45 8.69 7.94 
=< CC59A-3HR BNC Male / Male 3.0 9.65 8.88 8.11 
O. CC59A-4HR BNC Male / Male 4.0 10.15 9.34 8.53 
CC59A-5HR BNC Male / Male 5.0 10.60 9.75 8.90 
þe CC59A-7.5HR BNC Male / Male To 11.80 10.86 9:91 
d CC59A-10HR BNC Male / Male 10.0 12.95 11.91 10.88 
LLJ RGS9A/U - 75 ohm Coaxial Cables with Two BNC Right Angle Plugs yh 
CC59A-1HR2 BNC Male / Male 1.0 1.75 10.81 9.87 
= CC59A-1.5HR2 BNC Male / Male 15 12.00 11.04 10.08 
ET CC59A-2HR2 BNC Male / Male 2.0 12.20 11.22 10.25 
CC59A-2.5HR2 BNC Male / Male La 12.50 11.50 10.50 
d CC59A-3HR2 BNC Male / Male 3.0 12.70 11.68 10.67 
2 CC59A-4HR2 BNC Male / Male 4.0 13.15 12.10 11.05 
ag CC59A-5HR2 BNC Male / Male 5.0 13.65 12.56 11.47 
CC59A-7.5HR2 BNC Male / Male 7.3 14.85 13.66 12.47 
B. CC59A-10HR2 BNC Male / Male 10.0 16.10 14.81 13.52 
N RG59A/U - 75 ohm Coaxial Cables with BNC Male PNG and a Cut End 
CC59AE-1 BNC Male / Cut End 1.0 3.25 3.12 2.99 
= CC59AE-2 BNC Male / Cut End 2.0 3.70 3.55 3.40 
CC59AE-3 BNC Male / Cut End 3.0 4.20 4.03 3.86 
N CC59AE-5 BNC Male / Cut End 5.0 5.15 4.94 4.74 
pasa CC59AE-7.5 BNC Male / Cut End Tb 6.35 6.10 5.84 
RGS9A/U - 75 ohm Coaxial Cables with BNC Male Plug and Insulated Spade Lugs 
CC59AS-1 BNC Male / Insulated Spade Lugs 1.0 5.30 5.09 4.88 
CC59AS-2 BNC Male / Insulated Spade Lugs 2.0 5.75 5.52 5.29 
CC59AS-2.5 BNC Male / Insulated Spade Lugs 2.5 6.20 5.95 5.70 
CC59AS-4 BNC Male / Insulated Spade Lugs 4.0 7.15 6.86 6.58 
CC59AS-5 BNC Male / Insulated Spade Lugs 5.0 8.40 8.06 7.73 
RG59A/U - 75 ohm Coaxial Cables with BNC Male Plug and Alligator Clips 
CC59AM-1 BNC Male / Insulated Alligator Clips 1.0 6.95 6.67 6.39 
CC59AM-2 BNC Male / Insulated Alligator Clips 2.0 7.45 7.15 6.85 
CC59AM-2.5 BNC Male / Insulated Alligator Clips aa) 7.70 7.39 7.08 
CC59AM-4 BNC Male / Insulated Alligator Clips 4.0 8.85 8.50 8.14 
CC59AM-5 BNC Male / Insulated Alligator Clips 5.0 10.05 9.65 9.25 





BNC Coax Switch - Compact, Economically Priced and Serves Many Transfer Needs 
Coaxial data switches eliminate unplugging cables from your equipment. Also saves time and minimizes 


damage problems. This model type is most compact, measuring only 3" x 2" x 1" and mounts with 2-sided 
tape (provided). High isolation factor and “snap” switching is featured. Available only in black, with 3 BNC, ~ 
receptacles connected to a typical 2-way (SPDT) A-B line function. Quantity pricing upon request. 


DSK BNC 1 2 16.95 15.93 14.92 
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RG58C BNC CoaxiaL C 





RG58C/U - 50 ohm Coaxial Cables w/Molded BNCs for Instrumentation & Data Use 





SO OHM 
IMPEDANCE 


CN * 6C58C-05 BNC Male / Male 0.5 5.60 5.15 4.70 
CC58C-1 BNC Male / Male 1.0 5.80 5.34 4.87 
CC58C-1.5 BNC Male / Male t5 6.10 5.61 512 
CC58C-2 BNC Male / Male 2.0 6.30 5.80 5.29 
CC58C-2.5 BNC Male / Male 2.5 6.55 6.03 5.50 
CC58C-3 BNC Male / Male 3.0 6.75 6.21 5.67 
CC58C-4 BNC Male / Male 4.0 7.20 6.62 6.05 
CC58C-5 BNC Male / Male 5.0 7.70 7.08 6.47 
CC58C-6 BNC Male / Male 6.0 8.20 7.54 6.89 
CC58C-7.5 BNC Male / Male 7.5 8.90 8.19 7.48 
CC58C-10 BNC Male / Male 10.0 10.05 9.25 8.44 
CC58C-12 BNC Male / Male 12.0 11.00 10.12 9.24 
CC58C-15 BNC Male / Male 15.0 12.40 11.41 10.42 
CC58C-25 BNC Male / Male 25.0 15.90 14.63 13.36 
CC58C-50 BNC Male / Male 50.0 26.80 24.66 22.51 
CC58C-75 BNC Male / Male 75.0 37.75 34.73 31.71 
CC58C-100 BNC Male / Male 100.0 48.70 44.80 40.91 
CC58C-150 BNC Male / Male 150.0 70.55 64.91 59.26 
CC58C-200 BNC Male / Male 200.0 92.45 85.05 77.66 
RG58C/U - 50 ohm Coaxial Cables with One BNC Right Angle Plug 2 
CC58C-1HR BNC Male / Male 1.0 8.70 8.00 Tot 
CC58C-1.5HR BNC Male / Male 1.5 8.90 8.19 7.48 \O 
CC58C-2HR BNC Male / Male 2.0 9.20 8.46 1.13 O 
CC58C-2.5HR BNC Male / Male 2.5 9.45 8.69 7.94 rove! 
CC58C-3HR BNC Male / Male 3.0 9.65 8.88 8.11 
CC58C-4HR BNC Male / Male 4.0 10.15 9.34 8.53 LN 
CC58C-5HR BNC Male / Male 5.0 10.60 9.75 8.90 c 
CC58C-7.5HR BNC Male / Male 7.5 11.80 10.86 9.91 
CC58C-10HR BNC Male / Male 10.0 12.95 11.91 10.88 O 
RG58C/U -50 ohm Coaxial Cables with Two BNC Right Angle Plugs As, 
CC58C-1HR2 BNC Male / Male 1.0 11.75 10.81 9.87 ‘ee 
CC58C-1.5HR2 BNC Male / Male 1.5 12.00 11.04 10.08 EL 
CC58C-2HR2 BNC Male / Male 2.0 12.20 11.22 10.25 2 
CC58C-2.5HR2 BNC Male / Male 2.5 12.50 11.50 10.50 
nn CC58C-3HR2 BNC Male / Male 3.0 12.70 11.68 10.67 BE 
CC58C-4HR2 BNC Male / Male 4.0 13.15 12.10 11.05 A 
CC58C-5HR2 BNC Male / Male 5.0 13.65 12.56 11.47 
CC58C-7.5HR2 BNC Male / Male 7.5 14.85 13.66 12.47 aa 
CC58C-10HR2 BNC Male / Male 10.0 16.10 14.81 13.52 
CC58C-15HR2 BNC Male / Male 15.0 17.20 15.82 14.45 AN 
CC58C-20HR2 BNC Male / Male 20.0 19.60 18.03 16.46 p> 
RG58C/U - 50 ohm Coaxial Cables with BNC Male Plug and a Cut End aa 
CC58CE-1 BNC Male / Cut End 1.0 3.25 3.12 2.99 > 
CC58CE-2 BNC Male / Cut End 2.0 3.70 3.55 3.40 r- 
CC58CE-3 BNC Male / Cut End 3.0 4.20 4.03 3.86 D 
CC58CE-5 BNC Male / Cut End 5.0 5.15 4.94 4.74 
CC58CE-7.5 BNC Male / Cut End 7.5 6.35 6.10 5.84 “ 
RG58C/U - 50 ohm Coaxial Cables with BNC Male Plug and Insulated Spade Lugs NJ 
CC58CS-1 BNC Male / Insulated Spade Lugs 1.0 5.30 5.09 4.88 F 
CC58CS-2 BNC Male / Insulated Spade Lugs 2.0 5.75 5.52 5.29 O 
CC58CS-2.5 BNC Male / Insulated Spade Lugs 2.5 6.20 5.95 5.70 
CC58CS-4 BNC Male / Insulated Spade Lugs 4.0 7.15 6.86 6.58 
CC58CS-5 BNC Male / Insulated Spade Lugs 5.0 8.40 8.06 1:73 
RG58C/U - 50 ohm Coaxial Cables with BNC Male and Alligator Clips 
CC58CM-1 BNC Male / Insulated Alligator Clips 1.0 6.95 6.67 6.39 
CC58CM-2 BNC Male / Insulated Alligator Clips 2.0 7.45 7.15 6.85 
CC58CM-2.5 BNC Male / Insulated Alligator Clips 2.5 7.70 7.39 7.08 
CC58CM-4 BNC Male / Insulated Alligator Clips 4.0 8.85 8.50 8.14 
CC58CM-5 BNC Male / Insulated Alligator Clips 5.0 10.05 9.65 9.25 


BNC Tee Adaptor - Extended Coaxial Cable Allows Easier BNC Connector Access 


L-com’s Tee Adaptor Cable for use in densely populated panels where a typical Tee Adaptor would interfere 
with adjoining connectors. Overall length is 14”, built with molded ends, flexible enough to provide years of 
extra service. Three impedance types satisfy most application needs, all having a male BNC plug on the cable 
end which terminates to two jacks. This adaptor cable is also available in longer lengths on special order. 
NOTE: This Tee Adaptor cannot be used on Ethernet LAN cards. Although not listed, a similar BAB62A 


version is also available from stock at the same price. Please ask for them. 


BAB58C BNC Tee Adaptor, RG58C 1.0 10.75 9.89 9.03 


NOTE: BNC type terminators found on page B20 of our 1998 Master Catalog. 
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L-com offers a choice in our listing of R 
SMA are finished with black shrink tubin 
probability of failures and to provide ye 


RG174/U - 50 ohm Coaxial Cables with Insulate 
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RG174 SMA/BNC Coax CABLEs 





RG174/U - 50 ohm Coaxial Cables with SMA and BNC Connectors 
G174 cables with either SMA or BNC terminations. Note that the ~~~ 


g over the crimp and the BNC types are molded to ensure the least 
ars of useful service. 
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d Crimped Male SMA Connectors 


CCS174-05 SMA Male / Male 0.5 12.35 11.36 10.37 
CCS174-1 SMA Male / Male 1.0 12.55 17.55 10.54 
CCS174-1.5 SMA Male / Male 1.5 12.75 11.73 10.71 
CCS174-2 SMA Male / Male 2.0 12.95 11.91 10.88 
CCS174-2.5 SMA Male / Male 2.5 13.15 12.10 11.05 
CCS174-3 SMA Male / Male 3.0 13.35 12.28 11.21 
CCS174-4 SMA Male / Male 4.0 13.75 12.65 11.55 
CCS174-5 SMA Male / Male 5.0 14.10 12.97 11.84 
CCS174-7.5 SMA Male / Male 7.5 15.10 13.89 12.68 
CCS174-10 SMA Male / Male 10.0 16.06 14.78 13.49 
RG174/U - 50 ohm Coaxial Cables with One Male SMA and One Right Angle SMA 
CCS174-05HR SMA Male / Male 0.5 16.25 14.95 13.65 
CCS174-1HR SMA Male / Male 1.0 16.45 15.13 13.82 
CCS174-1.5HR SMA Male / Male 1.5 16.65 15.32 13.99 
CCS174-2.5HR SMA Male / Male 2.5 17.05 15.69 14.32 
CCS174-5HR SMA Male / Male 5.0 18.00 16.56 15.12 
RG174/U - 50 ohm Coaxial Cables with Two Male SMA Right Angle Connectors 
CCS174-05HR2 SMA Male / Male 0.5 20.15 18.54 16.93 
CCS174-1HR2 SMA Male / Male 1.0 20.35 18.72 17.09 
CCS174-1.5HR2 SMA Male / Male 1.5 20.55 18.91 17.26 
CCS174-2.5HR2 SMA Male / Male 2.5 20.95 19.27 17.60 
CCS174-5HR2 SMA Male / Male 5.0 21.90 20.15 18.40 
New - RG174/U - 50 ohm Coaxial Cables with One SMA and One BNC Connector 
CCS174B-05 SMA Male / BNC Male 0.5 9.65 8.88 8.11 
CCS174B-1 SMA Male / BNC Male 1.0 9.85 9.06 8.27 
CCS174B-1.5 SMA Male / BNC Male 1.5 10.05 9.25 8.44 
CCS174B-2.5 SMA Male / BNC Male 2.5 10.45 9.61 8.78 
CCS174B-5 SMA Male / BNC Male 5.0 11.50 10.58 9.66 
CCS174B-7.5 SMA Male / BNC Male 7.5 12.50 11.50 19,50 _—. 
CCS174B-10 SMA Male / BNC Male 10.0 13.50 12.42 11.34 
RG174/U - 50 ohm Coaxial Cables with Molded BNCs for General Purpose Use 
CC174-1 BNC Male / Male 1.0 5.60 5.15 4.70 
CC174-1.5 BNC Male / Male 1.5 5.80 5.34 4.87 
CC174-2 BNC Male / Male 2.0 6.00 5.52 5.04 
CC174-2.5 BNC Male / Male 2.5 6.20 5.70 5.21 
CC174-3 BNC Male / Male 3.0 6.40 5.89 5.38 
CC174-4 BNC Male / Male 4.0 6.80 6.26 ail 
CC174-5 BNC Male / Male 5.0 7.20 6.62 6.05 
CC174-7.5 BNC Male / Male 7.5 8.25 7.59 6.93 
CC174-10 BNC Male / Male 10.0 9.25 8.51 7.77 
CC174-12 BNC Male / Male 12.0 10.05 9.25 8.44 
CC174-15 BNC Male / Male 15.0 11.30 10.40 9.49 
CC174-25 BNC Male / Male 25.0 15.30 14.08 12.85 
RG174/U - 50 ohm Coaxial Cables with One BNC Plug and One Right Angle BNC Plug 
CC174-1HR BNC Male / Male 1.0 8.65 7.96 7.27 
CC174-1.5HR BNC Male / Male 1.5 8.85 8.14 7.43 
CC174-2HR BNC Male / Male 2.0 9.05 8.33 7.60 
CC174-2.5HR BNC Male / Male 2.5 9.25 8.51 £77 
CC174-3HR BNC Male / Male 3.0 9.45 8.69 7.94 
CC174-4HR BNC Male / Male 4.0 9.85 9.06 8.27 
CC174-5HR BNC Male / Male 5.0 10.25 9.43 8.61 
CC174-7.5HR BNC Male / Male 7.5 11.30 10.40 9.49 
CC174-10HR BNC Male / Male 10.0 12.30 11.32 10.33 
RG174/U - 50 ohm Coaxial Cables with Two BNC Right Angle Plugs 
CC174-05HR2 BNC Male / Male 0.5 11.50 10.58 9.66 
CC174-1HR2 BNC Male / Male 1.0 11.70 10.76 9.83 
CC174-1.5HR2 BNC Male / Male 1.5 11.90 10.95 10.00 
CC174-2HR2 BNC Male / Male 2.0 12.10 11.13 10.16 
CC174-2.5HR2 BNC Male / Male 2.5 12.30 11.32 10.33 
CC174-3HR2 BNC Male / Male 3.0 12.50 11.50 10.50 
CC174-4HR2 BNC Male / Male 4.0 12.90 11.87 10.84 
CC174-5HR2 BNC Male / Male 5.0 13.30 12.24 11.17 
CC174-7.5HR2 BNC Male / Male 7.5 14.30 13.16 12.01 
CC174-10HR2 BNC Male / Male 10.0 15.30 14.08 teh ~m~ 
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RG188A/U - 50 oh 


_—. RG188A/U is a highly flexible, 
connectors such as SMA, SMB, or SM 


CCS188A-1 SMA Male / Male 1.0 18.75 18.00 17.25 
CCS188A-1.5 SMA Male / Male 1.5 19.13 18.36 17.60 
CCS188A-2 SMA Male / Male 2.0 19.50 18.72 17.94 
CCS188A-2.5 SMA Male / Male 25 19.38 19.08 18.29 
CCS188A-3 SMA Male / Male 3.0 20.25 19.44 18.63 
CCS188A-4 SMA Male / Male 4.0 21.00 20.16 19.32 
CCS188A-5 SMA Male / Male 5.0 21.75 20.88 20.01 
CCS188A-7.5 SMA Male / Male 7.5 23.63 22.68 21.74 
CCS188A-10 SMA Male / Male 10.0 25.50 24.48 23.46 
RG188A/U - 50 ohm Hi-Temperature Coaxial Cables with Two SMB Plugs 
CCSB188A-1 SMB Male / Male 1.0 20.75 19.92 19.09 
CCSB188A-1.5 SMB Male / Male 1.5 21.13 20.28 19.44 
CCSB188A-2 SMB Male / Male 2.0 21.50 20.64 19.78 
CCSB188A-2.5 SMB Male / Male 2.5 21.88 21.00 20.13 
CCSB188A-3 SMB Male / Male 3.0 22.25 21.36 20.47 
CCSB188A-4 SMB Male / Male 4.0 23.00 22.08 21.16 
CCSB188A-5 SMB Male / Male 5.0 23.75 22.80 21.85 
CCSB188A-7.5 SMB Male / Male 1.5 25.63 24.60 23.58 
CCSB188A-10 SMB Male / Male 10.0 27.50 26.40 25.30 
RG188A/U - 50 ohm Hi-Temperature Coaxial Cables with Two SMC Plugs 
CCSC188A-1 SMC Male / Male 1.0 24.75 23.76 22.77 
CCSC188A-1.5 SMC Male / Male 1:5 25.13 24.12 23.12 
CCSC188A-2 SMC Male / Male 2.0 25.50 24.48 23.46 
CCSC188A-2.5 SMC Male / Male 2.5 25.88 24.84 23.81 
CCSC188A-3 SMC Male / Male 3.0 26.25 25.20 24.15 
CCSC188A-4 SMC Male / Male 4.0 27.00 25.92 24.84 
CCSC188A-5 SMC Male / Male 5.0 27.75 26.64 25.53 
CCSC188A-7.5 SMC Male / Male 7.5 29.63 28.44 27.26 
CCSC188A-10 SMC Male / Male 10.0 31.50 30.24 28.98 


RG316/U - 50 ohm Coaxial Cables Hi-Temp. (200°C) with SMA, SMB, SMC & MCX Plugs 


RG316/U is also excellent for high temperature environments where most standard cables break down. Teflon 
TFE dielectric with extruded FEP jacket. Small diameter allows flexibility while maintaining high temperature 
characteristics. Stranded silver coated copper covered steel center conductor. Available with SMA, SMB, SMC 
and 90° MCX terminations. Nominal O.D. is only .098”. Full specifications available upon request. 


RG316/U - 50 ohm Hi-Temperature Coaxial Cables with Two SMA Plugs 


Order Toll Free: 800-350-5266 24 Hour Fax Service: 978-689-9484 
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I Cables Hi-Temp. (200°C) with SMA, SMB & SMC Plugs 
hi-temp coaxial cable which is commonly used with smaller, more precise 
C. Nominal overall diameter of RG188A/U is 0.188 inches. The 
jacket is made of white TFE taped material and the dielectric is TFE. A silver coated copper braid with 
96% shield coverage surrounds a 26 AWG stranded silver coated copper covered steel center conductor. 


RG188A/U - 50 ohm Hi-Temperature Coaxial Cables with Two SMA Plugs 


CCS316-1 SMA Male / Male 1.0 18.55 17.81 17.07 
CCS316-1.5 SMA Male / Male 1.5 18.83 18.08 17.32 
CCS316-2 SMA Male / Male 2.0 19.10 18.34 17.57 
CCS316-2.5 SMA Male / Male 2.5 19.38 18.60 17.83 
CCS316-3 SMA Male / Male 3.0 19.65 18.86 18.08 
CCS316-4 SMA Male / Male 4.0 20.20 19.39 18.58 
CCS316-5 SMA Male / Male 5.0 20.75 19.92 19.09 
CCS316-7.5 SMA Male / Male 7.5 22.13 21.24 20.36 
CCS316-10 SMA Male / Male 10.0 23.50 22.56 21.62 
RG316/U - 50 ohm Hi-Temperature Coaxial Cables with Two SMB Plugs 
CCSB316-1 SMB Male / Male 1.0 20.55 19.73 18.91 
CCSB316-1.5 SMB Male / Male 1.5 20.83 20.00 19.16 
CCSB316-2 SMB Male / Male 2.0 21.10 20.26 19.41 
CCSB316-2.5 SMB Male / Male 2.5 21.38 20.52 19.67 
CCSB316-3 SMB Male / Male 3.0 21.65 20.78 19.92 
CCSB316-4 SMB Male / Male 4.0 22.20 21.31 20.42 
CCSB316-5 SMB Male / Male 5.0 22.75 21.84 20.93 
CCSB316-7.5 SMB Male / Male 7.5 24.13 23.16 22.20 
CCSB316-10 SMB Male / Male 10.0 25.50 24.48 23.46 
RG316/U - 50 ohm Hi-Temperature Coaxial Cables with Two SMC Plugs 
CCSC316-1 SMC Male / Male 1.0 24.55 23.57 22.59 
CCSC316-1.5 SMC Male / Male 1.5 24.83 23.84 22.84 
CCSC316-2 SMC Male / Male 2.0 25.10 24.10 23.09 
CCSC316-2.5 SMC Male / Male 2.5 25.38 24.36 23.35 
CCSC316-3 SMC Male / Male 3.0 25.65 24.62 23.60 
CCSC316-4 SMC Male / Male 4.0 26.20 25.15 24.10 
CCSC316-5 SMC Male / Male 5.0 26.75 25.68 24.61 
CCSC316-7.5 SMC Male / Male faa 28.13 27.00 25.88 
CCSC316-10 SMC Male / Male 10.0 29.50 28.32 27.14 
A New - RG316/U - 50 ohm Hi-Temperature Coaxial Cables with Two 90° MCX Plugs 
CCSM316-1 MCX Male / Male 1.0 18.55 17.81 17.07 
CCSM316-2 MCX Male / Male 2.0 19.10 18.34 17.57 
CCSM316-3 MCX Male / Male 3.0 19.65 18.86 18.08 
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BNC CONNECTORS & ADAPTORS 





















































































BNC Connectors & Adaptors - Useful Interfaces for Many Types of Coaxial Needs 
L-com offers a broad range of BNC type coaxial connectors. Adequate inventories of all items listed are“ 
maintained in stock for prompt delivery. We offer highest quality of machined (not cast) components, at realistic 
prices, with additional discounts allowed to quantity users. Our customer service people will be happy to 
accommodate your needs for cables and specially mounted connectors on wall plates or rack panels. 


BNC Connectors - For Use with Popular Coaxial Cables and for Panel Mounting 


BAC10 BNC Cable Plug for RG59 1.95 1.79 1.64 
BAC10A BNC Cable Plug for RG58 2.05 1.89 1.72 
BAC70A BNC Panel Receptacle (One Hole Mtg.) 1.75 1.61 1.47 
BAC260 BNC Bulkhead Receptacle (Sq. Mtg.) 2.05 1.89 1.72 
BAC1501 BNC Bulkhead Plug 4.95 4.55 4.16 
BAC1503 BNC Receptacle, Isolated from Ground 3.95 3.63 3.32 


BNC Adaptors - Mate with a Wide Variety of Other Types of Coaxial Connectors 





BA28 BNC Plug to SMA Plug 6.95 6.39 5.84 
BA29 BNC Jack to SMA Plug 6.95 6.39 5.84 
BA38 BNC Plug to SMA Jack 6.95 6.39 5.84 
BA50 BNC Jack to UHF Plug 2.95 2.71 2.48 
BA60 BNC Plug to UHF Jack 3.95 3.63 3.32 
oO BA80 BNC Jack to Jack (Splice) 1.95 1.79 1.64 
a BA90 BNC Jack to RCA Plug 2.35 2.16 1.97 
ON BA94 BNC Jack to RCA Jack 2.35 2.16 1.97 
BA95 BNC Plug to RCA Jack 2.95 2.71 2.48 
w BA100 BNC Plug to Plug (Splice) 2.95 2.71 2.48 
BA120 BNC Jack to “F” Plug 1.95 1.79 1.64 
© BA125 BNC Plug to “F” Jack 1.95 1.79 1.64 
2 BA220 BNC Jack to “F” Jack 2.35 2.16 1.97 
i BA230 BNC Jack to UHF Jack 2.95 277 2.48 
= BA240 “L” BNC Jack to BNC Plug 3.45 3.17 2.90 
BA250 “T” BNC Jack, Plug, Jack 4.75 4.37 3.99 
g BA832 “T” BNC Jack, Jack, Jack 4.55 4.19 3.82 
T, BA840 “F” BNC Plug, Jack, Jack 6.95 6.39 5.84 
BA845 “Y” BNC Jack, Plug, Jack 7.95 Esi 6.68 
an BA1087 BNC Bulkhead Adaptor, Grounded 4.25 3.91 3.57 
A BA2301 TNC Bulkhead Adaptor, Grounded 4.45 4.09 3.74 
BA1089 BNC Bulkhead Adaptor, Insulated Ground 4.95 4.55 4.16: — 
ae BA1090 TNC Bulkhead Adaptor, Insulated Ground 5.95 5.47 5.00 
= “Economy” BNC Adaptors - Cast Metal Components Save on Production Costs 
y p 
E BA80E Economy BNC Jack to Jack (Splice) 1.25 FIS THS 
aa BA250E Economy “T” BNC Jack, Plug, Jack 2.95 2.71 2.48 
QO. BA832E Economy “T” BNC Jack, Jack, Jack 2.85 2.62 2.39 
QO. BA1087E Economy BNC Bulkhead Adaptor, Grounded 2.65 2.44 2.23 
a) 
oo) 
N 
(puan es. 
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-Terminating Bulkhead or “T” Adaptor - Does Not Need Terminator on Open End 
Any rack panel with half inch diameter “D” holes will accept the BA307 and BA307-75 BNC 
auto-terminating bulkhead adaptors. Saves the cost and nuisance of using separate terminators. Panels with 16 
or 32 D-holes are listed on page C12 of our 1998 Master Catalog. Also available are the BA45 and BA45-75 
(F-M-F) “T” adaptors, equipped with internal 50 or 75 ohm auto-terminators. 


BA307 BNC Auto-Terminating Bulkhead Adaptor, 50 ohm 6.95 6.39 5.84 
BA307-75 BNC Auto-Terminating Bulkhead Adaptor, 75 ohm 6.95 6.39 5.84 
BA45 BNC Auto-Term. (F-M-F) “T” Adaptor, 50 ohm 8.55 7.87 7.18 
BA45-75 BNC Auto-Term. (F-M-F) “T” Adaptor, 75 ohm 8.55 7.87 7.18 
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13W3 CABLES & ACCESSORIES 
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Premium Series Cables - Ultimate Quality 13W3 SUN/SGI Workstation Interconnections ——— 
All the best features are combined to create superior Sun compatible cables. The cable makeup includes three S 1 N an i SGI 
impedance matched coaxials and five twisted pairs to fully populate all D-Sub pairs. Cable shield includes full 

copper braid and Al/Mylar. We use a double-mold process, not assembled connectors. Starting with a premold C 0 A PATIB LE 

to hold all wires as an integral unit. Then a special all-steel box is soldered 360° around the connector shell and | - An 
copper braid for a 100% perfect shield. A built in ferrite core is included and embedded close to the cable end in 
the final molding process. CTL13W3MEF extension cables are used in applications where a hardwired 13W3 cable 
is permanently attached to the monitor. This connector is usually a male and is typically found on SUN 
workstations. All CTL13W3 cables are black and have integrated ferrites on male ends. 


13W3 SUN/SGI Monitor Cables - Three Coaxials and Twisted Pairs, Male to Male 






































CTL13W3MM-4BF — 13W3 Male / 13W3 Male 3 A 4.0 72.20 66.42 60.65 
CTL13W3MM-10BF 13W3 Male / 13W3 Male 3 A 10.0 83.00 76.36 69.72 
CTL13W3MM-15BF 13W3 Male / 13W3 Male 3 A 15.0 92.00 84.64 77.28 
CTL13W3MM-25BF 13W3 Male / 13W3 Male 3 A 25.0 110.00 101.20 92.40 
CTL13W3MM-50BF 13W3 Male / 13W3 Male 3 A 50.0 155.00 142.60 130.20 


13W3 SUN/SGI Extension Cables - Three Coaxials and Twisted Pairs, Male to Female A O 
CTL13W3MF-4BF 13W3 Male / 13W3 Female 3 A 4.0 72:20 66.42 60.65 E 
CTL13W3MF-10BF 13W3 Male / 13W3 Female 3 A 10.0 83.00 76.36 69.72 
CTL13W3MF-15BF 13W3 Male / 13W3 Female 3 A 15.0 92.00 84.64 77.28 
CTL13W3MF-25BF 13W3 Male / 13W3 Female 3 A 25.0 110.00 101.20 92.40 
CTL13W3MF-50BF 13W3 Male / 13W3 Female 3 A 50.0 155.00 142.60 130.20 

NOTE: 13W5 Cable Assemblies available in moderate quantity orders. 


13W3 SUN Breakout Cables - Four Line Coaxials, Male D-Sub to 4 BNC Males 


CTL13W3B-4BF 13W3 Male / to 4 BNC Male 4 B 40 58.90 54.19 49.48 
CTL13W3B-10BF 13W3 Male /to4 BNC Male 4 B 10.0 68.50 63.02 57.54 
CTL13W3B-15BF 13W3 Male /to4 BNC Male 4 B 150 ~ 76.50 70.38 64.26 
CTL13W3B-25BF 13W3 Male /to4 BNC Male 4 B 25.0 92.50 85.10 77.70 


CTL13W3B-50BF 13W3 Male / to 4 BNC Male 4 B 50.0 132.50 121.90 111.30 


13W3 SUN/SGI Monitor/Adaptor Cables - Mate w/Mac and IBM; Have Built-in Ferrite 


CTL13W-D15-6BF 13W3 Male / DB15 Male w/Ferrite C 6.0 49.95 45.95 41.96 
CTL13W-H15-6BF 13W3 Male / HDB15 Male w/Ferrite D 6.0 49.95 45.95 41.96 
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13W3 SUN/SGI Adaptor & Gender Changer - Helps Solve interconnection Problems ke 
These three products are guite useful when trying to extend or MIX-MATCH monitor cables. Your choice of | 
13W3 (M) to HD15 (F) adaptor or a 13W3 (F-F) gender changer. Good items to have on hand. 


HA Aa 


CTL13CATB 13W3 Male/HD15 Female Adaptor e 39.95 36.75 33.56 
CTL13W3BF 13W3 Fem./Fem. Gender Changer a 44.95 41.35 37.76 
CTL13W3RGB 13W3 Male/3 RGB BNC Coaxials G 39.95 36.75 33.56 





13W3 AB Switch Box - Simultaneous Switching of 3 Coaxials and Support Lines 
Expand the usefulness of your system with this compact 13W3 type switch box. Use this switch to share monitors, | a 
back-up drives, etc. Highest quality components in a shielded metal enclosure for a lifetime of reliability. Switching | ba 
of the three RGB coaxial lines plus conventional switching of pins 4, 5, 9 and 10. Contains 3 Female 13W3 
connectors. Designed for use as a stand alone switch box or rack mounted. One switch box occupies two panel 
openings of the optionally available Universal rack panel (shown in Section C of our 1998 Master Catalog). 


USP13W3AB 13W3 AB Switch Box 129.95 122.15 114.36 


Order Toll Free: 800-350-5266 24 Hour Fax Service: 978-689-9484 
Call or Log On For Your FREE Master Catalog Web: http://www.L-com.com E-mail: sales@L-com.com 
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HDB15 VGA CABLES 
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workstations having HDB15 D-Sub connectors have pin 9 missing. C 


request. Color: black. 





=h Premium Grade VGA Black Cables - Three 75 ohm Coax for High Resolutio 

2 These cables mate with VGA, Super VGA and XGA computer signals. High resolution color monitors and 
ables feature three high efficiency 
coaxials to support the critical RGB color lines. When used with our CMSV series video extender or splitters 
(pg. B26 of our 1998 Master Catalog) these cables allow maximum performance up to 200 feet! All molded 
construction and full overall shielding throughout. OEM guantity pricing and special lengths available upon 
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CTL3VGAMM-3B HDB15 Male / HDB15 Male 3 3.0 36.95 33.99 31.04 

CTL3VGAMM-5B HDB15 Male / HDB15 Male 3 5.0 38.95 35.83 32.72 

CTL3VGAMM-10B HDB15 Male / HDB15 Male 3 10.0 43.95 40.43 36.92 

CTL3VGAMM-20B HDB15 Male / HDB15 Male 3 20.0 56.95 52.39 47.84 

: CTL3VGAMM-25B HDB15 Male / HDB15 Male 3 25.0 63.95 58.83 53.72 
To CTL3VGAMM-50B HDB15 Male / HDB15 Male 3 50.0 98.95 91.03 83.12 
apes CTL3VGAMM-100B HDB15 Male / HDB15 Male 3 100.0 168.95 155.43 141.92 
CTL3VGAMM-150B HDB15 Male / HDB15 Male 3 150.0 238.95 219.83 200.72 

CTL3VGAMM-200B HDB15 Male / HDB15 Male 3 200.0 308.95 284.23 259.52 

VGA Extension Cables - Increases Distance up to 200 ft. to Your Existing System 

CTL3VGAMF-5B HDB15 Male / HDB15 Female 3 5.0 38.95 35.83 32.72 

CTL3VGAMF-10B HDB15 Male / HDB15 Female 3 10.0 43.95 40.43 36.92 

CTL3VGAMF-20B HDB15 Male / HDB15 Female 3 20.0 56.95 52.39 47.84 

CTL3VGAMF-25B HDB15 Male / HDB15 Female 3 25.0 63.95 58.83 53.72 

CTL3VGAMF-50B HDB15 Male / HDB15 Female 8 50.0 98.95 91.03 83.12 

CTL3VGAMF-75B HDB15 Male / HDB15 Female 3 75.0 . 133.95 123.23 112.52 

CTL3VGAMF-100B — HDB15 Male / HDB15 Female 3... 100.0 168.95 155.43 141.92 

CTL3VGAMEF-150B — HDB15 Male / HDB15 Female 3. 150.0 238.95 219.83 200.72 

CTL3VGAMF-200B — HDB15 Male / HDB15 Female 3 200.0 308.95 284.23 259.52 


CTLF3VGAMM-5 HDB15 Male / HDB15 Male w/2F 3 5.0 
CTLF3VGAMM-10  HDB15 Male/ HDB15 Male w/2F 3 10.0 
CTLF3VGAMM-25  HDB15 Male/HDB15 Male w/2F 3 25.0 
CTLF3VGAMM-50  HDB15 Male / HDB15 Male w2F 3 50.0 
CTLF3VGAMM-100 HDB15 Male/HDB15 Malew/2F 3 100.0 
CTLF3VGAMM-200 HDB15 Male/HDB15 Malew/2F 3 200.0 


upon request. Color: gray. 


CTL3VGAMM-3 HDB15 Male / HDB15 Male 3 3.0 
CTL3VGAMM-5 HDB15 Male / HDB15 Male 3 5.0 
CTL3VGAMM-10 HDB15 Male / HDB15 Male 3 10.0 


CTL3VGAMEF-5 HDB15 Male / HDB15 Female 3 5.0 
CTL3VGAMF-10 HDB15 Male / HDB15 Female 3 10.0 
CTL3VGAMF-25 HDB15 Male / HDB15 Female 3 25.0 


1998 SUPPLEMENT CATALOG 2.0 


CTL5CAT-3B HDB15 Male / BNC Male 5 3.0 
CTL5CAT-6B HDB15 Male / BNC Male 5 6.0 
CTL5CAT-6BF HDB15 Male / BNC Male w/Ferrite 5 6.0 
CTL5CAT-12B HDB15 Male / BNC Male 5 12.0 


Master Catalog. 


USP-HDB15AB HDB15 AB Switch Box, Female 


Call or Log On For Your FREE Master Catalog 
8am - 6pm EASTERN STANDARD TIME 


40.45 
45.45 
67.45 
102.45 
172.45 
312.45 


36.95 
38.95 
43.95 


38.95 
43.95 
63.95 


33.65 
39.95 
42.35 
92.55 


HDB15 CONNECTIONS: Pin #1 Red, 2 Grn, 3 Blue, 13 Horiz, 14 Vert. All shields terminate to pins 5 thru 10 


89.50 
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37.21 
41.81 
62.05 
94.25 
158.65 
287.45 


33.99 
35.83 
40.43 


35.83 
40.43 
58.83 


30.96 
36.75 
38.96 
48.35 


84.13 


Premium Grade VGA Cables - 2 Built-In Ferrite Cores Minimize EMI-RFI Disturbances 


33.98 
38.18 
56.66 
86.06 
144.86 
262.46 


Deluxe Grade Gray VGA Cables - w/75 ohm Coax for High Resolution Workstations 
These cables are designed to mate with high resolution color monitors and workstation 
D-Sub connectors. Cables feature high efficiency coaxial wiring to support the critical color lines. All 
molded construction and fully shielded throughout. OEM quantity pricing and special lengths available 


31.04 
32.72 
36.92 


VGA Extension Cables - Allows You to Add Distance to Your Existing System 


32.72 
36.92 
53.72 


Premium Color Monitor Cables - “High Density” 15 Pin D-Sub, w/Vertical & Horizontal 
This is our best quality VGA cable that makes use of the most comprehensive shield throughout to minimize 
the amount of radiation that may escape through the cable. Five 75 ohm miniature coaxials have a durable 
double shield composed of aluminum mylar and a copper braid. Then another double shield composed 
of aluminum mylar and copper braid over the 5 coaxials. And of course, the connector shell has a full 
metal shell which is fully overmolded. There is just no better VGA cable made! Color: black. 


28.27 
33.56 
35.57 
44.14 


HDB15 Switch Box - Made Specifically to Switch VGA Cables, Uses Coaxial Lines 


Add flexibility to your VGA system by using our compact switch box. Accepts HDB 15 connectors. All 15 lines are 
simultaneously switched. Features: built-in coaxial wiring not found in typical switch boxes, & highest quality 
components in a shielded metal enclosure. Three female receptacles; one line in & two out. Designed to use as a 
stand alone or rack mounted. Three switch boxes fit one Universal (3.5” x 19”) rack panel, see Section C of our 1998 ~~ 


78.76 
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DELUXE MONITOR & EXTENSION CABLES 





High Quality Color Monitor Cables - Feature Multiple “Thin-Line” 75 ohm Coaxial Lines 
-—~, Features 3, 4 or 5 “Thin-Line” 75 ohm coaxial cables; each color coded; Red, Green, Blue and Black for easy 
hidentification. Used to connect graphic board to color monitor. Three or four BNC terminated lines connected 
to a DB9 male in various lengths. Wiring as listed below. The optional ferrite core is molded in place close 
to the DB9 end to minimize EMI-RFI problems. Thin-Line coaxial is spiral type. Color: gray. 


CTL3CAD-6 DB9 Male / BNC Male 3 6.0 26.60 24.47 22.34 
CTL3CAD-6F DB9 Male / BNC Male w/Ferrite 3 6.0 29.00 26.68 24.36 
DB9 CONNECTIONS: Pin #1 Red, 2 Green, 3 Blue, 6, 7, 8 Common Wired Shields. 
CTL4CAD-1.5 DB9 Male / BNC Male 4 1.5 23.10 21.25 19.40 
CTL4CAD-3 DB9 Male / BNC Male 4 3.0 25.20 23.18 21.17 
CTL4CAD-3F DB9 Male / BNC Male w/Ferrite 4 3.0 27.60 25.39 23.18 
CTL4CAD-6 DB9 Male / BNC Male 4 6.0 29.40 27.05 24.70 
CTL4CAD-6F DB9 Male / BNC Male w/Ferrite 4 6. 31.80 29.26 26.71 


DBS CONNECTIONS: Pin #1 Red, 2 Green, 3 Blue, 4 Black, 6, 7, 8 & 9 Common Wired Shields. 


RGB Color Monitor Cables - 9 Pin D-Sub Interface Connector, w/Vertical & Horizontal 
Five 75 ohm Slim-Line coaxial cables with Male BNC terminations. Color coded for easy identification: Red, 
Green, Blue and Black/White for Vertical/Horizontal use. The other end terminates to a standard 9-pin D-Sub 
connector, wiring as listed below. Molded strain relief provided as listed. Color: gray. 


CTL5CAD-3 DB9 Male / BNC Male 5 3.0 21.25 25.07 22.89 

CTL5CAD-6 DB9 Male / BNC Male 5 6.0 32.50 29.90 27.30 

CTL5CAD-6F DB9 Male / BNC Male, w/Ferrite & 6.0 34.90 32.11 29.32 
DB9 CONNECTIONS: Pin #1 Red, 2 Grn, 3 Blue, 4 Horiz., 5 Vert. & 6-9 Common Gnd. 


13W3 VGA Breakout Cables - Four Line Coaxials, Male D-Sub to Four BNC Males 
CTL4-13W3B-3 — 13W3 Male to 4 BNC Male 3.0 44.50 40.94 37.38 


4 

CTL4-13W3B-5 13W3 Male to 4 BNC Male 4 5.0 47.50 43.70 39.90 OOOO a 
CTL4-13W3B-10 13W3 Male to 4 BNC Male 4 10.0 55.00 50.60 46.20 
CTL4-13W3B-15 13W3 Male to 4 BNC Male 4 15.0 62.50 57.50 52.50 
CTL4-13W3B-25 . 13W3 Male to 4 BNC Male 4 25.0 77.50 71.30 65.10 
CTL4-13W3B-50 13W3 Male to 4 BNC Male 4 50.0 115.00 105.80 96.60 


VGA Color Monitor Cables - “High Density” 15 Pin D-Sub Interface Connectors 
« Four 75 ohm Slim-Line coaxial cables with Male BNC terminations. Color coded coaxials in Red, Green, 
and Blue for easy identification. The other end terminates to a High Density 15 pin D-Sub connector and 


wired as listed below. Optionally available with built-in Ferrite on the 6 ft. cable. All cables molded for long 
life usefulness. Color: gray. 


CTL4CAT-3 HDB15 Male / BNC Male 4 3.0 28.20 25.94 23.69 

CTL4CAT-6 HDB15 Male / BNC Male 4 6.0 32.40 29.81 27.22 

CTL4CAT-6F HDB15 Male / BNC Male w/Ferrite 4 6.0 34.80 32.02 29.23 
HDB15 CONNECTIONS: Pin #1 Red, 2 Grn, 3 Blue, 13 Horiz. All shields terminate to common pins 5, 6, 7, 8 & 10. 


VGA Color Monitor Cables - “High Density” 15 Pin D-Sub, w/Vertical and Horizontal 
Five 75 ohm Slim-Line Coaxial Cables with Male BNC terminations. Easily identified colored cables: Red, 
Green, Blue and Black/White for Vertical/Horizontal use. The other end terminates to a High Density 15 pin 
D-sub connector. Color: gray. 
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CTL5CAT-3 HDB15 Male / BNC Male 5 3.0 29.25 26.91 24.57 
CTL5CAT-6 HDB15 Male / BNC Male 5 6.0 34.50 31.74 28.98 
CTL5CAT-6F HDB15 Male / BNC Male w/Ferrite 5 6.0 36.90 33.95 31.00 


HDB15 CONNECTIONS: Pin #1 Red, 2 Grn, 3 Blue, 13 Horiz, 14 Vert. All shields terminate to pins 5 thru 10. 


RGB Color Monitor Cables - Standard 15 Pin D-Sub to Hitachi Color Monitor 
CTL3CAM-3 DB15 Male / BNC Male 3 3.0 23.80 21.90 19.99 
CTL3CAM-6 DB15 Male / BNC Male 3 6.0 27.0 24.93 22 76 

DB15 CONNECTIONS: Pin #2 Red, 1 Gnd: 5 Grn, 6 Gnd: 9 Blue, 13 Gnd: 7, 10 & 11 Shield Gnd. 


VGA Color Monitor Cables - Standard 15 Pin D-Sub for Mac to NEC Color Monitor 
CTL4CAM-3 DB15 Male / BNC Male 4 3.0 27.10 24.93 22 76 
CTL4CAM-6 DB15 Male / BNC Male 4 6.0 29.50 27.14 24.78 

DB15 CONNECTIONS: Pin #2 Red, 1 Gnd; 3 Black, 4 & 11 Gnd; 5 Grn, 6 Gnd; 9 Blue, 13 Gnd. 


VGA Color Monitor Extension Adaptor Cable with HDB15 and Four Female BNCs 
CTL4CAR-1.5 HDB15 Male / BNC Female 4 1.5 28.30 26.04 23.77 
HDB15 CONNECTIONS: Pin #1 Red, 2 Grn, 3 Blue, 13 Horiz, 14 Vert. All shields terminate to pins 5 thru 10. (Not illustrated). 


_~. VGA Color Monitor Extension Adaptor Cable with HDB15 and Five Female BNCs. 
CTL5CAR-1.5 HDB15 Male / BNC Female = 1.5 29.35 27.00 24.65 
HDB15 CONNECTIONS: Pin #1 Red, 2 Grn, 3 Blue, 13 Horiz, 14 Vert. All shields terminate to pins 5 thru 10. 





Order Toll Free: 800-350-5266 24 Hour Fax Service: 978-689-9484 
Call or Log On For Your FREE Master Catalog Web: http://www.L-com.com E-mail: sales@L-com.com 
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MULTI-COAXIAL BREAKOUT CABLE 
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Premium Multiple Line Coax Cables - Feature Braid & Mylar Shields in 0.1" Dia. Size 
These extraordinary low loss coaxials are particularly suitable for transmission of RGB signals over extended —~ 
distances without worry of signal deterioration or crosstalk. Each individual Slimline coaxial has a typical 75 ohn 
impedance and a full shield coverage comprised of a copper braid and mylar shield. Color coaxials are 
typically Red, Green, Blue, Black and Gray. Outer appearance is black including molded strain reliefs. 


CTL3B-5B BNC Male / BNC Male 3 5.0 24.75 20.01 18.27 
CTL3B-7.5B BNC Male / BNC Male 3 LD 25.15 23.14 21:13 
CTL3B-10B BNC Male / BNC Male 3 10.0 28.50 26.22 23.94 
CTL3B-15B BNC Male / BNC Male 3 15.0 35.25 32.43 29.61 
CTL3B-25B BNC Male / BNC Male 3 25.0 48.75 44.85 40.95 
CTL3B-50B BNC Male / BNC Male 3 50.0 82.50 75.90 69.30 
CTL4B-5B BNC Male / BNC Male = 5.0 26.50 24.38 22.26 
CTL4B-7.5B BNC Male / BNC Male = 1.5 30.75 28.29 25.83 
CTL4B-10B BNC Male / BNC Male 2 10.0 35.00 32.20 29.40 
CTL4B-15B BNC Male / BNC Male - 15.0 43.50 40.02 36.54 
CTL4B-25B BNC Male / BNC Male = 25.0 60.50 55.66 50.82 
CTL4B-50B BNC Male / BNC Male 4 50.0 103.00 94.76 86.52 
CTL5B-5B BNC Male / BNC Male 5 5.0 31.50 28.98 26.46 
CTL5B-7.5B BNC Male / BNC Male 5 7.3 36.75 33.81 30.87 
CTL5B-10B BNC Male / BNC Male 5 10.0 42.00 38.64 35.28 
CTL5B-15B BNC Male / BNC Male 5 15.0 52.50 48.30 44.10 
CTL5B-25B BNC Male / BNC Male 5 25.0 73.50 67.62 61.74 
CTL5B-50B BNC Male / BNC Male 5 50. 126.00 115.92 105.84 


3 Thin-Line Coax Cables - Formed into a Light Weight Cable w/RGB/VGA Color Ident. 


Low loss coaxial cables are suitable for transmitting RGB video signals. Light weight and flexibility make these 
cables ideal for graphic systems connections. Coaxial color identity is: Red, Green, Blue, Black & Gray. 


CTL3B-5 BNC Male / BNC Male 3 5.0 20.50 18.86 17.22 
CTL3B-7.5 BNC Male / BNC Male 3 7.5 23.25 21.39 19.53 
CTL3B-10 BNC Male / BNC Male 3 10.0 26.00 23.92 21.84 
CTL3B-15 BNC Male / BNC Male 3 15.0 31.50 28.98 26.46 
CTL3B-25 BNC Male / BNC Male 3 25.0 42.50 39.10 35.70 
4 Thin-Line Coaxial Cables - Integrated Cable w/RGB Colors and Optional Sync 
CTL4B-5 BNC Male / BNC Male 4 5.0 25.00 23.00 21.00 
CTL4B-7.5 BNC Male / BNC Male 4 7.5 28.50 26.22 23.94 
CTL4B-10 BNC Male / BNC Male 4 10.0 32.00 29.44 26.88 
CTL4B-15 BNC Male / BNC Male 4 15.0 39.00 35.88 ate o 
CTL4B-25 BNC Male / BNC Male 4 25.0 53.00 48.76 44.52 
CTL4B-50 BNC Male / BNC Male 4 50.0 88.00 80.96 73.92 
29 Thin-Line Coaxial Cables - Interconnection Cables for Monitors with 5 BNCs 
CTL5B-5 BNC Male / BNC Male 5 5.0 29.75 27.37 24.99 
CTL5B-7.5 BNC Male / BNC Male 5 7.5 34.15 31.42 28.69 
CTL5B-10 BNC Male / BNC Male 5 10.0 38.50 35.42 32.34 
CTL5B-15 BNC Male / BNC Male 5 15.0 47.25 43.47 39.69 
CTL5B-25 BNC Male / BNC Male 5 25.0 64.75 59.57 54.39 


“Thin-Line” - 75 ohm (.11" Dia.) Coaxial Cables Replace Heavier Coaxial Type 
Substitute our smaller diameter Thin-Line Series cables for your 75 ohm coaxial cables. This coaxial has a 
spiral tinned copper shield and a proprietary air foamed dielectric. Molded BNCs used throughout. 


1998 SUPPLEMENT CATALOG 2.0 


CTL1B-1 BNC Male / BNC Male 1 1.0 5.25 4.83 4.41 
CTL1B-2.5 BNC Male / BNC Male 1 2.5 6.00 5.52 5.04 
CTL1B-5 BNC Male / BNC Male 1 5.0 7.25 6.67 6.09 
CTL1B-7.5 BNC Male / BNC Male 1 5S 8.50 7.82 7.14 
CTL1B-10 BNC Male / BNC Male 1 10.0 10.25 9.43 8.61 
CTL1B-15 BNC Male / BNC Male 1 15.0 12.25 11.27 10.29 

1 25.0 17.25 15.87 14.49 


CTL1B-2 BNC Male / BNC Male 


<a ag 5 fi : aa aa Eee anita ; bumi Ser 


75 ohm “Thin-Line” Coaxial Cable - 250 & 500 Ft. Bulk Rolls for “Do-It-Yourself” Projects 
Our Thin Line 75 ohm cable is available in conventional 250 and 500 foot spools. Note: Coaxial makeup is 
with “spiral” shield. Full technical information upon request. 


CTL1C-250 15 ohm Coaxial Cable, Spiral/Blk 1 250 70.00 .40 
CTL1C-500 75 ohm Coaxial Cable, Spiral/Blk 1 500 125.00 .40 
CTL3C-250 75 ohm Coaxial Cable, Spiral/Gray 3 250 195.00 1.20 
CTL3C-500 75 ohm Coaxial Cable, Spiral/Gray 3 500 355.00 1.20 
CTL4C-250 75 ohm Coaxial Cable, Spiral/Gray 4 250 260.00 1.50 
= . CTL4C-500 75 ohm Coaxial Cable, Spiral/Gray 4 500 435.00 1.50 

. CTL5C-250 75 ohm Coaxial Cable, Spiral/Blk 5 250 335.00 1.75 


CTL5C-500 75 ohm Coaxial Cable, Spiral/Blk 8 500 485.00 175 


Premium 75 ohm “ThinLine” Coaxial Cable in Bulk w/Braid & Aluminum Mylar Shield 
The ultimate in multi-line (5) Thin 75 ohm coaxial is now available for your own fabricational needs. Features 
additional overall braid shield as shown. 


CTLSB-250 75 ohm Coax Cable, Copper Braid, Mylar/Blk 5 250 420.00 2.00 
CTL5B-500 75 ohm Coax Cable, Copper Braid, Mylar/Blk 5 500 625.00 2.00 
Order Toll Free: 800-350-5266 24 Hour Fax Service: 978-689-9484 
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Molded SVHS (Mini DIN 4) Cable Assemblies, 75 ohm Dual Coax in Single Jacket 


CCD234MM-1 SVHS Male - Male, Round, Duplex 1.0 4.70 4.32 3.95 
CCD234MM-2 SVHS Male - Male, Round, Duplex 2.0 5.40 4.97 4.54 
CCD234MM-3 SVHS Male - Male, Round, Duplex 3.0 6.10 5.61 5.12 
CCD234MM-5 SVHS Male - Male, Round, Duplex 5.0 7.50 6.90 6.30 
CCD234MM-7.5 SVHS Male - Male, Round, Duplex 7.3 9.25 8.51 ETF 
CCD234MM-10 SVHS Male - Male, Round, Duplex 10.0 11.00 10.12 9.24 
CCD234MM-20 SVHS Male - Male, Round, Duplex 20.0 18.00 16.56 OR 
CCD234MF-1 SVHS Male - Female, Round, Duplex 1.0 4.90 4.51 4.12 
CCD234MF-2 SVHS Male - Female, Round, Duplex 2.0 5.60 5.15 4.70 
CCD234MF-3 SVHS Male - Female, Round, Duplex 3.0 6.30 5.80 5.29 ee 
CCD234MF-5 SVHS Male - Female, Round, Duplex 5.0 7.70 7.08 6.47 Ko, 
CCD234MF-7.5 SVHS Male - Female, Round, Duplex 7.5 9.45 8.69 7.94 
CCD234MF-10 SVHS Male - Female, Round, Duplex 10.0 11.20 10.30 9.41 Se 
CCD234MF-20 SVHS Male - Female, Round, Duplex 20.0 18.20 16.74 15.29 Oo 

Assembled SVHS (Mini DIN 4) Cable Assemblies, 75 ohm Dual Coax in Single Jacket UN 
CCD244MM-1 SVHS Male - Male, Round Duplex 1.0 5.70 5.24 4.79 
CCD244MM-2 SVHS Male - Male, Round Duplex 2.0 6.40 5.89 5.38 SE 
CCD244MM-3 SVHS Male - Male, Round Duplex 3.0 7.10 6.53 5.96 me 
CCD244MM-5 SVHS Male - Male, Round Duplex 5.0 8.50 7.82 7.14 
CCD244MM-7.5  SVHS Male - Male, Round Duplex 75 10.25 9.43 8.61 U 
CCD244MM-10 SVHS Male - Male, Round Duplex 10.0 12.00 11.04 10.08 Be 
CCD244MM-20 SVHS Male - Male, Round Duplex 20.0 19.00 17.48 15.96 BE 
CCD244MF-1 SVHS Male - Female,Round Duplex 1.0 5.90 5.43 4.96 —a 
CCD244MF-2 SVHS Male - Female, Round Duplex 2.0 6.60 6.07 5.54 

_. CCD244MF-3 SVHS Male - Female, Round Duplex 3.0 7.30 6.72 6.13 BE 
~ CCD244MF-5 SVHS Male - Female, Round Duplex 5.0 8.70 8.00 7.31 

~ CCD244MF-7.5  SVHS Male - Female, Round Duplex 75 10.45 9.61 8.78 : A 
CCD244MF-10 SVHS Male - Female, Round Duplex 10.0 12.20 11.22 10.25 Tn sd 
CCD244MF-20 SVHS Male - Female, Round Duplex 20.0 19.20 17.66 16.13 : 

Assembled SVHS-M - Dual RCA-M, - 75 ohm Dual Coaxial Breakout Cable ‘oe 
CCD244MR-1 SVHS Male - Dual RCA Male 1.0 8.70 8.00 7.31 > 
CCD244MR-2 SVHS Male - Dual RCA Male 2.0 9.40 8.65 7.90 | 
CCD244MR-3 SVHS Male - Dual RCA Male 3.0 10.10 9.29 8.48 
CCD244MR-5 SVHS Male - Dual RCA Male 5.0 11.50 10.58 9.66 » 
CCD244MR-7.5 SVHS Male - Dual RCA Male 1-3 13.25 12.19 11.13 RER 
CCD244MR-10 SVHS Male - Dual RCA Male 10.0 15.00 13.80 12.60 O 
CCD244MR-20 SVHS Male - Dual RCA Male 20.0 22.00 20.24 18.48 

Assembled SVHS-M - Dual BNC-M, - 75 ohm Dual Coaxial Breakout Cable P, 
CCD244MB-1 SVHS Male - Dual BNC Male 1.0 8.70 8.00 731 
CCD244MB-2 SVHS Male - Dual BNC Male 2.0 9.40 8.65 7.90 NO 
CCD244MB-3 SVHS Male - Dual BNC Male 3.0 10.10 9.29 8.48 oO 
CCD244MB-5 SVHS Male - Dual BNC Male 5.0 11.50 10.58 9.66 
CCD244MB-7.5 SVHS Male - Dual BNC Male 7.5 13.25 12.19 11.13 
CCD244MB-10 SVHS Male - Dual BNC Male 10.0 15.00 13.80 12.60 
CCD244MB-20 SVHS Male - Dual BNC Male 20.0 22.00 20.24 18.48 

SVHS Bulk Cable - Dual 75 ohm Coaxials - High Flex Round PVC Jacket 
R1088-100 SVHS Round Duplex, Bulk, Black PVC 100.0 68.00 63.92 59.84 
R1088-500 SVHS Round Duplex, Bulk, Black PVC 500.0 322.50 303.15 283.80 
R1088-1K SVHS Round Duplex, Bulk, Black PVC 1000.0 610.00 573.40 536.80 

Solder Type Mini DIN-4 Connectors with Metal Cover For SVHS Assemblies 
BAC-MD4M SVHS Mini DIN-4 Connector, Male 3.95 3.63 3.32 
BAC-MD4F SVHS Mini DIN-4 Connector, Female 415 3.82 3.49 


Field Terminated Bulkhead Feed-Thru Connector for SVHS Mini DIN-4 


This new connector allows easy termination of dual coaxial cable by using a four position snap down terminal 
block. Fits 1/2” diameter hole supplied with two nuts and washer. Gender: Female. : 


MD44FT Field Terminated SVHS-Bulkhead Adaptor CALL FOR AVAILABILITY 
Bulkhead Feed-Thru Adaptor for SVHS Mini DIN-4 - Fits 1/2” Diameter D-hole 
MD44F Bulkhead Feed-Thru Adaptor, Female - Female 7.35 6.76 6.17 
-~ Stainless Steel Wall Plates - For SVHS Feed-Thru (above) 
WPC1 For One MD44F Feed-Thru w/0.5” dia. hole 1.95 1.83 1.72 
WPC2 For Two MD44F Feed-Thrus w/0.5” dia. hole 1.95 1.83 1:72 
WPC4 For Four MD44F Feed-Thrus w/0.5” dia. hole 1.95 1.83 +42 
Order Toll Free: 800-350-5266 24 Hour Fax Service: 978-689-9484 
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11 75” x 19 Rack Panels - With Grounded or insulated BNG Coagil Feed-Thru Adaptors “i 


PR175B16 1.75 *16 BNC Adaptors Bone No 97.00 
PR175B16BIk 1.75 *16 BNC Adaptors Black No 97.00 - 
PR175B16G 1.75 *16 BNC Adaptors Bone Yes 86.50 
PR175B16GBIk 1.75 *16 BNC Adaptors Black Yes 86.50 


—#PR175B16CMB 1.75 ¢*16 BNC Adaptors & Rear Cable Minder Black No 115.00 
=| L | PR175B16GCMB 1.75 t*16 BNC Adaptors & Rear Cable Minder Black Yes 104.50 
aa == PR175BJ16 1.75 *16 BNC w/Solder Cups, Insulated Bone No 98.50 


tincludes a sturdy rear cable management & cable relief system. *Numerical legends imprinted on panel. 
1.75” x 19” Rack Panels - w/4 Plastic Cable Hangers - Select Front or Rear Mount 


bw» 


PR175PM134FB C 1.75 4 Front Cable Hangers Black N.A. 35.00 
PR175PM134RB C 1.75 4 Rear Cable Hangers Black N.A. 35.00 
3.5” x 19” Rack Panels - With Grounded or Insulated BNC Coaxial Feed-Thru ne 
PR35B24 D 3.50 *24 BNC Adaptors Bone 139.50 
PR35B24G D 3.50 *24 BNC Adaptors Bone Yes 124.75 
PR35BJ24 D 3.50 24 BNC w/Solder Cups, Insulated Bone No 139.50 
PR35B12B12 E 3.50 24 BNC Adaptors Bone No 129.75 
Note: This panel is also available with crimp bulkhead adaptors for RG58 and RG59. 
PR35B12P F 3.50 12 BNC Adaptors & One Plastic Panel Bone No 77.50 
PR35B32 G 3.50 "32 BNC Adaptors & Handles Bone No 178.50 
PR35B32BIk G 3.50 . "32 BNC Adaptors & Handles Black No 178.50 
PR35B32G G 3.50 *32 BNC Adaptors & Handles Bone. Yes 158.50 
TEET PR35B32GBIk G 3.50 *32 BNC Adaptors & Handles Black Yes 158.50 
PR35B32CMB H 3.50 ¢*32 BNC Adaptors & Rear Cable Minder Black No 192.50 
PR35B32GCMB H 3.50 ¢*32 BNC Adaptors & Rear Cable Minder Black Yes 172.50 


tincludes a sturdy rear cable management & cable relief system. “Numerical legends imprinted on panel. 
Blank Rack Panels - Made of Steel and Used as Fillers or Fabricated to Your Needs 


PR175 | 1.75 — Blank Steel Panel Bone NA. 18.50 
SIs PR175BIk | 175 Blank Steel Panel Black N.A. 18.50 
PR35 J 3.50 Blank Steel Panel Bone N.A. 22.50 
PR35BIk J 3.50 Blank Steel Panel Black N.A. 22.50 

n 3.5” X 19” Rack Panels - Allow Creativity in Panel Design w/BNC Coax Feed-Thrus, etc. 
ae UPR35-220B K 3.50 *20 BNC Video Kit (w/2 plastic sub-panels) Bone No 139.50 
UPR35-220BG K 3.50 *20 BNC Video Kit (w/2 plastic sub-panels) Bone Yes 124.50 


“Numerical legends imprinted on panel. 


v 3.5” X 19” Rack Panel - Punched Panel Without Adaptors for Assembling Your Own 
© © UPR35-220 L 3.50 *20 0.5” D-Holes (w/2 plastic sub-panels) Bone N.A. 34.20 
“Numerical legends imprinted on panel. 


© 3.5” x 19” Rack Panel Kit - With a Choice of Six Plastic or Aluminum Sub-Panels 


UPR-P-Kit M 3.50 Panel Kit (w/six plastic sub-panels) Bone/Wht. N.A. 45.00, ~ 
UPR-A-Kit M 3.50 Panel Kit (w/six aluminum sub-panels) Bik./Bik. N.A. 46.00 
USP Sub-Panel, Steel Blue N.A. 3.95 
USP-A Sub-Panel, Anodized Aluminum Black . N.A. 3.95 
USP-P Sub-Panel, Plastic White N.A. 3.85 


Note: All Sub-Panels are Supplied with Necessary Mounting Hardware. 


1.75” and 3.5” x 19” Rack Panels - w/50ohm Auto-Terminating BNC Bulkhead Adaptors 
PR175BX16G A 1.75 *16 Auto-Terminating BNC Adaptors, 500hmBone Yes 129.00 
PR175BX16GBIk A 1.75 ”16 Auto-Terminating BNC Adaptors, 50ohmBlack Yes 129.00 


PR35BX32G G 3.50 “32 Auto-Terminating BNC Adaptors, 50ohmBone Yes 225.00 
PR35BX32GBIk G 3.50 “32 Auto-Terminating BNC Adaptors, 500hmBlack Yes 225.00 
“Numerical legends imprinted on panel. 


1.75” and 3.5” x 19” Rack Panels - w/0.5” D-Holes Accept Any Feed-Thru Adaptors Below 
PR175-16 N 1.75 “160.5” D-Holes Bone N.A. 21.50 
PR175-16BIk N 1.75 "16 0.5” D-Holes Black N.A. 21.50 
PR175-16CM O 1.75 +*16 0.5” D-Holes & Cable Minder Bone N.A. 36.50 
PR175-16CMB O 1.75 +*16 0.5” D-Holes & Cable Minder Black N.A. 36.50 
tincludes a sturdy rear cable management & cable relief system. *Numerical legends imprinted on panel. 


PR35-24 P 3.50 "240.5 D-Holes Bone. N.A. 25.50 


1 PR35-32H Q 3.50 “32 0.5 D-Holes & Front Handles Bone N.A. 31.50 
1 PR35-32HBIk Q 3.50 “32 0.5 D-Holes & Front Handles Black N.A. 31.50 
1 PR35-32CMB R 3.50 ¢*32 0.5 D-Holes & Cable Minder Black N.A. 46.50 
] tincludes a sturdy rear cable management & cable relief system. *Numerical legends imprinted on panel. 

3.5” x 19” Rack Panels - Blank or w/0.5” D-Holes, Includes Mounted Plastic Sub-Panels 
PR35P-P S 3.50 Two Plastic Sub-Panels Bone NAA. 29.50 


1 PR35-12P T 3.50 One 120.5” Hole Sub-Panel Bone N.A. 32.50 
1 PR35-12-12 U 3.50. Two 12 0.5” Hole Sub-Panels Bone N.A. 35.50 


e PANEL QTY DISCOUNTS: 10 to 24, 6%; 25 to 99, 12%; 100-Over, P.U.R. 
| Do-It-Yourself - Mix & Match Feed-Thru Coax Adaptors Satisfy Specific Requirements 


| NOTE: All Feed-Thru adaptors listed here fit the 0.5” D-hole found on all our non-populated rack panels. 
BA330A V Feed-Thru Adaptor, “F” Type No 1.95 


Bekas Eada Lia CATALOG ras 





BA400 W Feed-Thru Adaptor, RCA Type Yes 3.45 

BA1087 X Feed-Thru Adaptor, BNC Type Yes 4.25 

BA1089 X Feed-Thru Adaptor, BNC Type No 4.95 

BA2301 Y Feed-Thru Adaptor, TNC Type Yes 4.45 

{ BA036 X Feed-Thru Adaptor, BNC Type, 750hm Yes 5.85 

į BA039 X Feed-Thru Adaptor, BNC Type, 75ohm No 5.65 

= {1 BA3O7 Z Feed-Thru Adaptor, BNC Type, Self-Terminating Yes 6.95 
BA-IW AA Insulating Washers, Bag of 10 Washer Pairs No 2.95 — 


Reduces size of 1/2” hole to 3/8” to use with BNC w/solder cups 


CONNECTOR QTY DISCOUNTS: 10-24, 8%; 25-99, 16%; 100-249, 24%; 250-Over,P.U.R. 


Ecom Order Toll Free: 800-350-5266 24 Hour Fax Service: 978-689-9484 
Call or Log On For Your FREE Master Catalog Web: http://www.L-com.com E-mail: sales@L-com.com 
8am - 6pm EASTERN STANDARD TIME PRICES AND SPECIFICATIONS SUBJECT TO CHANGE. 
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„couplers which allow connection of two similarly terminated modular cables on each side of the panel allowing “feed-thru” use. 
-Your choice of two rack heights. Although only straight-thru types are listed, we could optionally supply “cross-wired” types at 
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Patch Panels Eguipped with 16 or 32 ECF504 Feed-Thru Modular Couplers of Your Choice 


L-com offers a variety of rack panels with feed-thru modular couplers of your choice. L-com is the originator of the ECF Series 
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the same price. Further details found on page 21. Panel and coupler color, computer gray. = 
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PR175F504-4S A 1.75 Panel w/16 Couplers, Straight-Thru Bone RJ11(6x4) 62.00 — 
PR175F504-6S A 1.75 Panel w/16 Couplers, Straight-Thru Bone RJ12(6x6) 64.75 

PR175F504-8SK A_ 1.75 Panel w/16 Couplers, Straight-Thru, Keyed Bone RJ45(8x8) 73.25 ii 
PR35F504-4S B 3.50 Panel w/32 Couplers, Straight-Thru Bone RJ11(6x4) 99.75 — ee 
PR35F504-6S B 3.50 Panel w/32 Couplers, Straight-Thru Bone RJ12(6x6) 104.75 e iiidid 


PR35F504-8SK B 3.50 Panel w/32 Couplers, Straight-Thru, Keyed Bone RJ45(8x8) 119.75 


Patch Panel Organizers Allow You to Create Changes in a Flexible Network Wiring System Pott madara eae 
Organizers simplify ka need to make changes at any time. Available only as “straight-thru”. ee olf I] =I] =) =] I} I] *)} =] =] i] i] =)] 9) 


PR175-4C16S C 1.75 Panel w/16 Data Couplers, Straight-Thru Bone RJ11(6x4) 70.50 ici tc coh i) iS) fe Sh SH iS) fel 
PR175-6C16S 1.75 Panel w/16 Data Couplers, Straight-Thru Bone RJ12(6x6) 75.50 Seb PResebhkebea 


C 

PR175-8C16S C 1.75 Panel w/16 Data Couplers, Straight-Thru Bone RJ45(8x8) 80.50 
D 
D 


PR35-4C32S 3.50 Panel w/32 Data Couplers, Straight-Thru Bone RJ11(6x4) 116.50 
PR35-6C32S 3.50 . Panel w/32 Data Couplers, Straight-Thru. Bone RJ12(6x6) 124.50 
PR35-8C32S D 3.50 Panel w/32 Data Couplers, Straight-Thru Bone RJ45(8x8) 134.50 


Patch Panels - Accept Modular Keystone Jacks, You May Combine Types of Your Choice 

PR175BK16 E 1.75 Accepts 16 Keystones, 1 Row of 16 Black —— 19.50 

PR35BK24 F 3.50 Accepts 24 Keystones, 2 Rows of 12 Black —- 23.50 

PR35BK32 G 3.50 Accepts 32 Keystones, 2 Rows of 16 Black -- 24.50 

Note: A variety of Keystone Jacks are listed on page 28. 

10Base-T Modular Panels - A Good Way to Help the Distribution of Your Ethernet Network ; 


L-com now supplies standard 3.5” x 19” rack panels equipped with two 12 port (RJ45) harmonicas to help simplify your 
10Base-T network cabling. 25 pair trunk cables equipped with 50 pin telco connectors plug into the mating rear and the 4-line 
RJ45 jacks are in front. All wired in conformance with the 1-2, 3-6 10Base-T wiring standard. Equipped with a Velcro type 


hold-down device for fast disconnect. Your choice of either male or female 50 pin Telco. Wiring details available. 
ECHP24-10BTM H 3.50 24 10Base-T Ports (8x4), Male 50P Telco Black RJ45(8x4) 99.50 
ECHP24-10BTF H 3.50 24 10Base-T Ports (8x4), Fem. 50P Telco Black RJ45(8x4) 99.50 


Patch Panels Equipped with 2, 3 or 4 Harmonicas, Each Terminate to 50 Pin Connectors 
Multiple placement of harmonicas on standard 19” panels provide a compact and orderly way of terminating a large number 

of twisted pairs to modular. Panels are black finish with white imprinting. All jacks wired to USOC standard. Your choice of 
male or female Telco 50 pin connectors as listed, all equipped with Velcro type hold-down adaptor plate that eliminates 
screw-down if so desired. Some panel types with 48 ports may also be available. 


ECHP24-4M H 3.50 24 RJ11 Ports to 2 Male 50 Pin Telco Black RJ11(6x4) 85.00 


ECHP24-6M | 3.50 24 RJ12 Ports to 3 Male 50 Pin Telco Black RJ12(6x6) 89.00 
ECHP24-MMJ | 3.50 24 MMJ Ports to 3 Male 50 Pin Telco Black MMJ(6x6) 93.00 
ECHP24-8M J 3.50 24 RJ45 Ports to 4 Male 50 Pin Telco Black RJ45(8x8) 93.00 
ECHP24-8MK J 3.50 24 RJ45K Ports to 4 Male 50 Pin Telco Black RJ45(8x8)K 93.00 
ECHP24-4F H 3.50 24 RJ11 Ports to 2 Female 50 Pin Telco Black RJ11(6x4) 85.00 
ECHP24-6F | 3.50 24 RJ12 Ports to 3 Female 50 Pin Telco Black RJ12(6x6) 89.00 
ECHP24-FMJ j 3.50 24 MMJ Ports to 3 Female 50 Pin Telco- Black MMJ(6x6) 93.00 


ECHP24-8F 3.50 24 RJ45 Ports to 4 Female 50 Pin Telco Black RJ45(8x8) 93.00 
ECHP24-8FK J 3.50 24 RJ45K Ports to 4 Female 50 Pin Telco Black RJ45(8x8)K 93.00 


Keystone Jack & Panel Kit Assortment - Offered at “ENORMOUS” COST SAVINGS! 


Includes prepunched 19” panel and appropriate number of keystone jacks to complete assembly. 30 microinches gold on jacks. 





PR175-1606 K 1.75 16 RJ12 Keystone Jacks, Included Black RJ12(6x6) 61.10 
PR35-2406 L 3.50 24 RJ12 Keystone Jacks, Included Black RJ12(6x6) 85.90 
PR35-3206 M 3.50 32 RJ12 Keystone Jacks, Included Black RJ12(6x6) 107.70 
PR175-1608 K 1.75 16 RJ45 Keystone Jacks, Included Black RJ45(8x8) 61.10 
PR35-2408 L 3.50 24 RJ45 Keystone Jacks, Included Black RJ45(8x8) 85.90 
PR35-3208 M 3.50 32 RJ45 Keystone Jacks, Included Black RJ45(8x8) 107.70 


24 or 48 Port Category 5 Patch Panels - RJ45 & 110 Connectors, EIA568A or B Wiring 


Designed for computer network applications and wired to the EIA/TIA 568A or 568B standard. RJ45s are mounted directly to $ 
circuit board increasing reliability. 
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T110PP-24A N 1.75 24 Port EIA568A, Category 5 Panel Black RJ45(8x8) 109.00 
T110PP-24B N 1.75 24 Port EIA568B, Category 5 Panel Black RJ45(8x8) 109.00 
T110PP-48A O 3.50 48 Port EIA568A, Category 5 Panel Black RJ45(8x8) 199.00 
T110PP-48B O 3.50 48 Port EIA568B, Category 5 Panel Black RJ45(8x8) 199.00 


16 or 32 Port Patch Panels Feature Rear Cable Minder with Support Bar, Two Height Sizes 
Two height sizes: 1.75” or 3.5” accept either 16 or 32 O.M.N.I. connectors. Panels are already equipped with black } 
mounting collars ready to use. Buy your “O.M.N.I. ready” panels and also the below O.M.N.I. connectors as needed. 


PR175TB16BK P 1.75 16 Port Rack Panel w/Blk Omni Collars Black RJ45(8x8) 43.50 
PR35TB32BK Q 3.50 32 Port Rack Panel w/Blk Omni Collars Black RJ45(8x8) 63.50 


PANEL QTY DISCOUNTS: 10-24, 6%; 25-99, 12%; 100-Over, P.U.R. 
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Highest Grade Category 5 Connectors For Use With Mating Rack Panels as Listed Above 
The O.M.N.I from Thomas & Betts makes the best RJ45 field installed connector we've seen. It's uniform assembly meets 
EIA/TIA terminating guidelines. Each unit is comprised of only two parts, a jack body and a clear dress bar. Insulation 
displacement contacts make for each termination without need for stripping or 110 tools. Select EIA/TIA 568A or 568B 
wiring. Color supplied is Ivory, other colors available on request. Other non-Category 5 O.M.N.I are also available. Please ask 
for additional details on the entire O.M.N.| line currently available from L-com. 


OMNI568A-I R EIA-568A - Category 5 RJ45 Connector Ivory RJ45(8x8) 4.75 
OMNI568B-I R EIA-568B - Category 5 RJ45 Connector Ivory RJ45(8x8) 4.75 


Note: A full family of O.M.N.I. products may be found on page 29. 


QTY DISCOUNTS: 10-24, 6%; 25-99, 12%; 100-249, 18%; 250-Over, P.U.R. 





Order Toll Free: 800-350-5266 24 Hour Fax Service: 978-689-9484 
Call or Log On For Your FREE Master Catalog Web: http://www.L-com.com E-mail: sales@L-com.com 
8am - 6pm EASTERN STANDARD TIME PRICES AND SPECIFICATIONS SUBJECT TO CHANGE. 
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19” Panels Equipped with a Variety of Most Popular Interconnects to Patch Network Cables 
L-com has met the needs of the computer industry by oe a range of standard 19” Patch Panels specifically for 
networking applications. Just about every form and size of D-sub connectors have been adapted for use as “Feed-Thru’ 
adaptors to allow a cable to enter one end and exit the other. Customers have specifically asked for some of these, including 
rare AUI types, and we've added more to complete the line. If you don’t see what you need, don’t hesitate to ask. We sell more 
active types which are not listed here, and we're sure that we could help you! 

D.I.Y. Patch Panels - With Cutouts to Accept Twelve D-Subminiature Connectors 

PR35DS9 A 3.50 Panel w/12 D-Sub Cutouts 12 Bone DB9 23.50 


PR35DS15 B. 3.50 Panel w/12 D-Sub Cutouts 12 Bone DB15 23.50 
PR35DS25 C 3.50 Panel w/12 D-Sub Cutouts 12 Bone DB25 23.50 
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D.I.Y. Patch Panels - With Cutouts to Accept Sixteen D-Subminiature Connectors 


PR35DS916 D 3.50. Panel w/16 D-Sub Cutouts 16 Bone DB9 24.50 
PR35DS1516 E 3.50 Panel w/16 D-Sub Cutouts 16 Bone DB15 24.50 
PR35DS2516 F 3.50 Panel w/16 D-Sub Cutouts 16 Bone DB25 24.50 


D.I.Y. Patch Panels - D-Sub Mini Female Connectors with Solder Terminals, Wire Your Own 
PR35D9S G 3.50 Panel w/12 D-Sub Connectors, Female Bone DB9 38.50 


PR35D15S H 3.50 Panel w/12 D-Sub Connectors, Female Bone DB15 42.50 
PR35D25S | 3.50 Panel w/12 D-Sub Connectors, Female Bone DB25 46.50 
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Patch Panels - Equipped w/16 Feed-Thru Adaptors to Accept Male D-Subs on Both Sides 
PR35GB9F J 3.50 Panel w/16 DB9 Adaptors, Female/Female Bone DB9 109.95 


PR35GB15F K 3.50 Panel w/16 DB15 Adaptors, Female/Female Bone DB15 124.95 
PR35GB25F L 3.50 Panel w/16 DB25 Adaptors, Female/Female Bone DB25 139.95 
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Patch Panels - Equipped w/16 AUI Feed-Thru Adaptors with Choice of Gender 


PR35SGEL15MF M 3.50 Panel w/16 AUI Adaptors, Male/Female Bone AUI 179.95 
PR35GCL15M N 3.50 Panel w/16 AUI Adaptors, Male/Male Bone AUI 149.95 
Note: See page 45 for additional details. 


Patching Kit - Sixteen DB9 Modular Adaptors Fit on Prepunched Panel to Program Yourself 


PR35A096F O 3.50 Panel Kit, w/16 DB9 Female to RJ11/12 Black - - 111.50 
PR35A098F O 3.50 Panel Kit, w/16 DB9 Female to RJ45 Black —- 118.50 
Note: These patch panels may be assembled with the modular end showing from front or rear. 
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Patching Kit - Sixteen DB25 Modular Adaptors Fit on Prepunched Panel to Program Yourself 
PR35A256F P 3.50 Panel Kit, w/16 DB25 Female to RJ11/12 Black -—-—- 125.50 
PR35A256FD P 3.50 Panel Kit, w/16 DB25 Female to MMJ(Offset) Black -—-— 132.50 
PR35A258F P 3.50 Panel Kit, w/16 DB25 Female to RJ45 Black -— - 132.50 
Note: These patch panels may be assembled with the modular end showing from front or rear. 
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19” ST Fiber Optic Patch Panels - 16 or 32 ST Couplers 
EE Ideal for LAN interconnect or cross-connect patching. The rear cable minder allows tie down of incoming cable. The full 
compliment of “ST” type couplers (bulkhead adaptors) are ses ante for immediate usage. Features heavy gauge steel 
with strong welded braces and round rod for cable management. Couplers spacing (7/8”) will accommodate either single mode 


or multimode fiber. All couplers equipped with protective covers on both ends. 


PR175ST16CMB Q_ 1.75 Panel w/16 “ST” Couplers, Cable Minder Black - - 154.00 
PR35ST32CMB R 3.50 Panel w/32 “ST” Couplers, Cable Minder Black - - 256.00 
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New - 19” Duplex SC Fiber Optic Rack Panel - 32 Duplex SC Couplers 


This new panel has been added to our line. It allows up to 32 duplex SC connections (64 total) to be mated. Compatible with 
multimode and single mode connectors. 3.5 inches high. Black color. 


Order Toll Free: 800-350-5266 24 Hour Fax Service: 978-689-9484 
Call or Log On For Your FREE Master Catalog Web: http://www.L-com.com E-mail: sales@L-com.com 
8am - 6pm EASTERN STANDARD TIME PRICES AND SPECIFICATIONS SUBJECT TO CHANGE. 


PR35DSC32C — S 3.50 Panel w/32 Duplex “SC” Couplers Black -- 495.00“ ~ 
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PANEL MOUNTED COUPLERS 
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p 0 Microinches Gold, Ivory Color 
These straight and cross wired modular couplers are available exclusively from L-com. Eight different con- 
figurations all fit into the same 0.65 x 0.90 inch rectangular opening. Wire contacts have 30 microinch gold 
plating for multiple insertions. Plastic is 94VO rated, color Ivory. Flange accepts #4 or #5 mounting screws 
(purchased separately). Category 3 rated. 





ECF504-4C Ivory Panel Coupler, RJ11 (6x4), Crossed, 30u 2.45 2:25 2.06 
ECF504-6C Ivory Panel Coupler, RJ12 (6x6), Crossed, 30u 2.65 2.44 2.23 
ECF504-6CMJ Ivory Panel Coupler, MMJ (6x6), Crossed, 30u 2.85 2.62 2.39 
ECF504-8C Ivory Panel Coupler, RJ45 (8x8), Crossed, 30p 3.25 2.99 2.73 
ECF504-4S Ivory Panel Coupler, RJ11 (6x4), Straight, 30u 2.45 2.25 2.06 
ECF504-6S Ivory Panel Coupler, RJ12 (6x6), Straight, 30p 2.65 2.44 2.23 
ECF504-6SMJ Ivory Panel Coupler, MMJ (6x6), Straight, 30y 2.85 2.62 2.39 
ECF504-8SK Ivory Panel Coupler, RJ45 (8x8K), Straight, 30y 3.25 2.99 273 
ECF440 Machine Screws, 4-40 x 3/8”, bag of “100” 4.35 4.00 3.65 


Panel Mounted Modular Jacks - 10” Wire Leads, 30 Microinches Gold, Ivory Color 
One difficulty in using modular jacks has to do with the mounting problem on a panel. L-com has a solution 
to this problem, by providing a flange that mounts with two screws in a 0.65” x 0.9” rectangular opening. 
Choice of RJ11/12 (6x6) or RJ45 (8x8K) usable with keyed or non-keyed plugs. Custom versions of other RJ 
types considered in quantities of 500/up. Mounting screws must be purchased separately. 


ECJ504-6 Ivory Panel Jack, RJ11/12 (6x6), 30u 2.65 2.44 2.23 
ECJ504-8 Ivory Panel Jack, RJ45K (8x8K), 30u 2.95 271 2.48 
ECF440 Machine Screws, 4-40 x 3/8”, bag of “100” 4.35 4.00 3.65 


New - Premium Panel Mounted Couplers, 50 Microinches Gold, Black Color 

These couplers are similar to the ECF504 Series above with two changes. The molding has been changed to 
black color for applications where ivory is not wanted. Also, the contacts have 50 microinches of gold for 
superior mating with modular plugs. Mounting screws must be purchased separately. Category 3 rated. 


ECF504B-4S Black Panel Coupler, RJ11 (6x4), Straight, 50y 3.25 2.99 2.73 
ECF504B-6S Black Panel Coupler, RJ12 (6x6), Straight, 50u 3.65 3.36 3.07 
ECF504B-8SK Black Panel Coupler, RJ45K (8x8K), Straight, 50u 3.95 3.63 3.32 


ECF440 Machine Screws, 4-40 x 3/8”, bag of “100” 4.35 4.00 3.65 


ECF & ECJ Series 
RECOMMENDED PANEL 
HOLES 








DRILL AND TAP 
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Patch Panel Organizer - Equipped with 16 or 32 Feed-Thru Modular Couplers 
These patch panel organizers simplify any need to make changes or reprogram at any time. The incoming and 
outgoing patching technique is accomplished by use of modular plug terminated cables. For your convenience 
two panel heights are offered; 1.75” with 16 or 3.5” with 32 modular adaptors described above. Panel legend AE 
is 1-16 or 1-32. Color: Bone. Available in straight or crossed wiring. EME 
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PR175F504-4S 1.75” Coupler Panel RJ11 (6x4), Straight-Thru 62.00 58.28 54.56 
PR175F504-6S 1.75” Coupler Panel RJ12 (6x6), Straight-Thru 64.75 60.87 56.98 
PR175F504-6SJ 1.75” Coupler Panel MMJ (6x6), Straight-Thru 67.75 63.69 59.62 
PR175F504-8SK 1.75” Coupler Panel RJ45 (8x8), Straight, Keyed 13.20 68.86 64.46 
PR175F504-4C 1.75” Coupler Panel RJ11 (6x4), Crossed 62.00 58.28 54.56 
PR175F504-6C 1.75” Coupler Panel RJ12 (6x6), Crossed 64.75 60.87 56.98 
PR175F504-6CJ 1.75” Coupler Panel MMJ (6x6), Crossed 67.75 63.69 59.62 
PR175F504-8C 1.75” Coupler Panel RJ45 (8x8), Crossed 73.25 68.86 64.46 
PR35F504-4S 3.5” Coupler Panel RJ11 (6x4), Straight-Thru 99.75 93.77 87.78 
PR35F504-6S 3.5” Coupler Panel RJ12 (6x6), Straight-Thru 104.75 98.47 92.18 
PR35F504-6SJ 3.5” Coupler Panel MMJ (6x6), Straight-Thru 109.50 102.93 96.36 
PR35F504-8SK 3.5” Coupler Panel RJ45 (8x8), Straight, Keyed 119.75 112.57 105.38 
PR35F504-4C 3.5” Coupler Panel RJ11 (6x4), Crossed 99.75 93.77 87.78 
PR35F504-6C 3.5” Coupler Panel RJ12 (6x6), Crossed 104.75 98.47 92.18 
PR35F504-6CJ 3.5” Coupler Panel MMJ (6x6), Crossed 109.50 102.93 96.36 
PR35F504-8C 3.5” Coupler Panel RJ45 (8x8), Crossed 119.75 112.57 105.38 
19” Rack Panels - Pre-Tapped To Accept Any 16 or 32 ECF504 Couplers, Mix-N-Match 
PR175F504 1.75” x 19” Rack Panel accepts any 16 Couplers 22.50 21.15 19.80 
PR35F504 3.5” x 19” Rack Panel accepts any 32 Couplers 25.50 23.97 22.44 
Order Toll Free: 800-350-5266 24 Hour Fax Service: 978-689-9484 
Call or Log On For Your FREE Master Catalog Web: http://www.L-com.com E-mail: sales@L-com.com 
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MODULAR ADAPTOR KITS 


















Premium Modular Adaptor Kits - Design Features Molded Knurled Holddown Screws 
The increased popularity of modular adaptors prompted L-com to offer an off-the-shelf product that is clearly 
superior to our competitor’s offering. Extra Attention has been focused on the redesign of the holddown screws 
having matching plastic knurls and improved stability. All molded parts are dark gray 94VO plastic. Modular 
contacts have 50 micro inches of gold plate for lowest contact resistance. Offered only in the types listed below 
- we solicit quotations for larger quantities, custom programming to fit your needs, and with legends and/or 
logo either molded-in or on labels. We consider this our OEM series for custom needs. The TDT 
insertion/extraction tool listed below is necessary for programming. Adaptors with DEC’s MMJ modular 
entry are available only in this series. 


RECO96F DB9 Female to 6 Pin RJ11/12 5.95 5.36 4.76 4.17 3:57 
RECO96M DB9 Male to 6 Pin RJ11/12 5.95 5.36 4.76 4.17 3:57 
RECO96FD DB9 Female to 6 Pin MMJ 6.35 5.72 5.08 4.45 3.81 
RECO96MD DB9 Male to 6 Pin MMJ 6.35 5.72 5.08 4.45 3.81 
RECO98F DB9 Female to 8 Pin RJ45 6.35 5.72 5.08 4.45 3.81 
RECO98M DB9 Male to 8 Pin RJ45 6.35 5.72 5.08 4.45 3.81 
REC256F DB25 Female to 6 Pin RJ11/12 6.65 5.99 5.32 4.66 3.99 
REC256M DB25 Male to 6 Pin RJ11/12 6.65 5.99 5.32 4.66 3.99 
REC256FD DB25 Female to 6 Pin MMJ 6.95 6.26 5.56 4.87 4.17 
REC256MD DB25 Male to 6 Pin MMJ 6.95 6.26 5.56 4.87 4.17 
REC258F DB25 Female to 8 Pin RJ45 6.95 6.26 5.56 4.87 4.17 
REC258M DB25 Male to 8 Pin RJ45 6.95 6.26 5.56 4.87 4.17 


Modular Adaptor Kits With Long Thumbscrews, Mate with DB9, DB15 and DB25 


Eliminate the annoyance of screwing and unscrewing bulky and expensive data cables whenever you wish to move 
a peripheral. Simply replace with an appropriate Modular Adaptor listed below. Each unit is programmable to your 
needs by simply inserting the prepared flying leads into the appropriate positions. Then, “snap” the connector in 
place and attach it to your system. Because of our one piece construction, there is no loose hardware or difficult 
procedures to follow. Excellent for field technicians who have to determine wiring needs, or to use temporarily 
while waiting for a permanent cable assembly. Modular adaptors listed show five column pricing because selling 
practice shows greater interest in the larger quantities. The TDT insertion/extraction tool listed below is 
necessary for programming. 


RAO96F DB9 Female to 6 Pin RJ11/12 4.95 4.46 3.96 3.47 2.97 
RAO96M DB9 Male to 6 Pin RJ11/12 4.95 4.46 3.96 3.47 2.97 
RA098F DB9 Female to 8 Pin RJ45 5.35 4.82 4.28 3.75 3.21 
RAO98M DB9 Male to 8 Pin RJ45 5.35 4.82 4.28 3.75 3.21 
RA156F DB15 Female to 6 Pin RJ11/12 5.35 4.82 4.28 3.15 3.21 
RA156M DB15 Male to 6 Pin RJ11/12 5:35 4.82 4.28 of 3.21 
RA158F DB15 Female to 8 Pin RJ45 5.65 5.09 4.52 3.96 3.39 
RA158M DB15 Male to 8 Pin RJ45 5.65 5.09 4.52 3.96 3.39 
RA256F DB25 Female to 6 Pin RJ11/12 5.65 5.09 4.52 3.96 3.39 
RA256M DB25 Male to 6 Pin RJ11/12 5.65 5.09 4.52 3.96 3.39 
RA258F DB25 Female to 8 Pin RJ45 5.95 5.36 4.76 4.17 3.57 
RA258M DB25 Male to 8 Pin RJ45 5.95 5.36 4.76 4.17 Sl 
RA2510F DB25 Female to 10 Pin Modular 6.25 5.63 5.00 4.38 3.75 
RA2510M DB25 Male to 10 Pin Modular 6.25 5.63 5.00 4.38 3.75 
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Modular Adaptor Kits - With Slotted Screws, Mate with DB9, DB15 and DB25 

This series is identical to the “RA” series listed above except for the fact that the thumb-knurl is replaced with 
a shorter screwhead requiring a screwdriver for fastening to the system. A full range is provided which includes 
the DB9, DB15 and DB25 interface, available with RJ11/12 or RJ45 jacks. The TDT insertion/extraction tool 
listed below is necessary for programming. 


RBAO96F DB9 Female to 6 Pin RJ11/12 4.95 4.46 3.96 3.47 2.97 
RBAO96M DB9 Male to 6 Pin RJ11/12 4.95 4.46 3.96 3.47 2.97 
RBA098F DB9 Female to 8 Pin RJ45 535 4.82 4.28 3.75 3.21 
RBA098M DB9 Male to 8 Pin RJ45 5.30 4.82 4.28 375 3.21 
RBA156F DB15 Female to 6 Pin RJ11/12 5.35 4.82 4.28 3,75 3.21 
RBA156M DB15 Male to 6 Pin RJ11/12 5:95 4.82 4.28 STO 3.21 
RBA158F DB15 Female to 8 Pin RJ45 5.65 5.09 4.52 3.96 3.39 
RBA158M DB15 Male to 8 Pin RJ45 5:65 5.09 4.52 3.96 3.39 
RBA256F DB25 Female to 6 Pin RJ11/12 5.65 5.09 4.52 3.96 3.39 
RBA256M DB25 Male to 6 Pin RJ11/12 5.65 5.09 4.52 3.96 3.39 
RBA258F DB25 Female to 8 Pin RJ45 5.95 5.36 4.76 4.17 S97 
RBA258M DB25 Male to 8 Pin RJ45 5.95 5.36 4.76 4.17 3.57 
TDT Pin Insertion and Extraction Tool 2.95 2.71 218 2.24 2.01 


Order Toll Free: 800-350-5266 24 Hour Fax Service: 978-689-9484 
Call or Log On For Your FREE Master Catalog Web: http://www.L-com.com E-mail: sales@L-com.com 
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FLAT MODULAR CABLES 





Flat Oval Modular Cables Find Many Uses in Data & Telecommunication Systems 
~s A variety of assembled cables with a variety of terminations are readily available from stock as listed below. If 
what you need is not listed, ask for specifics and we’ll quote. Use care in ordering; length, straight or crossed. 


Flat Modular Cables - 4, 6, 8 Conductors, Plug to Tinned End 





TDCO19-1 Flat Terminating Cable, 4 Conductor 1 6x4 95 87 .80 
TDC019-2 Flat Terminating Cable, 4 Conductor 2 6x4 1.05 .97 .88 
TDCO19-7 Flat Terminating Cable, 4 Conductor 7 6x4 1.55 1.43 1.30 
TDCO29-1 Flat Terminating Cable, 6 Conductor 1 6x6 1.60 1.47 1.34 
TDC029-2 Flat Terminating Cable, 6 Conductor 2 6x6 1.75 1.61 1.47 
TDC029-7 Flat Terminating Cable, 6 Conductor 7 6x6 2.50 2.30 2.10 
TDC029-14 Flat Terminating Cable, 6 Conductor 14 6x6 3.55 3.27 2.98 
TDCO05-1 Flat Terminating Cable, 8 Conductor 1 8x8 1.95 1.79 1.64 
TDCO005-2 Flat Terminating Cable, 8 Conductor 2 8x8 2.15 1.98 1.81 
TDCO05-7 Flat Terminating Cable, 8 Conductor i 8x8 3.15 2.90 2.65 
TDCO05-14 Flat Terminating Cable, 8 Conductor 14 8x8 4.55 4.19 3.82 
Flat Modular Cables - 4, 6, 8 Conductors, Plug 1 Spade Lugs 
TDC018-1 Flat Terminating Cable, 4 Conductor 6x4 : 87 80 
TDC018-2 Flat Terminating Cable, 4 Conductor > 6x4 t05 .97 88 
TDC018-7 Flat Terminating Cable, 4 Conductor 7 6x4 155 1.43 1.30 
TDCO18-14 Flat Terminating Cable, 4 Conductor 14 6x4 2.25 2.07 1.89 
TDC028-1 Flat Terminating Cable, 6 Conductor 1 6x6 1.60 1.47 1.34 sane 
TDC028-2 Flat Terminating Cable, 6 Conductor 2 6x6 1.75 1.61 1.47 
TDCO28-7 Flat Terminating Cable, 6 Conductor 7 dk” 259 20 2.10 O 
TDC028-14 Flat Terminating Cable, 6 Conductor 14 6x6 3.95 3.27 2.98 WO 
TDC004-1 Flat Terminating Cable, 8 Conductor 1 8x8 1.95 1.79 1.64 00 
TDC004-2 Flat Terminating Cable, 8 Conductor 2 8x8 215 1.98 1.81 
TDCOO4-7 Flat Terminating Cable, 8 Conductor 7 8x8 3:15 2.90 2.65 Ca 
TDC004-14 Flat Terminating Cable, 8 Conductor 14 8x8 4.55 419 3.82 ER 
Flat Modular Cables - 4, 6, 8 Conductors, Plug = Plug, STRUNE Tiun Wired “UO 
TDC301 Flat Modular Cable, 4 Conductor .87 .80 
TDC302 Flat Modular Cable, 4 Conductor 2 Gsi As 97 88 ks, 
TDC303 Flat Modular Cable, 4 Conductor 3 6x4 1.15 1.06 97 RER 
TDC305 Flat Modular Cable, 4 Conductor 5 6x4 1.35 1.24 1.13 BE 
TDC307 Flat Modular Cable, 4 Conductor 7 6x4 4.55 1.43 1.30 
TDC314 Flat Modular Cable, 4 Conductor 14 Ba, eee Oe ae <= 
TDC325 Flat Modular Cable, 4 Conductor 25 6x4 3.35 3.08 2.81 me 
TDC057-2 Flat Modular Cable, 6 Conductor 2 6x6 1.85 1.70 155 ra 
TDC057-7 Flat Modular Cable, 6 Conductor 7 6x6 2.60 2.39 2.18 
TDC057-14 Flat Modular Cable, 6 Conductor 14 6x6 3.55 3.27 2.98 aza, 
TDC057-25 Flat Modular Cable, 6 Conductor 25 6x6 5.20 4.78 4.37 
TDC057-50 Flat Modular Cable, 6 Conductor 50 6x6 8.95 8.23 7.52 CY 
TDC053-2 Flat Modular Cable, 8 Conductor 2 8x8 2.15 1.98 1.81 p> 
TDCO53-7 Flat Modular Cable, 8 Conductor 7 8x8 3.15 2.90 2.65 a 
TDC053-14 Flat Modular Cable, 8 Conductor 14 8x8 4.55 4.19 3.82 
TDC053-25 Flat Modular Cable, 8 Conductor 25 8x8 6.75 6.21 5.67 > 
TDC053-50 Flat Modular Cable, 8 Conductor 50 8x8 11.75 10.81 9.87 OER 
TDC053-100 Flat Modular Cable, 8 Conductor 100 8x8 21175 20.01 18.27 ee 
Flat Modular Cable - 4, 6, 8 Conductors, Plug to Plug, Cross Wired A 
TDC207 Flat Modular Cable, 4 Conductor 6x4 1.55 1.43 1.30 
TDC214 Flat Modular Cable, 4.Conductor 14 6x4 2.25 2.07 1.89 ~ 
TDC225 Flat Modular Cable, 4 Conductor 25 6x4 ao 3.08 2.81 A 
TDC027-2 Flat Modular Cable, 6 Conductor 2 6x6 1.85 1.70 1.55 -) 
TDCO27-7 Flat Modular Cable, 6 Conductor 7 6x6 2.60 2.39 2.18 
TDC027-14 Flat Modular Cable, 6 Conductor 14 6x6 9.00 3.27 2.98 
TDC027-25 Flat Modular Cable, 6 Conductor 25 6x6 5.20 4.78 4.37 
TDC003-2 Flat Modular Cable, 8 Conductor 2 8x8 215 1.98 1.81 
TDC003-7 Flat Modular Cable, 8 Conductor 7 8x8 3.15 2.90 2.65 
TDCO003-14 Flat Modular Cable, 8 Conductor 14 8x8 4.55 4.19 3.82 
TDC003-25 Flat Modular Cable, 8 Conductor 25 8x8 6.75 6.21 5.67 
Flat Modular Cable - 6 Conductors, DEC MMJ Plugs, Cross Wired 
TDC067-7D Flat Modular Cable, 6 Conductor 7 6xôMMJ 3.35 3.08 2.81 
TDC067-14D Flat Modular Cable, 6 Conductor 14 6x6MMJ 4.60 3.86 
Flat Modular Cord - 26 AWG Stranded, Use Where Twisted Pairs Are Not Necessary 
TDB4-100 Flat Modular Cord (PVC) 100’ Coil 4 8.25 7.76 7.26 
TDB6-100 Flat Modular Cord (PVC) 100’ Coil 6 13.50 12.69 11.88 
TDB8-100 Flat Modular Cord (PVC) 100’ Coil 8 17.50 16.45 15.40 
TDB4-500 Flat Modular Cord (PVC) 500’ Reel 4 35.50 33.37 31.24 
TDB6-500 Flat Modular Cord (PVC) 500’ Reel 6 56.00 52.64 49.28 
~~ TDB8-500 Flat Modular Cord (PVC) 500’ Reel 8 68.50 64.39 60.28 
TDB4-1000 Flat Modular Cord (PVC) 1000’ Reel 4 65.00 61.10 57.20 
TDB6-1000 Flat Modular Cord (PVC) 1000’ Reel 6 99.50 93.53 87.56 
TDB8-1000 Flat Modular Cord (PVC) 1000’ Reel 8 148.50 139.59 130.68 
TDB10-1000 Flat Modular Cord (PVC) 1000’ Reel 10 175.50 164.97 154.44 
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TRUNK AND BREAKOUT CABLES 


25-Pair Telco Cables - Dual Terminated and Breakout (Octopus) Versions 
L-com’s 25 pair telco cables are built with the finest grade 24AWG solid conductor cable with PVC jacket. —~ 


Connector shells are assembled with appropriate hardware. Choose from Category one, three, or four cabling 
and plenum jacket or different lengths available on a custom basis. 




























TDC50FF-5 Cat. 1, 25 Pr. Trunk Assy., F-F 5.0 15.50 14.57 13.64 

TDC50FF-10 Cat. 1, 25 Pr. Trunk Assy., F-F 10.0 17.50 16.45 15.40 

TDC50FF-15 Cat. 1, 25 Pr. Trunk Assy., F-F 15.0 19.50 18.33 17.16 

TDC50FF-25 Cat. 1, 25 Pr. Trunk Assy., F-F 25.0 23.50 22.09 20.68 

TDC50FF-50 Cat. 1, 25 Pr. Trunk Assy., F-F 50.0 33.50 31.49 29.48 

re TDC50MM-5 Cat. 1, 25 Pr. Trunk Assy., M-M 5.0 15.50 14.57 13.64 
0 TDC50MM-10 Cat. 1, 25 Pr. Trunk Assy., M-M 10.0 17.50 16.45 15.40 
TDC50MM-15 Cat. 1, 25 Pr. Trunk Assy., M-M 15.0 19.50 18.33 17.16 
TDC50MM-25 Cat. 1, 25 Pr. Trunk Assy., M-M 25.0 23.50 22.09 20.68 
TDC50MM-50 Cat. 1, 25 Pr. Trunk Assy., M-M 50.0 33.50 31.49 29.48 


Category 3, 25 Pair Trunk Cables - Data Grade for Harmonicas and Patch Paneis 


TDC350FF-5 Cat. 3, 25 Pr. Trunk Assy., F-F 5.0 17.00 15.98 14.96 
TDC350FF-10 Cat. 3, 25 Pr. Trunk Assy., F-F 10.0 20.00 18.80 17.60 
TDC350FF-15 Cat. 3, 25 Pr. Trunk Assy., F-F 15.0 23.50 22.00 3 ee 
TDC350FF-25 Cat. 3, 25 Pr. Trunk Assy., F-F 25.0 30.00 28.20 26.40 
TDC350FF-50 Cat. 3, 25 Pr. Trunk Assy., F-F 50.0 45.00 42.30 39.60 
TDC350MM-5 Cat. 3, 25 Pr. Trunk Assy., M-M 5.0 17.00 15.98 14.96 
TDC350MM-10 Cat. 3, 25 Pr. Trunk Assy., M-M 10.0 20.00 18.80 17.60 
TDC350MM-15 Cat. 3, 25 Pr. Trunk Assy., M-M 15.0 23.50 22.09 20.68 
TDC350MM-25 Cat. 3, 25 Pr. Trunk Assy., M-M 25.0 30.00 28.20 26.40 
TDC350MM-50 Cat. 3, 25 Pr. Trunk Assy., M-M 50.0 45.00 42.30 39.60 


Octopus Cables - Convert 25 Pair Telco to a Variety of Modular Cable Breakouts 
This is a useful cable arrangement that allows conversion from a standard 50 pin Telco connector to a variety 
of modular cables terminated with male RJ plugs having 2, 4, 6 or 8 active pins. All cables are three feet long. 


Wired per USOC Standard. Category 1 rated. — 
TDC50M62 25 Pair Male Telco to 25 (6x2) 3.0 84.50 79.43 74.36 
TDC50M64 25 Pair Male Telco to 12 (6x4) 3.0 49.50 46.53 43.56 
TDC50M66 25 Pair Male Telco to 8 (6x6) 3.0 46.50 43.71 40.92 
TDC50M88 25 Pair Male Telco to 6 (8x8) 3.0 46.50 43.71 40.92 
TDC50F62 25 Pair Female Telco to 25 (6x2) 3.0 84.50 79.43 74.36 
TDC50F64 25 Pair Female Telco to 12 (6x4) 3.0 49.50 46.53 43.56 
TDC50F66 25 Pair Female Telco to 8 (6x6) 3.0 46.50 43.71 40.92 
TDC50F88 25 Pair Female Telco to 6 (8x8) 3.0 46.50 43.71 40.92 


Cluster “Octopus” Assemblies - Fabricated to Meet Category 4 Reguirements 


Commonly used in conjunction with patch panels and punch down blocks. The cluster “octopus” cables listed 
below have been developed especially for 1OBASE-T operation by using highest grade flexible (stranded) 
Category 4 twisted pair cables. Only standard lengths in stock, however, we will fabricate other lengths to 
order, including female telco connector if needed. 
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TRDC400M-3 25 pr. Male Telco to 12 10BASE-T, (8x4) 3.0 69.50 65.33 61.16 
TRDC400M-6 25 pr. Male Telco to 12 10BASE-T, (8x4) 6.0 84.00 78.96 73.92 
TRDC400M-10 25 pr. Male Telco to 12 10BASE-T, (8x4) 10.0 98.50 92.59 86.68 


90 Position Slimline Gender Changers - Mate w/SCSI-1 & 50 Position Telco Connectors 
DGC50F 50 Pin SCSI Gender Changer, F-F 10.95 9.86 8.76 
eae 50 Pin SCSI Gender Changer, M-M 10.95 9.86 8.76 


Gender Changer - 50 Pin Telco Cable Joins Two Cables With Male Connectors 
For a more permanent hook-up of two male terminated 50 pin (25 pr) telco cables. Has hold down screws. 


TD50F Telco “50” Gender Changer, F-F 13.95 13.11 12.28 
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HARMONICAS AND PATCH PANELS 









ES 
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Harmonica Style Cluster Bars - An Efficient Way to Distribute Your 25 Pair Line 
Break out your cabling by connecting the 25 pair incoming line to a harmonica style distribution system. These 
units use one male or female 25 pair telco connector as input and 6, 8 or 12 modular jacks as output. Two holes 


for screw mounting or 2-sided tape may be used. Connector has Velcro hold-downs to eliminate screw 
tightening. USOC and 10Base-T wiring only. 


EC412M 12 RJ11 (6x4) Ports to 50 Pin Male USOC 27.50 25.30 23.10 
EC608M 8 RJ12 (6x6) Ports to 50 Pin Male USOC 29.50 27.14 24.78 
EC806M 6 RJ45 (8x8) Ports to 50 Pin Male USOC 31.50 28.98 26.46 
EC806MK 6 RJ45 (8x8) Ports to 50 Pin Male USOC 31.50 28.98 26.46 
EC608MMJ 8 MMJ (6x6) Ports to 50 Pin Male USOC 32.50 29.90 27.30 
E412M10Base-T 12 RJ45 (8x4) Ports to50 Pin Male 10Base-T 32.50 29.90 27.30 
EC412F 12 RJ11 (6x4) Ports to 50 Pin Female USOC 27.50 25.30 23.10 
EC608F 8 RJ12 (6x6) Ports to 50 Pin Female USOC 29.50 27.14 24.78 
EC806F 6 RJ45 (8x8) Ports to 50 Pin Female USOC 31.50 28.98 26.46 
EC806FK 6 RJ45 (8x8) Ports to 50 Pin Female USOC 31.50 28.98 26.46 
EC608FMJ 8 MMJ (6x6) Ports to 50 Pin Female USOC 32.50 29.90 27.30 
E412F10Base-T 12 RJ45 (8x4) Ports to 50 Pin Female 10Base-T 32.50 29.90 27.30 


Modular Patch Panels - Equipped with Harmonicas to Break Out 50 Pin Connectors 
19” rack panels with 2, 3 or 4 mounted harmonicas for a neat and organized method of breaking out modular 
lines. Panels are black with white imprinting. Velcro hold downs provided and also available separately. 24 
Port Panels are 3.5” x 19”. 48 Port Panels are 5.25” x 19”. All USOC wired or 10Base-T only. Note 48 port 
panels are also available. Please inquire as to stock availability. 


ECHP24-4M 24 RJ11 (6x4) to 50 Pin Male USOC 85.00 79.90 74.80 
ECHP24-6M 24 RJ12 (6x6) to 50 Pin Male USOC 89.00 83.66 78.32 
ECHP24-8M 24 RJ45 (8x8) to 50 Pin Male USOC 93.00 87.42 81.84 
ECHP24-8MK 24 RJ45 (8x8) to 50 Pin Male USOC 93.00 87.42 81.84 
ECHP24-10BTM 24 RJ45 (8x4) to 50 Pin Male 10Base-T 99.50 93.53 87.56 
ECHP24-4F 24 RJ11 (6x4) to 50 Pin Female USOC 85.00 79.90 74.80 
ECHP24-6F 24 RJ12 (6x6) to 50 Pin Female USOC 89.00 83.66 78.32 
ECHP24-8F 24 RJ45 (8x8) to 50 Pin Female USOC 93.00 87.42 81.84 
ECHP24-8FK 24 RJ45 (8x8) to 50 Pin Female USOC 93.00 87.42 81.84 
ECHP24-10BTF 24 RJ45 (8x4) to 50 Pin Female 10Base-T 99.50 93.53 87.56 


Harmonica Style Bridging Adaptors - For RJ12 and RJ45 Modular Equipped Cables 
Your choice of 6 or 12 port bridging adaptors. Each of the RJ12 (6x6) or RJ45 (8x8) lines are all wired in parallel. 


TDS1880 6 Way Bridging Adaptor, RJ12 (6x6) 28.50 26.22 23.94 
TDS2166 12 Way Bridging Adaptor, RJ12 (6x6) 35.00 32.20 29.40 
TDS1881 6 Way Bridging Adaptor, RJ45 (8x8) 29.50 27.14 24.78 
TDS2167 12 Way Bridging Adaptor, RJ45 (8x8) 36.50 33.58 30.66 
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Voice Grade Keystone Jack & Panel Kit Assortment - At Significant Savings 


Kits include prepunched 19” rack panel and appropriate number of keystone jacks to complete the assembly. 
Keystones use insulation displacement contacts and each connector has 30 microinches of gold on jack mating 
surfaces. Panel color is black. Keystones available separately on pg. D15 of our 1998 Master Catalog 1.0. 
(EC1107 series). 


Leena 


PR175-1606 1.75” x 19” Panel Kit w/16 RJ12 (6x6) Keystone Jacks 61.10 57.43 $3.77 
PR35-2406 3.50” x 19” Panel Kit w/24 RJ12 (6x6) Keystone Jacks 85.90 80.75 75.59 
PR35-3206 3.50” x 19” Panel Kit w/32 RJ12 (6x6) Keystone Jacks 107.70 101.24 94.78 
PR175-1608 1.75” x 19” Panel Kit w/16 RJ45 tee Keystone Jacks 61.10 57.43 53.77 
PR35-2408 3.50” x 19” Panel Kit w/24 RJ45 (8x8) Keystone Jacks 85.90 79.03 72.16 
PR35-3208 3.50” x 19” Panel Kit w/32 RJ45 (8x8) Keystone Jacks 107.70 101.24 94.78 


Have a custom need? 


Our OEM Sales Staff is trained to help you design custom connectivity solutions. 
Call 1-800-350-5266 and we'll be happy to help. 
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MOST POPULAR 





UTP & FTP BuLk CABLE 


Unshielded Twisted Pair (UTP) - The Choice for Most LAN and Voice Systems 
All UTP bulk cable is made of 24 AWG solid or stranded bare copper 7/32 conductors and is made in the ~ ~ 
U.S.A.. Standard twisted pair color codes are used. Standard packaging is 1,000 foot pull-out boxes or reels as 
listed. Our plenum rated cables are specially formulated to provide a more flexible cable equivalent to PVC. 


Cate 





1C3559 
TC3560 
TC3561 
TC3563 
TC3567 


TC2006 
TC2004 
TC2005 








TC2737 


TC2380 
TC2382 
TC2581 
TC2589 
TC2590 
TC2599 





TC5001 
TC5050 
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TPC4756 
TPC4757 
TPC4758 





TC2379 


TPC2347 
TPC2567 


New - Enh 





Category 3, PVC Bulk, Box 
Category 3, PVC Bulk, Box 
Category 3, PVC Bulk, Box 
Category 3, PVC Bulk, Reel 
Category 3, PVC Bulk, Reel 


Category 3, PVC Bulk, Reel 
Category 3, PVC Bulk, Reel 
Category 3, PVC Bulk, Reel 


Category 3, Plenum Bulk, Box 
Category 3, Plenum Bulk, Box 
Category 3, Plenum Bulk, Box 





Category 5, PVC Bulk, Box 
Category 5, PVC Bulk, Box 


Category 5, PVC Bulk, Reel 
Category 5, PVC Bulk, Reel 
Category 5, PVC Bulk, Reel 
Category 5, PVC Bulk, Reel 
Category 5, PVC Bulk, Reel 
Category 5, PVC Bulk, Reel 


Category 5, Plenum Bulk, Box 
Category 5, Plenum Bulk, Box 


Enhanced Cat. 5, PVC, Box 
Enhanced Cat. 5, PVC, Reel 


TPC2756 Enhanced Cat. 5, Plenum, Box 
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2 Pr. Solid 
3 Pr. Solid 
4 Pr. Solid 
6 Pr. Solid 
12 Pr. Solid 


2 Pr. Stranded 
3 Pr. Stranded 
4 Pr. Stranded 


2 Pr. Solid 
3 Pr. Solid 
4 Pr. Solid 











4 Pr. Solid 
4 Pr. Solid 


2 Pr. Stranded 
4 Pr. Stranded 
4 Pr. Stranded 
4 Pr. Stranded 
4 Pr. Stranded 
4 Pr. Stranded 


4 Pr. Solid 
4 Pr. Solid 


2 Pr. Stranded 
4 Pr. Stranded 


4 Pr. Solid 
4 Pr. Stranded 
4 Pr. Solid 


Gray 
Gray 
Gray 
Gray 
Gray 


Gray 
Gray 
Gray 


Green 
Green 
Green 


Beige 
Gray 
Beige 
Beige 
Yellow 
Red 
Green 
Blue 


White 
Blue 


Beige 
Beige 
Gray 


Gray 
Blue 
Blue 


eed Networks 


46.07 
56.44 
70.55 
116.40 
184.32 


91.30 
109.56 
136.95 


107.49 
123.26 
141.10 


89.00 
89.00 


169.00 
189.00 
189.00 
189.00 
189.00 
189.00 


249.00 
249.00 


229.00 
259.00 
425.00 


169.00 
239.00 
329.00 


43.31 
53.05 
66.32 
109.42 
173.26 


85.82 
102.99 
128.73 


101.04 
115.86 
132.63 


Category 5 to 100 MHz - ligh Speed LAN & Emerging Applications up to 100 Mbps | 


3.66 

83.66 
158.86 
177.66 
177.66 
177.66 
177.66 
177.66 


234.06 
234.06 


Shielded (FTP) Category 5 to 100 MHz - Help Suppress Noise in Networks 

More and more customers are requesting foil twisted pair (FTP) cabling for protection from noise and inter- 
ference in the workplace. L-com now carries Category 5, FTP in 2 and 4 pair conductors surrounded by a sin- 
gle foil shield and drain wire. PVC jacket with 26 AWG stranded conductors or plenum FEP jacket with 24 
AWG solid conductors available. Available in 1,000' reels only. Also see our shielded connectors and adap- 
tors on page D3 of our Master Catalog. 


TFC2002 Cat. 5, PVC Bulk w/Shield, Reel 
TFC2004 Cat. 5, PVC Bulk w/Shield, Reel 
TFPC2648 Cat. 5, Plenum Bulk w/Shield, Reel 4 Pr. Solid 


215.26 
243.46 
399.50 


158.86 
224.66 
309.26 









40.54 
49.67 
62.08 
102.43 
162.20 


80.34 
96.41 
120.52 


94.59 
108.47 
124.17 







78.32 
78.32 


148.72 
166.32 
166.32 
166.32 
166.32 
166.32 


219.12 
219.12 


201.52 
227.92 
374.00 







148.72 
210.32 
289.52 
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110 Style Accessories - The Mo 


st Popular Way to Achieve Category 5 Performance 





~~ The 110 connect system is a high performance means of terminating UTP wiring and it is currently the most 


popular choice in Category 5 installations. This system utilizes wiring blocks, connecting blocks, patch panels, 
24-26 AWG UTP cabling, and patch cords. 


Most 110 style wiring blocks come pre-configured to a number of RJ45 ports, allowing easy patching with 
RJ45-RJ45 data grade patch cords. 110 style blocks that are not pre-configured to RJ45 jacks can be patched 
through 110 style patch cords built with special 110 type patching connectors. L-com offers a variety of 
common 110 style components. Other styles and configurations can be supplied on a custom basis; call our 
Technical Support department for assistance. 


6, 12, 24 & 36 Port Category 5 Modular Jack Distribution Blocks - RJ45 & 110 Connectors 
These panels act as prewired distribution blocks for network applications. The panel is wall mountable and is 
normally used to connect network equipment to horizontal wiring. Connections are made by terminating 4 pair 
horizontal cables to the 110 blocks and by patching data grade RJ45 patch cords to MAUs or Hubs. It’s unique 
“skeletal” frame permits effortless cable routing and fastening. All units meet Category 5 performance criteria 
and come with T568A or T568B wiring. 


S110MJB-6A 6 Port EIA568A - Cat. 5 Modular Distribution Block 39.50 37.92 36.34 
S110MJB-6B 6 Port EIA568B - Cat. 5 Modular Distribution Block 39.50 37.92 36.34 
S110MJB-12A 12 Port EIA568A - Cat. 5 Modular Distribution Block 89.50 85.92 82.34 
S110MJB-12B 12 Port EIA568B - Cat. 5 Modular Distribution Block 89.50 85.92 82.34 
S110MJB-24A 24 Port EIA568A - Cat. 5 Modular Distribution Block 180.50 173.28 166.06 
S110MJB-24B 24 Port EIA568B - Cat. 5 Modular Distribution Block 180.50 173.28 166.06 
S110MJB-36A 36 Port EIA568A - Cat. 5 Modular Distribution Block 260.50 250.08 239.66 
S110MJB-36B 36 Port EIA568B - Cat. 5 Modular Distribution Block 260.50 250.08 239.66 


24 & 48 Port Category 5 Patch Panels - RJ45 & 110 Connectors, EIA568A or B Wiring 
These 110 to RJ45 patch panels offer the highest guality at an affordable price. Designed for computer net- 
work applications and wired to the EIA/TIA 568A or 568B standard. RJ45s are mounted directly to a circuit 


board increasing reliability. Black in color with white screened designation numbers per port. Dimensions are 
19" x 1.75" for the 24 port and 19" x 3.5" for the 48 port panel. 


T110PP-24A 24 Port EIA568A - Category 5 Patch Panel 109.00 102.46 95.92 
T110PP-24B 24 Port EIA568B - Category 5 Patch Panel 109.00 102.46 95.92 
T110PP-48A 48 Port EIA568A - Category 5 Patch Panel 199.00 187.06 175.12 
T110PP-48B 48 Port EIA568B - Category 5 Patch Panel 199.00 187.06 175.12 | 


New - Enhanced Category 5 24 and 48 Port Patch Panels - RJ45 and 110 Connections 


These panels surpass the EIA/TIA enhanced Category 5 standards. 24 & 48 port panels are 1.75 and 3.50 inches 
high respectively and fit into standard 19 inch communication racks. Choose EIAS68A or B wiring. Dimensions 
are 19" x 1.75" for the 24 port and 19" x 3.5" for the 48 port panel. Color: black. 


TE110PP-24A 24 Port EIA568A - Enhanced Category 5 Panel 119.00 111.86 104.72 
TE110PP-24B 24 Port EIA568B - Enhanced Category 5 Panel 119.00 111.86 104.72 
TE110PP-48A 48 Port EIA568A - Enhanced Category 5 Panel 219.00 205.86 192.72 
TE110PP-48B 48 Port EIA568B - Enhanced Category 5 Panel 219.00 205.86 192.72 


12 Port Category 5 Wall Mount Block - RJ45 & 110 Connectors, EIA568A or B Wiring 


This 12 port RJ45 - 110 wall mount block is designed for installations that require high performance 
connectivity for a small number of users. Conventional backboard mounting bracket allows quick and 
simple installations where rack mounting isn’t desired. This design enables workstation wiring to be 
terminated onto the 110 IDC while facing the installer. The unit is then turned around and snapped into 
the bracket for patching to the network hardware. 


T110WMB-12A 12 Port EIA568A - Category 5, Wall Mount Block 
T110WMB-12B 12 Port EIA568B - Category 5, Wall Mount Block 


79.50 
79.50 


76.32 
76.32 


73.14 
73.14 


Deluxe Auto Impact Tool - Our Best Model, Features an Adjustable Spring Load 
Now installers can make effortless, uniform connections. This tool can be set for high or low impact with 
a variable impact pressure control that will provide the right amount of force. Blades are easily reversible, 
one end terminates only while the other terminates and cuts. This model features a hidden storage 
compartment which opens to fit an extra blade. Accepts blades for 66 and 110 use. This tool comes 
without blades, order separately below. 


H351 Deluxe Impact Tool Body Only, Without Blade 42.50 39.10 35.70 


Reversible Blades Only - Fit All H350 Series Tool Bodies as Listed on This Page 
H351B66 Blade Only, Reversible for 66 Terminals 13.50 12.42 11.34 
H351B110 Blade Only, Reversible for 110 Terminals 13.50 12.42 11.34 


Notice: Mixing of blades is allowed for guantity pricing 


Order Toll Free: 800-350-5266 24 Hour Fax Service: 978-689-9484 
Call or Log On For Your FREE Master Catalog 
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e - Choice of Two Termination Styles 
Two different style Keystone jacks utilize a non-keyed 8 position RJ45 Jack with parallel or perpendicular 110~ ~ 
style termination points on the back. The jacks meet all UL and ETL specifications for Category 5 performanct 

and have 50 microinches of gold on the mating surfaces. Units fit into all keystone wall plates and rack 
panels listed below. 110 connections accept 24-26 AWG solid conductors. Colors are black and ivory and 

be sure to specify EIA568A or EIA568B color coding. Other colors are available through special ordering. 
Ask for details. Note: EIAS68A wiring is not available in the RJ110 series. 


UJ110C5A-B Keystone 110-RJ45 Jack, Cat. 5-568A Black 4.75 4.37 3.99 
UJ110C5A-I Keystone 110-RJ45 Jack, Cat. 5-568A Ivory 4.75 4.37 3.99 
UJ110C5B-B Keystone 110-RJ45 Jack, Cat. 5-568B Black 4.75 4.37 3.99 
UJ110C5B-I Keystone 110-RJ45 Jack, Cat. 5-568B Ivory 4.75 4.37 3.99 
RJ110C5B-B Keystone 110-RJ45 Jack, Cat. 5-568B Black 4.75 4.37 3.99 
RJ110C5B-I Keystone 110-RJ45 Jack, Cat. 5-568B Ivory 4.75 4.37 3.99 


New - Premium Grade Category 5 Shielded Keystone Jack - Accepts EIA568A or B 
This new jack is similar to the RJ110C5 series above except it is fully shielded for areas where noise is prevalent. 
Mates with EIA568A or B wiring. 


RJ110C5-S Shielded 110-RJ45 Jack, Cat. 5-568A 6.95 6.39 5.84 


Premium Grade Category 3 110 Style RJ12 Keystone - USOC Wired For Voice Applications 
The same mechanics as the UJ110 series jacks above except this jack uses a Category 3 rated, USOC wired 
RJ12 for voice applications. Perpendicular 110 entry on the rear. Ivory color. 


UJ110C3U-I Keystone 110-RJ12 Jack, Cat. 3-USOC Ivory 3.95 3.63 3.32 


Premium Category 5 Surface Mount Boxes Include RJ45 or RJ12 Jacks 
One and two port surface mount boxes include RJ45 (Category 5) and/or RJ12 (Voice) jacks for easy surface 


mounting. These units feature colored icons, write on labels, and tri-directional cable entry points. Both —~ 
EIA568A and B wiring codes listed on RJ45 jacks. Ivory colored and UL Listed. 


SMB12-1 Single Port Box, RJ12 Ivory 6.55 6.03 5.50 
SMB45-I Single Port Box, RJ45 Ivory 6.95 6.39 5.84 
SMB4545-I Dual Port Box, RJ45-RJ45 Ivory 9.55 8.79 8.02 
SMB4512-| Dual Port Box, RJ45-RJ12 Ivory 9.95 9.15 8.36 


Keystone Wall Plates - Allow Flush Mounting of Keystone Style Jacks 

Ivory colored plastic wall plates accept up to 1, 2, 3, 4 or 6 Keystone Jacks. This style plate keeps a flush 
appearance once the jacks are inserted into the plates. Included are top and bottom station labels which allow 
easy station identification and numbered icons that distinguish ports from each other. Other colored plates 
available by special order only. 


1998 SUPPLEMENT CATALOG 2.0 


UJMPU01BG Flush Wall Plate for 1 Keystone Ivory 2.25 2.07 1.89 
UJMPU02BG Flush Wall Plate for 2 Keystone Ivory 2.25 2.07 1.89 
UJMPU03BG Flush Wall Plate for 3 Keystone Ivory 2.25 2.07 1.89 
UJMPU04BG Flush Wall Plate for 4 Keystone Ivory 2.25 2.07 1.89 
UJMPUO6BG Flush Wall Plate for 6 Keystone (not shown)ivory 2.25 2.07 1.89 


Keystone Wall Plates - Choice of Ivory Plastic or Stainless, One, 2 or 3 Openings 





ECP001 Wall Plate for 1 Keystone Jack Stainless 1.95 1.83 1.72 
ECP002 Wall Plate for 2 Keystone Jacks Stainless 1.95 1.83 1.72 
SU3024-4 Wall Plate for 1 Keystone & 1 DB9 Stainless 1.95 1.83 1.72 
SU3024-1 Wall Plate for 1 Keystone Jack Ivory 95 89 84 
SU3024-2 Wall Plate for 2 Keystone Jacks Ivory 95 89 84 
SU3024-3 Wall Plate for 3 Keystone Jacks Ivory 95 89 84 
Patch Panels - Accept Modular Keystone Jacks, You May Combine Types of Your Choice : 

PR175BK16. E 1.75 Accepts 16 Keystones, 1 Rowof16 Black 19.50 18.33 17.16 © 
PR35BK24 F 3.50 Accepts 24 Keystones, 2 Rows of 12 Black 23.50 22.09 20.68 
PR35BK32 G 3.50 Accepts 32 Keystones, 2 Rows of 16 Black 24.50 23.03 21.56 


Order Toll Free: 800-350-5266 24 Hour Fax Service: 978-689-9484 
Call or Log On For Your FREE Master Catalog Web: http://www.L-com.com E-mail: sales@L-com.com 
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O.M.N.I. 5 - Category 5 Field Installable RJ45 Connector, Highest Grade Available Ma = 

“New to L-com’s product line, the O.M.N.I. 5 connector from Thomas & Betts is the best designed RJ45 jack 
that we’ve seen. The connector provides a uniform assembly that meets EIA/TIA termination guidelines. 
Universally designed, all O.M.N.I. connectors, regardless of type, fit into the same information outlet or patch 
panel ports (shown below) allowing maximum flexibility. 


Each unit is comprised of two simple to use parts, the jack body and a clear dressing bar. Insulation displacement 
contacts within the jack body complete the termination without need for special stripping or 110 insertion 
tools. Ivory color and be sure to select EIA/TIA 568A or 568B wiring and/or shielded (screened) types. Note: A 
category 3 RJ12 connector is also available for voice, fax, or modem connections. 


OMNI568A-I EIA568A - Category 5 RJ45 Connector, Ivory 4.75 4.37 3.99 
OMNI568B-I EIA568B - Category 5 RJ45 Connector, Ivory 4.75 4.37 3.99 
OMNI568A-SCR  EIA568A - Category 5 Screened RJ45 Connector 6.95 6.39 5.84 
OMNI568B-SCR  EIA568B - Category 5 Screened RJ45 Connector 6.95 6.39 5.84 
OMNI3USO-I USOC - Category 3 RJ12 Connector, Ivory 3.95 3.63 3.32 


Coax & Fiber Optic O.M.N.I. Connectors Specially Designed for Network Installations 
Various coaxial and fiber optic connectors are offered to complement the above line of Category 5 couplers. All 
units fit into the same information outlets and patch panels allowing maximum flexibility. Note: Couplers and 
connectors must be purchased with their respective adaptor for mounting in panels or information outlets. 


OMNIB59 RG59/62 BNC Twist-on Connector, Female 3.90 3.59 3.28 
OMNIB58 RG58 BNC Twist-on Connector, Female 3.90 3.59 3.28 
OMNIBADP Omni Adaptor for BNC Twist-ons 45 .41 .38 
OMNIB2 BNC-BNC Coupler, Female-Female 5.90 5.43 4.96 
OMNIB2ADP Omni Adaptor for BNC Coupler 45 41 .38 
OMNIF2 “F” Coupler with Omni Adaptor, Female-Female 1.95 1.79 1.64 
OMNIS2 SMA-SMA Fiber Optic Coupler 14.90 13.71 12.52 
OMNIS2ADP Omni Adaptor for SMA Coupler 45 41 38 
OMNIST2 ST-ST Fiber Optic Coupler 5.95 5.47 5.00 
OMNIST2ADP Omni Adaptor for ST Coupler 45 41 38 


High Density 8 Port Information Outlet - Use with O.M.N.1. Style Connectors 

-— This information outlet will allow up to 8 jacks to be mounted in a single gang faceplate. Outlets consist of a 
wall mount frame with various modules that snap in from the front. There are three different modules that can 
be used with this frame: a blank, a 2 port straight out module, and a 2 port 45° module. Use with any of the 
O.M.N.I. style connectors and couplers found on this page. Choose from Ivory (1), White (W) or Black (BK) 
outlet components. Please note that Ivory units are stocked while other colors may have to be special ordered. 
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OMNIWP8-( ) 8 Port Omni Wallplate Frame, Identify Color 2.25 2.07 1.89 
OMNIWPST-( ) 2 Port Straight Wallplate Module, Identify Color 95 87 .80 
OMNIWP45-( ) 2 Port 45 Degree Walliplate Module, Identify Color 1.55 1.43 1.30 
OMNIWPBL-( ) Blank Module for Omni Wallplate, Identify Color 59 21 46 
OMNIWPI-L “LAN” Port Identifier, in Red, 10 Pack 2.30 2.12 1.93 
OMNIWPI-F “FAX” Port Identifier, in White, 10 Pack 2.30 2.12 1.93 
OMNIWPI-D “DATA” Port Identifier, in Blue, 10 Pack 2.30 2.12 1.93 
OMNIWPI-V “VOICE” Port Identifier, in Orange, 10 Pack 2.30 2.12 1.93 
One and Two Port Plastic Wall Plates for O.M.N.I. Connectors, Ivory Color 
OMNIWP1 1 Port Omni Wall Plate, Ivory 1.95 1.79 1.64 
OMNIWP2 2 Port Omni Wall Plate, Ivory 2.25 2.07 1.89 
Three Port Surface Mount Boxes - Use Where Surface Mounting Is A Necessity 
OMNISMB3 3 Port Surface Mount Box, Ivory 4.95 4.55 4.16 
OMNISMB-BLNK _ Blank Insert to cover Box or Wallplate opening, Ivory 40 37 34 


19” Rack Panels - 16 or 32 Ports, Feature Rear Cable Support/Management Bar 
Heavy gauge steel 16 and 32 port rack panels accept any of the O.M.N.I. connectors listed on this page. Two 
panel heights: 1.75" or 3.5" accept 16 or 32 O.M.N.I. connectors. Eguipped with mounting collars ready to 
use. Permanent cable minders and crossbar standard. Black in color and numbered consecutively per port. 
Please order O.M.N.I. connectors listed above. More Category 5 components listed on page 28. 


PR175TB16BK 16 Port Omni Rack Panel with Collars, Black 43.50 40.89 38.28 
PR35TB32BK 32 Port Omni Rack Panel with Collars, Black 63.50 59.69 55.88 


This page shows some of the most popular Category 5 components, but other O.M.N.I. M ae i 
? e . . SO Ai aa 5 
Un ae parts are available. Call our technical support department with any special reguests. [— 
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Stranded Conductor Modular Plugs - Rectangular Entry for Flat Cable 
A full complement of modular plugs is offered for all applications. Piercing-type connections are simultaneously —~ 
made through each stranded conductor of 24-28 AWG flat modular cable. 15 microinches gold plating on 
contacts. Sold in packs of 100, no broken lots available. 





x f TD4P4HS Modular Plug, 4x4 Handset, 100 Pack 19.95 18.35 16.76 
A TD6P4C Modular Plug, 6x4 RJ11, 100 Pack 19.95 18.35 16.76 

TD6P6C Modular Plug, 6x6 RJ12, 100 Pack 24.95 22.95 20.96 

TDEPEMMJ Modular Plug, 6x6 MMJ, 100 Pack 29.95 27.55 25.16 

TD8P8C Modular Plug, 8x8 RJ45, 100 Pack 39.95 36.75 33.56 

TD8P8CK Modular Plug, 8x8 RJ45 (Keyed), 100 Pack 39.95 36.75 33.56 


Extended Length Stranded Conductor Modular Plugs - Oval Entry 

The difficulty of extracting a typical RJ11/12 modular plug is overcome by use of our TDX series modular 
plugs which have a body length 15% longer making it easier to grab and take out. 15 microinches gold plat- 
ing on contacts. For stranded cable, oval entry. 


TDX6P2 Extended Modular Plug 6x2 RJ11, 100 Pack 18.95 17.43 15.92 
TDX6P4 Extended Modular Plug 6x4 RJ11, 100 Pack 22.95 21.11 19.28 
TDX6P6 Extended Modular Plug 6x6 RJ12, 100 Pack 26.95 24.79 22.64 


Stranded Conductor Modular Plugs - Oval Entry for Round or Flat Cable 


These modular plugs have an oval rear entry compatible with most round and flat cable. 15 microinches gold 





D plating on contacts. Compatible with 24 and 26 AWG stranded conductors. 
N TDR6P4C Modular Plug, 6x4 RJ11, 100 Pack 19.95 18.35 16.76 
TDR6P6C Modular Plug, 6x6 RJ12, 100 Pack 24.95 22.95 20.96 
©) TDR8P8C Modular Plug, 8x8 RJ45, 100 Pack 39.95 36.75 33.56 
TDR10P10C Modular Plug, 10x10 RJ45, 100 Pack 49.95 45.95 41.96 
O Shielded Modular Plug - For Use With Foil Twisted Pair Cabling & Shielded Jacks 
ad This one plug will accept round or flat cable with solid or stranded wires. Prices shown are per piece. Further dis- 
TT counts allowed in 100 lots. 
= T8P8CSR Shielded Modular Plug, 8x8 RJ45, Single 1.55 1.43 1.30 
3 OD y 5-90 
Combination Hand Tool - Cuts, Strips and Crimps RJ11, RJ12 and Handset Plugs 
TDB64 Modular Tool for RJ11, RJ12 & Handset Plugs 19.95 18.35 16.76 
Medium Service Hand Tools - Cut, Strip and Crimp Modular Plugs to Flat Cable Yan 
Durable Modular Crimp Tools with carbon steel dies and all steel construction to withstand freguent use. Three 
tool types satisfy the reguirements of crimping RJ11, RJ12, RJ45 and the MMJ Offset modular plugs (HT2096 
is not shown). The HT210A accepts RJ45 plugs either with or without key. i 
HT2096 Modular Crimp Tool for RJ11 & RJ12 Plugs (not shown) 24.95 22.95 20.96 
HT210A Modular Crimp Tool Kit for RJ45 Plugs 28.95 26.63 24.32 
HT209C Modular Crimp Tool for MMJ Offset Plugs 34.95 32:15 29.36 


Heavy Duty Two-in-One Tool - Strip and Crimp RJ11/12 and RJ45 Modular Cables 
Finally a guality tool at a reasonable price. Features a straight-line-parallel operation of the die set for 
precision crimping each and every time. Tool has two sets of dies to accept either a 2, 4, or 6 position 
RJ11/12, and more important the RJ45 (8x8), either keyed or non-keyed. Eguipped with a built-in wire 
stripper. All steel construction with plastic handle grips for overall comfort. 


HT1500 Two-In-One Modular Crimp Tool 49.95 45.95 41.96 


Deluxe Auto Impact Tool - Our Best Model, Features an Adjustable Spring Load 
Now installers can make effortless, uniform connections. This tool can be set for high or low impact depending 
on wire size. The spring mechanism will provide the right amount of impact. Blades are easily reversible, one 
end terminates only while the other terminates and cuts. This model features a hidden storage compartment 
which opens to fit an extra blade. Accepts blades for 66 and 110 use. This tool comes without blades, order 
separately below. 
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H351 Deluxe Impact Tool Body Only, Without Blade 42.50 39.10 35.70 
Reversible Blades Only - Fit All H350 Series Tool Bodies as Listed on This Page 

H351B66 Blade Only, Reversible for 66 Terminals 13.50 12.42 11.34 

H351B110 Blade Only, Reversible for 110 Terminals 13.50 12.42 11.34 


Notice: Mixing of blades is allowed for quantity pricing 


Cable Prep Tools - Fast, Easy Stripping of UTP or Data Cable Jacket Covers 

These are the simplest tools we’ ve ever seen for removing the jacket from round, unshielded or shielded twisted 
pair cable. The first tool is intended for removing the jacket on U.T.P. cable only. The second tool, the TCPT110, 
also incorporates a 110 blade for punching 110 blocks. Just insert the cable into the tool, twist/turn a couple of 
times, and pull off the jacket slug. Simple, and yet inexpensive enough to have a few on hand. 


TCPT UTP Round Cable Jacket Stripper 4.95 4.65 4.36 
TCPT110 UTP Round Cable Jacket Stripper w/110 Punch 6.95 6.39 5.84 


Order Toll Free: 800-350-5266 24 Hour Fax Service: 978-689-9484 
Call or Log On For Your FREE Master Catalog Web: http://www.L-com.com E-mail: sales@L-com.com 
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The Ultimate in Modular Telco Plugs, Made in The USA, 


L-com now offers a new generation of Stewart modular plugs which feature mirror smooth contact surfaces 
for extended mating life. Lowest contact resistance and high reliability. Pre-inserted selectively gold-plated 
contacts are ready for mass termination on most industry compatible crimping machines and hand tools. Fully 
complies with FCC & telephone industry standards for size and performance. Choice of plugs for flat modular 


or round UTP cable. All plugs listed below accept 24-28 AWG stranded or solid conductors. Sold only in packs 
of 100 plugs. 


Modular Plugs for Flat Cable - With Standard Rectangular Cable Entrance 













PREMIUM GRADE 


W Fcc) & 


O FCC compliant. Part 68; Doc. 47, Sub F. f 
O Listed by Underwriters Laboratories Inc. 
| File E132408(N)-DUXR2. 

| 10 Certified Canadian Standards Assn., 
| File 67725. 





TSP3044 Modular Plug, 4x4 Handset, 100 Pack A 29.95 27.55 25.16 
TSP3046 Modular Plug, 6x4 RJ11, 100 Pack B 29.95 27.55 25.16 
TSP3066 Modular Plug, 6x6 RJ12, 100 Pack C 34.95 32.15 29.36 
TSP3088 Modular Plug, 8x8 RJ45, 100 Pack E 49.95 45.95 41.96 
TSP3088K Modular Plug, 8x8 RJ45 (Keyed), 100 Pack F 49.95 45.95 41.96 

Modular Plugs for Round Twisted Pair Cable - With Radiused Cable Entrance 
TSP3046R Modular Plug, 6x4 RJ11, 100 Pack B 29.95 27.55 25.16 
TSP3066R Modular Plug, 6x6 RJ12, 100 Pack C 34.95 ae ts 29.36 
TSP3066R-MMJ Modular Plug, 6x6 MMJ, 100 Pack D 39.95 36.75 33.56 
TSP3088R Modular Plug, 8x8 RJ45, 100 Pack E 49.95 45.95 41.96 

SPECIFICATIONS: Contact resistance - 10 milliohms min. 

Material: Insulator - Polycarbonate rated UL 94V-0 Insulation resistance - 500 Mohm min @ 1000 VAC 

Contacts - Phosphor Bronze between adjacent contacts (75°F and 50% R.H.) 


Dielectric withstanding voltage - 1000 VAC min 


Plating: — 50 microinch gold to MIL-G-45204, Type II, Grade C rms (sea level). 


min. on contact area over 10Omicroinch min 


Nickel underplate to QQ-N-290, Class 2, Grade Mechanical: Terminates to 24, 26 & 28 AWG 
C, gold flash on balance. Accepts Stranded or Solid conductors. 
Electrical: Operational voltage - 30 VAC / 42 VDC. Mann, eee Ces min: 
Current Rating - 1.5 Amps max. Environmental: Operating temperature - -65°C to +125°C. 
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Tela-Crimp Tool Provides High Level of Versatility & Termination Reliability 


The ultimate design based on many years experience. This new model produces a perfect crimp every time and 
is offered at an affordable price. The following features should be noted: 
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©) Full cycle ratchet action assures consistent terminations. O All dies are interchangeable and guarantee perfect 
O A release lever is provided to prevent faulty crimps. alignment. 
© The compound action produces high crimping forces © The modular plug nests accept most configurations 
with minimal user effort. available within the industry today. 
© A replaceable cutter and stripper are conveniently © Spring activated handles have cushion grips to 
placed offering two strip lengths per industry standards. minimize user fatigue. 
©) Tools are conservatively rated for 50,000 crimps. © Dies need to be purchased separately. 
HTS7100 Crimp Tool Only, accepts any Die Set listed below 69.50 65.33 61.16 
HTS7100-06A 6 Position Die Set without Secondary Strain Relief, 
use with all RJ11 & RJ12 Plugs 29.50 27.73 25.96 
HTS7100-08A _ 8 Position Die Set without Secondary Strain Relief, 
use with all RJ45 Plugs 29.50 27.73 25.96 
HTS7100-10 10 Position Die Set with Secondary Strain Relief 33.50 31.49 29.48 


A Note About Modular Plugs: Modular plugs may seem quite simple but in reality they are quite complex. 
One particular problem has to do with crimping the secondary strain relief (see right). This is because all plug 
manufacturers put this strain relief in different spots on the plug. If you are not sure who manufactures the 
plug, use tools that do not crimp the secondary strain relief such as ours. If you consistently have problems 
crimping plugs, check if your tool is intended for crimping a particular brand of plug with the secondary strain 
relief. When in doubt, don’t crimp the secondary strain relief. 


HTS2100 Series Crimp Tool Accepts Dies for Modular or Coaxial Terminations 


The HTS2100 crimp tool accepts a variety of dies that allow it to crimp modular or coaxial terminations. This 
top of the line tool is more compact than competitors’ models allowing easier crimping ability for people with 
smaller hands. Molded grips and carbon steel frame is conservatively rated at 50,000+ crimps. This tool also 
accepts coaxial die sets listed on page B17 of our Master Catalog 1.0. 


HTS2100 Crimp Tool Only, accepts any Die Set listed below 62.50 58.75 55.00 

HTS2100-06 6 Position Die Set without Secondary Strain Relief 36.00 33.84 31.68 
use with all RJ11 & RJ12 Plugs 

HTS2100-08 8 Position Die Set without Secondary Strain Relief 36.00 33.84 31.68 
use with all RJ45 & RJ45K Plugs 

HTS2100-10 10 Position Die Set without Secondary Strain Relief 36.00 33.84 31.68 


use with all 10 Position Plugs 


Order Toll Free: 800-350-5266 24 Hour Fax Service: 978-689-9484 
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CATEGORY 5 PATCH CORDS 


SS S : 2 -MIF HHS E Zi 

ted Pair Patch Cords - Category 5, F t Network Environments 
L-com offers the highest grade Category 5 patch cord for use in today’s rapidly changing network environments. —— 
Category 5 calls for 100 MHz bandwidth @ 100 Mbps data rate which is currently more than adeguate for standard 
Ethernet and Token Ring environments. Assemblies manufactured with UL Listed 24 AWG stranded cable with 
PVC jacket. Plugs have 50 microinches of gold; assemblies tested 100% prior to shipping. 


Category 5 RJ11 to RJ11 Patch Cords - 2 Pair Stranded for 4 and 16Mb Token Ring 


ae Senseo 


TRDU45-2 USOC-4 Flex Patch Cable, Category 5 2.0 3.36 3.16 2.96 
TRDU45-3 USOC-4 Flex Patch Cable, Category 5 3.0 3.60 3.38 3.17 
TRDU45-5 USOC-4 Flex Patch Cable, Category 5 5.0 4.08 3.84 3.59 
TRDU45-7 USOC-4 Flex Patch Cable, Category 5 7.0 4.56 4.29 4.01 
TRDU45-10 USOC-4 Flex Patch Cable, Category 5 10.0 5.28 4.96 4.65 
TRDU45-15 USOC-4 Flex Patch Cable, Category 5 15.0 6.48 6.09 5.70 
TRDU45-25 USOC-4 Flex Patch Cable, Category 5 25.0 8.88 8.35 7.81 
TRDU45-50 USOC-4 Flex Patch Cable, Category 5 50.0 14.88 13.99 13.09 
TRDU45-100 ~~ USOC-4 Flex Patch Cable, Category 5 100.0 26.88 25.27 23.65 


Twisted Pair Pinning: 2 & 5, 3 & 4. 


Category 5 RJ45 to RJ45 Patch Cords - 2 Pr Stranded AWG24 for 10Base-T Ethernet 


. TRD450-2 10Base-T Flex Patch Cable, Category 5 2.0 4.48 4.21 3.94 
E TRD450-3 10Base-T Flex Patch Cable, Category 5 3.0 4.72 4.44 4.15 
: TRD450-5 10Base-T Flex Patch Cable, Category 5 5.0 5.20 4.89 4.58 
TRD450-7 10Base-T Flex Patch Cable, Category 5 7.0 5.68 5.34 5.00 

TRD450-10 10Base-T Flex Patch Cable, Category 5 10.0 6.40 6.02 5.63 

TRD450-15 10Base-T Flex Patch Cable, Category 5 15.0 7.60 7.14 6.69 

TRD450-25 10Base-T Flex Patch Cable, Category 5 25.0 10.00 9.40 8.80 

TRD450-50 10Base-T Flex Patch Cable, Category 5 50.0 16.00 15.04 14.08 

TRD450-100 10Base-T Flex Patch Cable, Category 5 100.0 28.00 26.32 24.64 


Twisted Pair Pinning: 1 & 2, 3 & 6. 


Category 5 RJ45 to RJ45 Crossover Cables - 2 Pair Stranded for Ethernet Hub Stacking 


TRD450CR-2  10Base-T Crossover Cable, Category 5 2.0 4.48 4.21 3.94 
TRD450CR-3 10Base-T Crossover Cable, Category 5 3.0 4.72 4.44 4.15 
TRD450CR-5  10Base-T Crossover Cable, Category 5 5.0 5.20 4.89 4.58 
TRD450CR-7  10Base-T Crossover Cable, Category 5 7.0 5.68 5.34 5.00 
TRD450CR-10 10Base-T Crossover Cable, Category 5 10.0 6.40 6.02 5.63 
TRD450CR-15 10Base-T Crossover Cable, Category 5 15.0 7.60 7.14 6.69 
TRD450CR-25  10Base-T Crossover Cable, Category 5 25.0 10.00 9.40 8.80 ~ 
TRD450CR-50 10Base-T Crossover Cable, Category 5 50.0 16.00 15.04 14.08 
TRD450CR-100 10Base-T Crossover Cable, Category 5 100.0 28.00 26.32 24.64 


1 & 2, 3 & 6 Crossover allows Ethernet Hub Stacking. 


Category 5 RJ45 to RJ45 Patch Cords - 4 Pr Stranded for 10-Base-T, EIA568A & B Wiring 


TRD855-2 EIA568 Flex Patch Cable, Category 5 2.0 5.56 5.23 4.89 
TRD855-3 EIA568 Flex Patch Cable, Category 5 3.0 5.84 5.49 5.14 
TRD855-5 EIA568 Flex Patch Cable, Category 5 5.0 6.40 6.02 5.63 
TRD855-7 EIA568 Flex Patch Cable, Category 5 7.0 6.96 6.54 6.12 
TRD855-10 EIA568 Flex Patch Cable, Category 5 10.0 7.80 7.33 6.86 
TRD855-15 EIA568 Flex Patch Cable, Category 5 15.0 9.20 8.65 8.10 
TRD855-25 EIA568 Flex Patch Cable, Category 5 25.0 12.00 11.28 10.56 
TRD855-50 EIA568 Flex Patch Cable, Category 5 50.0 19.00 17.86 16.72 
TRD855-100 EIA568 Flex Patch Cable, Category 5 100.0 33.00 31.02 29.04 


Twisted Pair Pinning: 1 & 2, 3 & 6, 4 & 5,7 & 8. 
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Category 5 110 Plug to 110 Plug Patch Cords - 4 Pair for EIA568A and B Wiring 


j These cables are used for patching between 110 blocks. Assembled with components exceeding TSB40-A 
Category 5 transmission reguirements. 


TRD81010-3 EIA568 110-110 Patch Cable, Category 5 3.0 12.85 12.08 11.31 
TRD81010-7 EIA568 110-110 Patch Cable, Category 5 7.0 13.50 12.69 11.88 
TRD81010-10  EIA568 110-110 Patch Cable, Category 5 10.0 14.00 13.16 12.32 


Twisted Pair Pinning: 1 & 2, 3 & 6, 4 & 5, 7 & 8. 


Category 5 110 Plug to RJ45 Patch Cables - 4 Pair, Choose EIA568A or B Wiring 

ese assemblies are used for patching between 110 blocks and hubs or MAUs with RJ45 ports. Please note 
that care must be taken when patching between a 110 block and eguipment with RJ45 ports. This is because 
“1 the patch cord is acting as the cross connect point and EIA568A or B wiring practice must be observed. Be 
sure to specify EIA568A or EIA568B wiring for correct performance. Quite useful for patching cable testers, too! 





TRD81045A-3 - EIA568A 110-RJ45 Patch Cable, Cat. 5 3.0 8.95 8.41 7.88 
TRD81045A-7 EIA568A 110-RJ45 Patch Cable, Cat. 5 7.0 9.95 9.35 8.76 
TRD81045A-10 EIA568A 110-RJ45 Patch Cable, Cat. 5 10.0 10.95 10.29 9.64 
TRD81045B-3 EIA568B 110-RJ45 Patch Cable, Cat. 5 3.0 8.95 8.41 7.88 
All Patch Cords on this page are TRD81045B-7  EIA568B 110-RJ45 Patch Cable, Cat. 5 7.0 9.95 9.35 8.76 sala 
made in the U.S.A. with 100% | TRD81045B-10 EIA568B 110-RJ45 Patch Cable, Cat. 5 10.0 10.95 10.29 9.64 


American components. 
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“ »Colored patch cords allow added versatility in wiring closets. Category 5 rated cable with 24AWG stranded 


CATEGORY 5 PATCH CORDS 





Unshielded Twisted Pair Patch Cords - Category 5, For Most Network Environments i ca 


wires and PVC jacket. Individually bagged. Colors to choose from are: Black, Green, Blue, Red and Yellow. 


Category 5 RJ45 to RJ45 Patch Cords - 4 Pair Stranded w ere Colored Jacket 
3.0 


TRD855BLK-3 
TRD855BLK-5 
TRD855BLK-7 
TRD855BLK-10 
TRD855BLK-14 
TRD855BLK-25 


Category 5 RJ45 to RJ45 Patch Cords - 4 Pair ee _ ate Colored Jacket 


TRD855GR-3 
TRD855GR-5 
TRD855GR-7 
TRD855GR-10 
TRD855GR-14 
TRD855GR-25 


EIA568 Flex Patch Cable, Cat 5 
EIA568 Flex Patch Cable, Cat 5 
EIA568 Flex Patch Cable. Cat 5 
EIA568 Flex Patch Cable, Cat 5 
EIA568 Flex Patch Cable, Cat 5 
EIA568 Flex Patch Cable, Cat 5 


Twisted Pair Pinning: 1 & 2, 3 & 6, 4 & 5,7 & 8. 


EIA568 Flex Patch Cable, Cat 5 
EIA568 Flex Patch Cable, Cat 5 
EIA568 Flex Patch Cable, Cat 5 
EIA568 Flex Patch Cable, Cat 5 
EIA568 Flex Patch Cable, Cat 5 
EIA568 Flex Patch Cable, Cat 5 


Black 5.05 4.73 
Black 5.0 3 39 5.54 5.18 
Black 7.0 6.40 6.02 5.63 
Black 10.0 7.18 6.75 6.32 
Black 14.0 8.21 7.72 7.22 
Black 25.0 11.04 10.38 9:72 


Green 
Green 
Green 
Green 
Green 
Green 


80 
7.0 
10.0 
14.0 
25.0 


2 89 
6.40 
7.18 
8.21 
11.04 


5.05 
5.54 
6.02 
6.75 
tite 
10.38 


4.73 


Twisted Pair Pinning: 1 & 2, 3 & 6, 4 & 5,7 & 8. 


nan 


Category 5 RJ45 to RJ45 Patch Cords - 4 Pair Sana with Blue Colored Jacket 


TRD855BL-3 EIA568 Flex Patch Cable, Cat 5 Blue 3.0 5.37 5.05 4.73 
TRD855BL-5 EIA568 Flex Patch Cable, Cat 5 Blue 5.0 5.89 5.54 5.18 
TRD855BL-7 EIA568 Flex Patch Cable, Cat 5 Blue 7.0 6.40 6.02 5.63 
TRD855BL-10 EIA568 Flex Patch Cable, Cat 5 Blue 10.0 7.18 6.75 6.32 
TRD855BL-14 EIA568 Flex Patch Cable, Cat 5 Blue 14.0 8.21 Lie 7.22 


TRD855BL-25 EIA568 Flex Patch Cable, Cat 5 Blue 25.0 


Twisted Pair Pinning: 1 & 2, 3 & 6, 4 & 5, 7 & 8. 


11.04 10.38 9.72 


Category 5 RJ45 to RJ45 Patch Cords - 4 Pair Stranded with Red Colored Jacket 


TRD855R-3 EIA568 Flex Patch Cable, Cat 5 Red 3.0 5.37 5.05 4.73 
TRD855R-5 EIA568 Flex Patch Cable, Cat 5 Red 5.0 5.89 5.54 5.18 
TRD855R-7 EIA568 Flex Patch Cable, Cat 5 Red 7.0 6.40 6.02 5.63 
TRD855R-10 EIA568 Flex Patch Cable, Cat 5 Red 10.0 7.18 6.75 6.32 
TRD855R-14 EIA568 Flex Patch Cable, Cat 5 Red 14.0 8.21 Lie 7.22 
TRD855R-25 EIA568 Flex Patch Cable, Cat 5 Red 25.0 11.04 10.38 9.72 


Twisted Pair Pinning: 1 & 2, 3 & 6, 4 & 5,7 & 8. 


Category 5 RJ45 to RJ45 Patch Cords - 4 Pair with Yellow Colored Jacket 


TRD855Y-3 EIA568 Flex Patch Cable, Cat5 Yellow 3.0 5.37 5.05 4.73 
TRD855Y-5 EIA568 Flex Patch Cable, Cat 5 Yellow 5.0 5.89 5.54 5.18 
TRD855Y-7 EIA568 Flex Patch Cable, Cat 5 Yellow 7.0 6.40 6.02 5.63 
TRD855Y-10 EIA568 Flex Patch Cable, Cat 5 Yellow 10.0 7.18 6.75 6.32 
TRD855Y-14 EIA568 Flex Patch Cable, Cat 5 Yellow 14.0 8.21 1.12 7.22 
TRD855Y-25 EIA568 Flex Patch Cable, Cat 5 Yellow 25.0 11.04 10.38 9.72 


Twisted Pair Pinning: 1 & 2, 3 & 6, 4& 5,7 & 8. SCREENER 


Screened Patch Cords with RJ45 (8x8) and RJ11 (6x4) Connectors 

Our screened (shielded) patch cords utilize two or four pair Category 5 cabling with 26AWG stranded 
conductors covered by a foil shield. Jacket is made of ultra flexible PVC. All assemblies are 100% tested and 
individually bagged. 


Category 5 Screened RJ11 to RJ11 Patch Cords - 2 Pair USOC Wiring 


OC DOIVLVD LNAWSA IddNS 866L 


TRDU45SCR-2 USOC-4 Shielded RJ11 Patch Cable, Cat. 5 2.0 5.50 5.17 4.84 
TRDU45SCR-3 USOC-4 Shielded RJ11 Patch Cable, Cat. 5 3.0 5.75 5.41 5.06 
TRDU45SCR-5 USOC-4 Shielded RJ11 Patch Cable, Cat. 5 5.0 6.25 5.88 5.50 
TRDU45SCR-7 USOC-4 Shielded RJ11 Patch Cable, Cat. 5 7.0 6.75 6.35 5.94 
TRDU45SCR-10 USOC-4 Shielded RJ11 Patch Cable, Cat:5 10.0 7.50 7.05 6.60 
TRDU45SCR-15 USOC-4 Shielded RJ11 Patch Cable, Cat.5 15.0 8.25 7.76 7.26 
TRDU45SCR-25 USOC-4 Shielded RJ11 Patch Cable, Cat.5 25.0 10.75 10.11 9.46 
TRDU45SCR-50 USOC-4 Shielded RJ11 Patch Cable, Cat.5 50.0 17.50 16.45 15.40 
TRDU45SCR-100 USOC-4 Shielded RJ11 Patch Cable, Cat. 5 100.0 30.00 28.20 26.40 


Twisted Pair Pinning: 2 & 5, 3 & 4. 


Category 5 Screened RJ45 to RJ45 Patch Cords - 4 Pair For EIA568A and B Wiring 


TRD855SCR-2 EIA568 Shielded RJ45 Patch Cable, Cat. 5 2.0 8.80 8.27 7.74 : 
TRD855SCR-3 EIA568 Shielded RJ45 Patch Cable, Cat. 5 3.0 9.20 8 65 8.10 TI 
TRD855SCR-5 EIA568 Shielded RJ45 Patch Cable, Cat. 5 5.0 10.00 9.40 8.80 PN 
TRD855SCR-7 EIA568 Shielded RJ45 Patch Cable, Cat. 5 7.0 10.80 10.15 9.50 AS 
TRD855SCR-10 EIA568 Shielded RJ45 Patch Cable, Cat. 5. 10.0 12.00 11.28 10.56 
TRD855SCR-15  EIA568 Shielded RJ45 Patch Cable, Cat. 5 15.0 14.00 13.16 12.32 

_~.  TRD855SCR-25  [EIA568 Shielded RJ45 Patch Cable, Cat.5 25.0 18.00 16.92 15.84 

\ TRD855SCR-50  EIA568 Shielded RJ45 Patch Cable, Cat.5 50.0 28.00 26.32 24.64 

TRD855SCR-100 EIA568 Shielded RJ45 Patch Cable, Cat.5 100.0 48.00 45.12 42.24 


Twisted Pair Pinning: 1 & 2, 3 & 6, 4 & 5,7 & 8. 
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MODULAR KITS 
















TCK2379 Vj MU WA t0K2382 _ = Tckesu 
TCK2347 if. ama 1 TCK66UC & 





New - TCK2379 Pair, Solid Conductor PVC Category 5 Kit 














1 DXB64A EIA568 (RJ45) Remote Cable Tester 84.95 
TCK2379 1 HT210A Modular Crimp Tool for RJ45 Plugs 28.95 TEA aulia 
1 TSP3088R Modular Plug, 8x8 RJ45, 100 pac 49.95 $ yi 
1 TCPT110 UTP Round Cable Jacket Stripper with 110 Punch 6.95 
1 TC2379 Category 5, PVC Bulk, Easy Pac 89.00 
New - TCK2347 4 Pair, Solid Conductor Plenum Category 5 Kit 
1 DXB64A EIA568 (RJ45) Remote Cable Tester 84.95 
1 HT210A Modular Crimp Tool for RJ45 Plugs 28.95 Less 10% Kit Discount: 
TCK2347 1 TSP3088R Modular Plug, 8x8 RJ45, 100 pac 49.95 
1 TCPT110 UTP Round Cable Jacket Stripper with 110 Punch 6.95 
1 TPC2347 Category 5, Plenum Bulk, Easy Pac 249.00 
New - TCK2382 4 Pair, Stranded Conductor PVC Category 5 Kit 
1 DXB64A EIA568 (RJ45) Remote Cable Tester 84.95 ae 
TCK2382 1 HT210A Modular Crimp Tool for RJ45 Plugs 28.95 Less 10% Kit Discount: 
1 TSP3088R Modular Plug, 8x8 RJ45, 100 pac 49.95 $323,82 
1 TCPT110 UTP Round Cable Jacket Stripper with 110 Punch 6.95 
1 TC2382 Category 5, PVC Bulk, Reel 189.00 
New - TCK66U & TCK66UC Premium Grade Modular / Coax Tool Kit 
1 DXB66 UTP, FTP & Coaxial Professional Test Set 149.95 
1 HTS2100 Crimp Tool, Accepts Die Sets Listed Below 62.50 sp 
1 HTS2100-06 6-Position Die Set without Secondary Strain Relief 36.00 Less 10% Kit Discount: 
TCK66U & TCK66UC 1 HTS2100-08 8-Position Die Set without Secondary Strain Relief 36.00 $262.26 $315.32 
1 TCPT110 UTP Round Cable Jacket Stripper with 110 Punch 6.95 KN KU 
"1 HTS2100-51 RG58 and RG59 Die Set, use for BNCs and TNCs 36.00 
"1 HT302B Coax Cable Stripper, 2-Blade for RG58/59/62 22.95 
“Included with TCK66UC only 


Why Buy Modular Kits from L-com? 


We know there is a lot of confusion in getting the exact modular components for the job. We guarantee that all kit components are compatible 
with each other. No worrying about compatibility between plug types, cable type and tool design. Also, the L-com tester line was developed by 
our engineers and are built right in our Massachusetts factory! Lastly, if you need technical support, help is just a phone call away. 


TK-102 
TCK-102 





4 TK-101 
PPP 2 KAA 
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New - TK-101 & TCK-101 6 Conductor Stranded Flat (POTS) Kits 


1 HT2096 Steel an Tool 24.95 Less 10% Kit Discount: 
1 TDB6-500 Flat Modular Cord (PVC), Bulk Reel 56.00 Aa rete 
*1 DX50 6-Position Modular Patch Cord Tester (RJ11/RJ12) 39.95 i i 





*Included with TCK-101 only 


New - TK-102 & TCK-1 92 B Conductor Stranded Flat (POTS) Kits 


10A Modular Crimp Tool for RJ45 Plugs 28.95 Less 10% Kit Discount: 
TK-102 & TCK-102 1 TD8P8C Std. Modular Plug RJ45 (8x8), 100 pac 39.95 $123 66516 11 
j z 1 TDB8-500 Flat Modular Cord (PVC), Bulk Reel 68.50 5 ae 
*1 DX45 8-Position Modular Patch Cord Tester (RJ45) 44.95 = sles 





*Included with TCK-102 only 


New - TK-103 & TCK-103 6 and 8 Conductor Stranded Flat (POTS) Kits 





1 HT1500 Two-in-One Modular Crimp Tool 49.95 
3 Nanah ao pee Plug tab ana 100 pac 24.95 Less 10% Kit Discount: 
a E 8 td. Modular Plug RJ45 (8x8), 100 pac 39.95 ; 
TK-103 & TCK-103 1 TDB6-500 Flat Modular Cord (PVC), Bulk Reel 56.00 KP EU 5390.83 
1 TDB8-1000 Flat Modular Cord (PVC), Bulk Reel 148.50 has ab 
"1 DXB63 USOC (RJ11 & RJ45) Remote Cable Tester 74.95 


“Included with TCK-103 only 
kcom Order Toll Free: 800-350-5266 24 Hour Fax Service: 978-689-9484 
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FIBER Optics - MULTIMODE 








How Do Fiber Optics Work? A Quick Lesson In Optical Transmission 
\Where copper cabling uses electricity to transmit signals from one end to another, fiber optics use light pulses 
to accomplish the same purpose. The fiber cable is made of a transparent glass core surrounded by a mirror like 
covering called cladding. Light passes through the cable, bouncing off the cladding until it reaches the other end 
of the fiber channel - this is called total internal reflection. 


The diameter of the core corresponds directly with the angle of reflection. As this diameter increases, the light 
requires more reflections (and in turn a greater amount of time) to travel a given distance. Single or monomode 
fiber optic cable has.a smaller diameter core which lends itself to long distance, higher bandwidth runs. 
Multimode fiber has a larger diameter core and is more commonly used in shorter cable runs. Multimode cabling 
is more economical and easier to work with; it is the choice for most local area networks. 


L-com offers a variety of multimode cabling for your LAN equipment. All cables listed are Duplex assemblies 
(Duplex assemblies are made of two fibers run together in separate jackets versus one fiber or Simplex). 
Simplex assemblies, Plenum assemblies, and other connector types are available on a custom basis. 


_ Fiber specifications list the core — ş- oe -o = 
ratio. In this example, 62.5/125 CORE 

means the fibercoreis625 = 

microns in diameter and the — a 

cladding plus the core diameter 


. Multimode 62.5/125 Micron __ -o 
_ Fiber is the standard cable type 
_ used in FDDI applications. (Fiber 

_ Distributed Data Interface). 














Dual ST-Dual ST Duplex Patch Cord, Multimode 62.5/125, PVC Jacket: Ceramic Ferrules 


FODSTC-01 Dual ST-Dual ST, 62.5/125, Ceramic 1m 45.00 41.40 37.50 
FODSTC-02 Dual ST-Dual ST, 62.5/125, Ceramic 2m 46.50 42.78 39.06 
FODSTC-03 Dual ST-Dual ST, 62.5/125, Ceramic 3m 48.00 44.16 40.32 
FODSTC-05 Dual ST-Dual ST, 62.5/125, Ceramic 5m 51.00 46.92 42.84 
FODSTC-10 Dual ST-Dual ST, 62.5/125, Ceramic 10m 58.50 53.82 49.14 
FODSTC-15 Dual ST-Dual ST, 62.5/125, Ceramic 15m 66.00 60.72 55.44 
FODSTC-20 Dual ST-Dual ST, 62.5/125, Ceramic 20m 73.50 67.62 61.74 
FODSTC-25 Dual ST-Dual ST, 62.5/125, Ceramic 25m 81.00 74.52 68.04 
CUSTOM LGTS Dual ST-Dual ST, 62.5/125, Ceramic XX 43.50+1.50 /m 

Dual SC-Dual SC Duplex Patch Cord, Multimode 62.5/125 Micron Fiber, PVC Jacket 
FODSC-01 Dual SC-Dual SC, 62.5/125 1m 55.00 50.60 46.20 
FODSC-02 Dual SC-Dual SC, 62.5/125 2m 56.50 51.98 47.46 
FODSC-03 Dual SC-Dual SC, 62.5/125 3m 58.00 53.36 48.72 
FODSC-05 Dual SC-Dual SC, 62.5/125 5m 61.00 56.12 51.24 
FODSC-10 Dual SC-Dual SC, 62.5/125 10m 68.50 63.02 57.54 
FODSC-15 Dual SC-Dual SC, 62.5/125 15m 76.00 69.92 63.84 
FODSC-20 Dual SC-Dual SC, 62.5/125 20m 83.50 76.82 70.14 
FODSC-25 Dual SC-Dual SC, 62.5/125 25m 91.00 83.72 76.44 
CUSTOM LGTS Dual SC-Dual SC, 62.5/125 XX 53.50+1.50 /m 

Dual ST-Dual SC Duplex Adaptor Cord, Multimode 62.5/125, PVC Jacket, Ceramic Ferrules 
FODST-SC-01 Dual ST-Dual SC, 62.5/125 1m 55.00 50.60 46.20 
FODST-SC-02 Dual ST-Dual SC, 62.5/125 2m 56.50 51.98 47.46 
FODST-SC-03 Dual ST-Dual SC, 62.5/125 3m 58.00 53.36 48.72 
FODST-SC-05 Dual ST-Dual SC, 62.5/125 5m 61.00 56.12 51.24 
FODST-SC-10 Dual ST-Dual SC, 62.5/125 10m 68.50 63.02 57.54 
FODST-SC-15 Dual ST-Dual SC, 62.5/125 15m 76.00 69.92 63.84 
FODST-SC-20 Dual ST-Dual SC, 62.5/125 20m 83.50 76.82 70.14 
FODST-SC-25 Dual ST-Dual SC, 62.5/125 25m 91.00 83.72 76.44 
CUSTOM LGTS Dual ST-Dual SC, 62.5/125 XX 53.50+1.50 /m 

FDDI-FDDI Duplex Patch Cord, Multimode 62.5/125 Micron Fiber, PVC Jacket 
FODF-01 FDDI (FSD)-FDDI (FSD), 62.5/125 1m 100.00 92.00 84.00 
FODF-02 FDDI (FSD)-FDDI (FSD), 62.5/125 2m 101.50 93.38 85.26 
FODF-03 FDDI (FSD)-FDDI (FSD), 62.5/125 3m 103.00 94.76 86.52 
FODF-05 FDDI (FSD)-FDDI (FSD), 62.5/125 5m 106.00 97.52 89.04 
CUSTOM LGTS ( 


FDDI (FSD)-FDDI (FSD), 62.5/125 XX 






98.50+1.50 /m 





Fiber Optic Adaptors, Single or Mul 


FOA-001 ST-ST Multi/Singlemode 4.95 4.55 4.16 
FOA-002 SC-SC Multi/Singlemode 7.95 7.31 6.68 
FOA-003 FC-FC Singlemode 9.95 9.15 8.36 
FOA-004 SMA906-SMA906 Multimode 12.95 11.91 10.88 
FOA-005 SC DUPLEX-SC DUPLEX Multimode 9.95 9.15 8.36 
FOA-006 SC DUPLEX-ST DUPLEX Multimode 23.00 21.16 19.32 
FOA-007 ESCON (RSD)-ST DUPLEX Multimode 23.00 21.16 19.32 
FOA-008 ESCON (RSD)-ESCON (RSD) Multimode 24.00 22.08 20.16 
FOL-SC SC-SC LOOPBACK CONN. Multimode 65.00 59.80 54.60 
FOL-RSD ESCON (RSD) LOOPBACK CONN. Multimode 75.00 69.00 63.00 


Note: All adaptors come in Jack-Jack configurations. 
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: . NOTE: All cable measurements 
a are in meters. 1m = 3.28 ft 1 
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Ethernet (IEEE802.3) - Your Choice for Reliable and Economical Networking 2 
In the early 1980s, Digital Eguipment Corporation, Intel, and Xerox co-developed the Ethernet Local Area 
Networking format. This technology was soon accepted by the IEEE Committee, creating the 802.3 standard. 
This standard dictates the use of CSMA/CD (Carrier Sense Multiple Access with Collision Detection) as its 
accessing scheme. Networks use a variety of NICs (Network Interface Cards), hubs, transceivers, repeaters & 
switches, as well as different types of transmission media for carrying signals. L-com addresses the needs of the 
Ethernet user by offering a broad range of products. 

g Accessing Scheme: CSMA/CD - Carrier sense multiple access with Collision Detection. 


(J Speed: 10 Mbps/100 Mbps. 
© Network Architecture: Coax Bus, UTP Star, Fiber Star 














AU! DB15 
(used on transceivers) 


DO OP 
10BASE-FL 10BASE-FL 


100BASE-FX 100BASE-FX 
Dual Fiber ST Dual Fiber SC 
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LANart 10BASE-T Unmanaged Hubs, Fiber, Co 


These simple hubs from LANart are great for networking small or large offices. Each hub uses shielded RJ45 
jacks with automatic polarity reversal logic to correct miswires. One extra RJ45 port is included for stacking 
these hubs. Front panel LED display provides status of: port partitioned, link failed, backbone activity, port 
activity and collision. Available with fiber, BNC, AUI or no backbone connections. Kit available for mounting 
on a standard 19” rack, internal power supply & 5 year manufacturer’s warranty. Made in U.S.A. 

ETHO82X LANart 8 Port Hub, 8 RJ45s 230.74 

ETH0820 LANart 8 Port Hub, 8 RJ45s, AUI 265.60 

ETH0821 LANart 8 Port Hub, 8 RJ45s, BNC 290.50 

ETH0822 LANart 8 Port Hub, 8 RJ45s, Dual Fiber STs 419.98 

ETH122X LANart 12 Port Hub, 12 RJ45s 340.30 

ETH1220 LANart 12 Port Hub, 12 RJ45s, AUI 366.86 

ETH1221 LANart 12 Port Hub, 12 RJ45s, BNC 400.06 

ETH1222 LANart 12 Port Hub, 12 RJ45s, Dual Fiber STs 496.34 


7 ETH162X LANart 16 Port Hub, 16 RJ45s 410.02 





CATALOG 2.0 


ETHO804-AA — LANart 8 Port Economy Hub, 8 RJ45s, AUI, BNC 119.52 





en ETH1621 LANart 16 Port Hub, 16 RJ45s, BNC 469.78 
aa ETH1622 LANart 16 Port Hub, 16 RJ45s, Dual Fiber STs 564.40 
= ETH242X  LANart 24 Port Hub, 24 RJ45s 582.66 
ETH2420 LANart 24 Port Hub, 24 RJ45s, AUI 607.56 
ae ETH2421 LANart 24 Port Hub, 24 RJ45s, BNC 642.42 
aa ETH2422 LANart 24 Port Hub, 24 RJ45s, Dual Fiber STs 737.04 
Q.. ETHX-RM Rackmount Kit for a LANart 1OBASE-T Hub 24.90 
Oo. LANart 10BASE-T Unmanaged Economy Hubs, 8 Ports, Simple Design 
2 8 port hubs from LANart especially for small workgroups that won’t require much expansion. Choose from 8 
VW) RJ45 ports alone or add AUI and BNC ports. Extra RJ45 port allows hub stacking. External power supply & 5 
year manufacturer’s warranty. Made in U.S.A. 
cO ETH0803-AA — LANart 8 Port Economy Hub, 8 RJ45s 84.66 
N 
N 
| we 


LANart 10BASE-T/AUI Transceiver - RJ45 and DB15 Male Connections 

Two simple 1OBASE-T/AUI transceivers from LANart for different budgets. Both models utilize DB15 male AUI 
connections and shielded RJ45 jacks as well as collision, transmit, receive, and status LEDs. The ETT1101 has the 
additional “Link-alert™” feature that allows the transceiver to report downlink and uplink cabling problems to a 
LANart hub. Both transceivers offer 5 year manufacturer’s warranty and are made in U.S.A. 


ETT1000 LANart Economy 10BASE-T/AUI Transceiver 31.54 29.65 27.76 
ETT1101 LANart 10BASE-T/AUI Transceiver with Link-Alert™ 49.80 46.81 43.82 


LANart 10BASE-2/AUI Transceiver - BNC and DB15 Male Connections 


The ECT1101 is a standard 1OBASE-2/AUI transceiver that works great for extending a 1|OBASE-2 bus. DB15 
male connector plugs into the AUI port of a network interface card, and then taps into the 1OBASE-2 bus with 
a BNC “T” adaptor. LED indicators monitor collision, transmit, receive and status. 5 year manufacturer’s 
warranty. Made in U.S.A. 


ECT1101 LANart 10BASE-2/AUI Transceiver 54.78 51.49 48.21 


LANart 10BASE-FL/AUI Fiber Optic Transceiver - Dual ST and DB15 Connections 


Convert the AUI port on your network interface card to a 10BASE-FL fiber optic port with this transceiver. Dual 
ST connectors mate with duplex 62.5/125 multimode fiber for spans up to 2km. LANart’s exclusive “Link-alert™” 
reports uplink and downlink cable failures to a LANart hub (most hubs only report problems with uplink cabling 
and not downlink). Indicators advise user of collision, transmit, receive, and status. 5 year warranty. Made in U.S.A. 


EFT1101-ST | LANart 10BASE-FL/AUI Transceiver with Link-Alert™ 154.38 145.12 135.85 
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__ Ethernet Transceivers - Allow Users to Change Transmission Media of the N.I.C. 


`A transceiver is a device for changing from one transmission media to another. They have a DB15M (AUI) 
port and either an RJ45 (LOBASE-T), BNC (1OBASE-2), or dual Fiber ST (10BASE-FL) port. This allows 
users to change the media on the back of a N.I.C. through the AUI port. 


Unicom 10BASE-T/AUI Transceiver - RJ45 and DB15 Male Connections 

Use this transceiver to connect your existing thick Ethernet interface card to a IOBASE-T UTP network. Converts 
signals from standard Ethernet transceiver cable to a suitable format for transmission over Unshielded Twisted Pair 
wires to a hub of your choice. Our mini 1|OBASE-T transceiver does not require any external power. Includes a set 
switch for enabling or disabling the SQE function for applications that require the SQE test. The POWER/TX, 
LINK/RCV and COLLISION/JABBER LED lights simplify troubleshooting and network maintenance. 


UTP20028T Miniature 10BASE-T/AUI Transceiver 35.00 32.20 29.40 
Unicom Slimline 10BASE-T/AUI Transceiver - RJ45 and DB15 Male Connections 


This transceiver offers all the features of the above transceiver plus a super slim AUI connection. This feature 
gives the user access to narrow slot spaces such as those found on SUN SPARC, IBM RISC/6000, and Apple 
Macintosh equipment. Includes full set of diagnostic LEDs to simplify troubleshooting. 


UTP20028TS Slimline 1OBASE-T/AUI Transceiver 45.00 41.40 37.80 
Unicom 10BASE-T/AUI Transceiver Pigtail - RJ45 and DB15 Male Connections 


1OBASE-T installations are now made simpler and easier with Trans-One. This new design combines the transceiver, 
AUI cable and 15 foot patch cable all in one. It provides a single unit connection from the user’s Ethernet Adapter Card 
to a I|OBASE-T Hub. Suitable for all user applications and saves dollars over separate transceiver and attachment 
cables. Trans-One is equipped with LEDs for troubleshooting and network maintenance. 


UTP20028T-2 Double Pigtail 1OBASE-T/AUI Transceiver 49.00 45.08 41.16 


Unicom 10BASE-2/10BASE-T Media Converter - RJ45 and BNC Connections 
This 1OBASE-2/T converter is designed to connect your existing Thin Ethernet interface card or Thin Ethernet 
Network to a 10BASE-T UTP network. The unit simply converts signals from Thin Ethernet to a suitable form 


for transmission over Unshielded Twisted Pair (UTP). It has a three position terminator switch (open, 25 ohm, 
50 ohm) for varying applications. The POWER, LINK, TPPLR, TPRCV, TPCOL, CXCOL, CXRCV LED 
lights simplify troubleshooting and network maintenance. Supplied with 9V DC power adaptor. 


UTP20038T Miniature 1OBASE-2/T Converter 145.00 133.40 121.80 
Unicom 10BASE-2/AUI Transceiver - BNC and DB15 Male Connections 


This miniature 1|OBASE-2/AUI Transceiver is designed to connect your existing Thick Ethernet interface card 
to a Thin Ethernet network. No external power is required and includes a set switch for enabling or disabling 
the SQE function. Also has a 3 position terminator switch (open, 25 ohm and 50 ohm). 


UTP20048T Miniature 10BASE-2/AUI Transceiver 39.00 35.88 32.76 


Unicom Slimline 10BASE-2/AUI Transceiver - BNC and DB15 Male Connections 
This transceiver offers all the features of above transceiver plus a super slim AUI connection. This feature gives the 
user access to narrow slot spaces such as those on SUN SPARC, IBM RISC/6000, and Apple Macintosh equipment. 


UTP20048TS Slimline 10BASE-2/AUI Transceiver 45.00 41.40 37.80 


Unicom Repeater - Use to Double the 10BASE-T UTP Operating Distance 

This 1|OBASE-T Repeater is the perfect solution to your long distance cabling headaches. No more cable distance 
restraints. This Repeater works in conjunction with a 1OBASE-T hub to double the 100 meter distance of the 
cable run to workstations. Features POWER, LINK, RCV, and COL LEDs. No switches to set and is fully 
compatible with IEEE 802.3 10OBASE-T standards. Supplied with external 9V power AC adaptor. 


UTP20058T 10BASE-T Repeater, 2 RJ45 Ports 145.00 133.40 121.80 


Unicom 10BASE-FL/AUI Fiber Optic Transceiver - Dual ST And DB15 Connections 


This transceiver conforms with the new IEEE 802.3 Ethernet fiber optic standard (10BASE-FL). DB15M and 
dual fiber optic ST connectors allow connection to any NIC or hub that has an AUI port. Use a pair of these units 
with a custom made Dual ST fiber optic assembly to complete extended runs up to 2km. Slimline design allows 
a proper fit into the most narrow slots. Comes complete with six LEDs to simplify troubleshooting time. 


UTP20098 Slimline 10BASE-FL/AUI Transceiver 199.00 183.08 167.16 


Unicom 10BASE-FL/10BASE-T (Fiber/UTP) Converter - Dual ST and RJ45 Connections 
This media converter conforms with the IEEE 802.3 Ethernet fiber optic standard (1OBASE-FL). Dual Fiber ST 
connectors allow connection to 62.5/125 duplex multimode cabling and electro optic circuitry transforms the signal 
to a IOBASE-T RJ45 port. Multimode fiber runs can extend up to 2km as stated in the IOBASE-FL specification. 
Two position switch allows 1OBASE-T connection to a hub or a workstation and seven LEDs indicate network status 
at all times. Externally powered with 9V DC transformer included. 5 year manufacturer’s warranty. 


UTP20108 Miniature 10BASE-FL/10BASE-T Converter 299.00 275.08 251.16 
New - Unicom 10BASE-FL/10BASE-2 Converter - Dual ST and BNC Connections 


Unicom’s XTEND-2/FL converts and repeats the signal from 10BASE-2 Ethernet to 10BASE-FL for a fiber optic 
connection up to 2,000 meters. It provides backward compatibility for communication between FOIRL and 1OBASE-FL 


“links up to 1,000 meters. The converter features a 2-position terminator switch (open or 50ohm) for Thin Ethernet 


ermination. The LMON, COL, XMT, POWER, RCV, JAB and BNC/RCY lights simplify troubleshooting and 
network maintenance. 


UTP20118 Miniature 1OBASE-FL/10BASE-2 Converter 299.00 275.08 251.16 
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1,6 & 12 Port Fiber-Copper Ethernet Media Converters for 10Base-FL & 100Base-FX 


Media Converters allow 10 or 100 Base Ethernet signals to be run over fiber optic cabling instead of the 
traditional copper UTP (Unshielded Twisted Pair). Fiber transmission has many advantages including greatly ~ 
extended distances and protection from external noise. The LANart media converters offered below are th 
absolute best that we’ve seen. Each offers the patented Autocross™ functionality allowing the device to recognize 
and correct crossed cabling at the UTP ports. Multi-port units have internal power supply; single port units have 
external power supply. All converters carry a 5 year manufacturer’s warranty. 
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LANart Single Port Fiber-Copper Ethernet Media Converters 
CONVERTER 


MODEL TYPE TYPE DISTANCE CONNECTIONS 


EXCOO16-AA 
Frxciove-an | 10otase-Tenoosaserx | Multimode | 410m HO, 2km FD | Shiged ALAS (x8), Dupix ST | 426.62 


LANart Six Port Fiber-Copper Ethernet Media Converters - Rack Mountable 
CONVERTER 


ae MAXIMUM 
MODEL TYPE TYPE CONNECTIONS 


DISTANCE 
(SEE NOTE) 
EXC0615 10Base-T/10Base-FL | Multimode | 2000m | 6 Shisided RJ45 (8x8), 6 Duplex ST | 1030.86 
EXCO616 10Base-T/10Base-FL Singlemode 10,000m 6 Shielded RJ45 (8x8), 6 Duplex ST | 3016.22 
FXC1115 100Base-TX/100Base-FX | Multimode | 410m HD, 2km FD — | 6 Shielded RJ45 (8x8), 6 Duplex ST | 2325.66 | 


FXC1116 100Base-TX/100Base-FX Singlemode 410m HD, 15km FD 6 Shielded RJ45 (8x8), 6 Duplex SC | 5605.82 


LANart Twelve Port Fiber-Copper Ethernet Media Converters - Rack Mountable 
CONVERTER FIBER 


EXC1216 10Base-T/10Base-FL Singlemode 10,000m 12 Shielded RJ45 (8x8), 12 Duplex ST 


FXC1215 100Base-TX/100Base-FX Multimode 410m HD, 2km FD | 12 Shielded RJ45 (8x8), 12 Duplex ST | 4569.98 
FXC1216 100Base-TX/100Base-FX Singlemode | 410m HD, 15km FD | 12 Shielded RJ45 (8x8), 12 Duplex SC | 11043.98 
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LANart Fiber Optic Network Interface Cards (NICs) - 10Base-FL & 100Base-FX 


Fiber Optic Network Interface Cards are a cost effective and convenient way for extending the 100m maximum 
distance for Ethernet runs. Various 10 and 100 Base models are available including a 10/100 base card which 
allows redundancy through two fiber optic connections. The 10/100 Base model is also an excellent option for net- 
works that only need 10OMb connections now but may need to be upgraded to 100Mb in the future. All NICs are 


covered by 5 year manufacturer’s warranty. 
DISTANCE CONNECTIONS pace 


ETHERNET BUS 
TYPE TYPE (over Multimode) 


EFAO101-ST 10Base-FL ISAEISA |” 2,000m | Dual ST 257.30 
EFAO201-AA 10Base-FL Pods |. 9000m, ..& Dual BT 197.54 













MAXIMUM 









EFA0202-AA 100Base-FX PCI 2.1 410m HD, 2km FD Dual SC 300.46 “~~ 
EFA0203-AA 10Base-FL/1 00Base-FX PCI 2.1 410m HD, 2km FD Dual ST (FL), Dual ST (FX) 386.78 


10Base-FL/100Base-FX PCI 2.1 410m HD, 2km FD Dual ST (FL), Dual SC (FX) 386.78 
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SERIAL DEVICES 





— Serial Communication and the EIA232C Standard - What Does It Mean? 
Serial communication is the transmission of signals over a single line or channel. It can 
be visualized as a line of data bits transmitted in sequence, one after another. Serial 
transmission is usually used to transmit data between a computer and computer peripheral. 
Almost all P.C.s today have at least one serial port to connect it to other devices such as 
modems, plotters, etc. 


The. most common serial interface standard is RS232C or EIA232C established by the | 
Electronic Industries Association (EIA). This standard specifies transmission at a signal rate | 

of 20 Kbps or less with a maximum distance of 15 meters. EIA232C ports on PCs use either 
DB9 or DB25 male connectors with female hardware. 


The biggest shortcoming of the EIA232C standard was its limited transmission distance and 
speed. EIA next introduced the EIA449/422/423 standard to increase these parameters. 
EIA449 defines the mechanical characteristics, whereas EIA422 and 423 specify the electrical 
interface. EIA449 utilizes cable terminated with 37 pin D-subminiature connectors. 
Transmission rates are up to 10 Mbps at distances to 4,000 feet. 
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DB25-DB9 Serial Port Adaptors & Cables - Change From 9 to 25 and Vice Versa 
Does your P.C. have a DB9 serial port while your modem has a DB25? These handy adaptors and cables can 
solve your interface problem. All are 100% shielded for applications where noise is abundant. Cables and 
high profile adaptors have removable hex nuts to mate with P.C. ports having reverse hardware or 


peripherals that have standard hardware. Low profile adaptor comes with permanently mounted hex 
standoffs on DB9 side. Color: Beige. 


CMZ6-IBM AT Modem Cable, 6 ft. DB25(M) to DB9(F) 7.95 7.31 6.68 
CMZ10-IBM AT Modem Cable, 10 ft. DB25(M) to DB9(F) 9.65 8.88 8.11 


DG259FM-IBM- AT Adaptor, High Profile DB25(F) to DB9(M) 10.95 10.07 9.20 
DG259MF-IBM - AT Adaptor, High Profile DB25(M) to DB9(F) 10.95 10.07 9.20 
DGL259MF-IBM AT Adaptor, Low Profile DB25(M) to DB9(F) 10.95 10.07 9.20 
DGL259FF-IBM AT Adaptor, Low Profile DB25(F) to DB9 (F) “10.95 10.07 9.20 
Slimline DB9 to DB25 Adaptors - Ideal Choice For Use With AT Modem or Mouse 
DMAO10MF Serial Port Adaptor DB9(M)/DB25(F) 5.95 5.36 4.76 
DMAO10FM Serial Port Adaptor DB9(F)/DB25(M) 5.95 5.36 4.76 


DB25F and DB9F Slimline Gender Changers - Reverse Gender of Your Serial Port 
This is probably the most handy device that you can keep in your toolbox or desk drawer. Use these gender 
changers to mate two cables that terminate to male connectors. Better yet remove one set of hex nuts and the 
adaptor can be screwed into your male DB25/DB9 serial port for a permanent gender changer! Keep some on 
hand for quick repairs. See page E17 of our 1998 Master Catalog for additional details. 
DGB25F DB25 Gender Changer Female / Female 6.95 6.26 5.56 
DGB9F DB9 Gender Changer Female / Female 4.95 4.46 3.96 Ses 


EIA449 to EIA232 Adaptor - Resolves Interface Problems Between DB37 and DB25 
Provides a low cost, efficient way to adapt EIA449 datacom equipment (DCE) to EIA232 data terminal equipment J 
(DTE). The EIA449 port is a DB37 male connection and the EIA232 port is a DB25 female. The adaptor is optimize¢4 
for EIA423 unbalanced electrical signals. Features low profile and has all molded, shielded construction. 


DMB134 EIA449/232 Adaptor DB37(M) - DB25(F) 15.95 14.67 13.40 
DB37 Gender Changers - Molded and Shielded, Solves Mismatching Problems 


Similar in construction to the DMB134 described above. Low profile, a handy gender changer to have in your 
service kit. The only answer to your mismatched DB37 field cable problems. 


DMB135M DB37 Gender Changer Male - Male 14.95 13.75 12.56 
DMB135F DB37 Gender Changer Female - Female 14.95 13.75 12.56 


Serial Loopback Tester - Creates Handshaking for DB25 or DB9 Serial Ports | 
This handy loopback tester comes complete with DB9 and DB25 female connectors to interface with any P.C <S 
serial port. Useful for diagnosing problems with serial interfaces. 


MA259-IBM Serial Loopback Tester Female / Female 9.95 915 8.36 
EIA232 Breakout Box - 2-Color LEDs Monitor 10 Signals of the EIA232 Interface 


This extremely portable test set provides access to all 25 conductors of the EIA232 interface between the data 
terminals and modem. Ten red/green LEDs monitor both High (red/positive) or Low (green/negative) signals 
(lines 2 thru 6, 8 15, 17, 20 and 24) and two additional LEDs as spares. Gives you complete breakout and 
reconfiguration capability using 24 in-line switches. Pin jacks on each side of the switch accept small jumper 
cables (20 provided) to allow cross-patching and monitoring of signals. Frame ground or Pin 1 are not 

-—switched. No extra power required. Size: 3.25" x 3.5" x 1". One female DB25 mounted on panel and one male 
m a short ribbon cable. Full instructions provided on box. 


DB550 EIA232 Breakout/Monitor Male / Female 34.95 32.15 29.36 
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PARALLEL/PRINTER CABLES 














Parallel Transmission vs Serial - Different Methods for Different Uses AA 
Whereas serial transmission could be thought of as a single stream of cars (data bits), travelin 
down a country backroad (single transmission path), parallel transmission can be thought of as a 
row of cars (usually 8 data bits or a byte) traveling down a multi-lane highway. Obviously, the lat- 
ter is a much quicker way of getting eight times the information from one point to another. Even 
though speed is increased, parallel transmission has some very big drawbacks. 


Driving eight cars down the highway while maintaining a perfect row is no easy feat. Cars or bits 
tend to get desynchronized over distance. For this reason, most parallel connections are limited to 
about 10 feet. Today’s PCs utilize DB25 female connectors for the parallel port, the main use of 
which is to interconnect with a printer. L-com offers a variety of parallel cabling for this purpose. 
Any of the fully populated DB25-DB25 cables will work when interconnecting to peripherals with 
DB25 ports. For printers yielding Centronics connectors choose the CMX Series of cables. For 
newer style laser printers choose the IEEE-1284 cables listed below. 


New - IEEE-1284 Compliant Enhanced Parallel Cables for High Speed Printing 
IEEE-1284 is the newest standard in high speed printing. The interface allows bi-directional communication 
resulting in speeds up to 10 times faster than conventional equipment. L-com’s IEEE-1284 cables are available 
in standard lengths and connector configurations but custom assemblies can be built for volume users. All cables 
are double shielded with 28 AWG stranded twisted pair inner conductors. Cable jacket and molded shells are 
PVC plastic, light gray. 
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e CSM84AA-1M IEEE-1284 (A-A) DB25M-DB25M 1.0m . 18.20 16.74 15.29 
N CSM84AA-2M IEEE-1284 (A-A) DB25M-DB25M 2.0m 22.40 20.61 18.82 
CSM84AA-3M IEEE-1284 (A-A) DB25M-DB25M 3.0m 26.60 24.47 22.34 
O CSM84AA-5M IEEE-1284 (A-A) DB25M-DB25M 5.0m 35.00 32.20 29.40 
CSM84AA-10M _ IEEE-1284 (A-A) DB25M-DB25M 10.0m 56.00 51.52 47.04 
O SSE CSM84AB-1M — IEEE-1284 (A-B) DB25M-CEN36M 1.0m 18.20 16.74 15.29 
ca CSM84AB-2M IEEE-1284 (A-B) DB25M-CEN36M 2.0m 22.40 20.61 18.82 
TT CSM84AB-3M IEEE-1284 (A-B) DB25M-CEN36M 3.0m 26.60 24.47 22.34 
CSM84AB-5M IEEE-1284 (A-B) DB25M-CEN36M 5.0m 35.00 32.20 29.40 
asad CSM84AB-10M- 1EEE-1284 (A-B) DB25M-CEN36M 10.0m 56.00 51.52 47.04 
< CSM84AC-1M IEEE-1284 (A-C) DB25M-Half Pitch 36M 1.0m 25.20 23.18 an 
LJ) CSM84AC-2M IEEE-1284 (A-C) DB25M-Half Pitch 36M 2.0m 29.40 27.05 24.70 
CSM84AC-3M IEEE-1284 (A-C) DB25M-Half Pitch 36M 3.0m 33.60 30.91 28.22 
od CSM84AC-5M IEEE-1284 (A-C) DB25M-Half Pitch 36M 5.0m 42.00 38.64 35.28 
A CSM84AC-10M 1EEE-1284 (A-C) DB25M-Half Pitth 36M 10.0m 63.00 57.96 vege © 
CSM84BC-1M IEEE-1284 (B-C) Half Pitch 36M-CEN36M 1.0m 21.20 19.50 17.81 
Fate: CSM84BC-2M  IEEE-1284 (B-C) Half Pitch 36M-CEN36M 2.0m _ 25.40 23.37 21.34 
= CSM84BC-3M IEEE-1284 (B-C) Half Pitch 36M-CEN36M 3.0m 29.60 27.23 24.86 
CSM84BC-5M IEEE-1284 (B-C) Half Pitch 36M-CEN36M 5.0m 38.00 34.96 31.92 
ae CSM84BC-10M 1EEE-1284 (B-C) Half Pitch 36M-CEN36M 10.0m 59.00 54.28 49.56 
ee CSM84CC-1M _— IEEE-1284 (C-C) Half Pitch 36M-M 1.0m 32.20 29.62 27.05 
aW CSM84CC-2M IEEE-1284 (C-C) Half Pitch 36M-M 2.0m 36.40 33.49 30.58 
A. CSM84CC-3M IEEE-1284 (C-C) Half Pitch 36M-M 3.0m 40.60 37.35 34.10 
CSM84CC-5M IEEE-1284 (C-C) Half Pitch 36M-M 5.0m 49.00 45.08 41.16 
ane CSM84CC-10M _IEEE-1284 (C-C) Half Pitch 36M-M  10.0m 58.80 
co Shielded Printer Cables - Popular Printer Cables for Use w/PC Compatibles 
e) All molded construction and fully shielded. Offered in three popular lengths. The 25 pin male D-Sub connects 
en to the computer’s parallel port and the 36 pin male Centronics connector mates with the printer’s parallel input. 
gom CMX6-IBM PC Printer Cable Male / Male 10.85 9.98 9.11 
CMX10-IBM PC Printer Cable Male / Male 11.95 10.99 10.04 
CMX12-IBM PC Printer Cable Male / Male 12.75 TETS 10.71 
Printer Cable - Molded Right Angle Centronics Connector, IBM Compatible 
CMX10RA-IBM PC Printer Cable Male / Male 15.95 14.67 13.40 
Shielded Centronics 36P Cables - Partially Populated, 25 Conductors, 26 AWG Molded 
CE3625MM-6 Centronics Cable Male / Male 25 12.50 11.50 10.50 
CE3625MM-12 Centronics Cable Male / Male 25 14.60 13.43 12.26 
CE3625MM-24 Centronics Cable Male / Male 25 18.80 17.30 15.79 


Shielded Centronics 36P Cables - Fully Populated, 36 Conductors, 26 AWG Molded 


CE3636MM-5 Centronics Cable Male / Male 36 16.00 14.72 13.44 
CE3636MM-7.5 Centronics Cable Male / Male 36 18.50 17.02 15.54 
CE3636MM-10 Centronics Cable Male / Male 36 21.00 19.32 17.64 
CE3636MM-15 Centronics Cable Male / Male 36 26.00 23.92 21.84 
CE3636MM-25 Centronics Cable Male / Male 36 36.00 33.12 30.24 
CE3636MF-5 Centronics Cable Male / Female 36 16.00 14.72 13.44 
CE3636MF-7.5 Centronics Cable Male / Female 36 18.50 17.02 15.54 
CE3636MF-10 Centronics Cable Male / Female 36 21.00 19.32 17.64 
CE3636MF-15 Centronics Cable Male / Female 36 26.00 23.92 21.84 
CE3636MF-25 Centronics Cable Male / Female 36 36.00 33.12 30.24 
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Parallel Loopback Tester - Emulates a Parallel Device for Your Testing Needs 
Parallel Loopback Tester 
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Ultra Modern Shielded Data Cables - Fasten with Thumb Screws or Screwdriver 

“ ™nternal construction is virtually the same as our popular CSM series (1998 Master Catalog 1.0, page E22) with 
mcapsulating of wires under the hood and a continuous shield throughout. All cables are fully populated and 
wired straight-thru end to end. Color of cables mate with today’s popular computer colors. This series features 
exclusive all metal knurled thumb screws. 26 AWG conductors. Custom wiring orders solicited in moderate to 
large quantities. 


9 Pin D-Subs - For Serial Connections and Other Applications. Fully Populated 


37 Pin D-Subs - For 


EIA449 and Other Applications. Shielded and Fully Populated 


CSMN37MM-2.5 Shielded DB37 Male / Male 37 39.00 35.88 32.76 
CSMN37MM-5 Shielded DB37 Male / Male 37 41.00 37.72 34.44 
CSMN37MM-10 Shielded DB37 Male / Male 37 45.00 41.40 37.80 
CSMN37MM-15 Shielded DB37 Male / Male 37 49.00 45.08 41.16 
CSMN37MM-25 Shielded DB37 Male / Male 37 57.00 52.44 47.88 
. CSMN37MM-50 Shielded DB37 Male / Male 37 77.00 70.84 64.68 
CSMN37MF-2.5 Shielded DB37 Male / Female 37 39.00 35.88 32.76 
CSMN37MF-5 Shielded DB37 Male / Female 37 41.00 37.72 34.44 
CSMN37MF-10 Shielded DB37 Male / Female 37 45.00 41.40 37.80 
CSMN37MF-15 Shielded DB37 Male / Female 37 49.00 45.08 41.16 
CSMN37MF-25 Shielded DB37 Male / Female 37 57.00 52.44 47.88 
CSMN37MF-50 Shielded DB37 Male / Female 37 77.00 70.84 64.68 


CSMN9MM-2.5 Shielded DB9 Male / Male 9 13.15 12.10 11.05 
CSMN9MM-5 Shielded DB9 Male / Male 9 19.15 12.65 11:55 
CSMN9MM-10 Shielded DB9 Male / Male 9 15.00 13.80 12.60 
CSMN9MM-15 Shielded DB9 Male / Male 9 16.25 14.95 13.65 
CSMN9MM-25 Shielded DB9 Male / Male 9 18.75 17.25 15.75 
CSMN9MM-125 Shielded DB9 Male / Male 9 43.75 40.25 36.75 
CSMN9MF-2.5 Shielded DB9 Male / Female 9 13.15 12.10 11.05 
CSMN9MF-5 Shielded DB9 Male / Female 9 13.75 12.65 11.55 
CSMN9MF-10 Shielded DB9 Male / Female 9 15.00 13.80 12.60 
CSMN9MF-15 Shielded DB9 Male / Female 9 16.25 14.95 13.65 
CSMN9MF-25 Shielded DB9 Male / Female 9 18.75 17.25 15.25 
High Density HD15 D-Sub Cables - Fully Populated and Completely Shielded 
CHD15MM-2.5 Shielded HD15 Male / Male 15 17.50 16.10 14.70 “wd 
CHD15MM-5 Shielded HD15 Male / Male 15 18.50 17.02 15.54 Co) 
CHD15MM-7.5 Shielded HD15 Male / Male 15 19.50 17.94 16.38 
CHD15MM-10 Shielded HD15 Male / Male 15 20.50 18.86 17.22 O 
CHD15MM-15 Shielded HD15 Male / Male 15 22.50 20.70 18.90 60 
CHD15MM-25 Shielded HD15 Male / Male 15 26.50 24.38 22.26 
CHD15MF-2.5 Shielded HD15 Male / Female 15 17.50 16.10 14.70 Ah 
CHD15MF-5 Shielded HD15 Male / Female 15 18.50 17.02 15.54 C. 
CHD15MF-7.5 Shielded HD15 Male / Female 15 19.50 17.94 16.38 EE 
CHD15MF-10 Shielded HD15 Male / Female 15 20.50 18.86 17.22 
CHD15MF-15 Shielded HD15 Male / Female 15 22.50 20.70 18.90 no 
CHD15MF-25 Shielded HD15 Male / Female 15 26.50 24.38 22.26 ian 
NOTE: Most monitor manufacturers recommend using premium grade VGA cables that utilize 75 ohm coaxial lines. See page 14. an 
15 Pin D-Subs - For Various Applications. Shielded and Fully Populated a 
CSMN15MM-2.5 Shielded DB15 Male / Male 15 17.50 16.10 14.70 a 
CSMN15MM-5 Shielded DB15 Male / Male 15 18.50 17.02 15.54 
CSMN15MM-10 Shielded DB15 Male / Male 15 20.50 18.86 17.22 A 
CSMN15MM-15 Shielded DB15 Male / Male 15 22.50 20.70 18.90 mr 
CSMN15MM-25 Shielded DB15 Male / Male 15 26.50 24.38 22.26 
CSMN15MM-50 Shielded DB15 Male / Male 15 36.50 33.58 30.66 A 
CSMN15MF-2.5 Shielded DB15 Male / Female 15 17.50 16.10 14.70 IT 
CSMN15MF-5 Shielded DB15 Male / Female 15 18.50 17.02 15.54 
CSMN15MF-10 Shielded DB15 Male / Female 15 20.50 18.86 17.22 an 
CSMN15MF-15 Shielded DB15 Male / Female 15 22.50 20.70 18.90 p> 
CSMN15MF-25 Shielded DB15 Male / Female 15 26.50 24.38 22.26 | a 
CSMN15MF-50 Shielded DB15 Male / Female 15 36.50 33.58 30.66 e 
25 Pin D-Subs - For Serial and Parallel Applications. Shielded and Fully Populated CO) 
CSMN25MN-2.5 Shielded DB25 Male / Male 25 21.00 19.32 17.64 
CSMN25MM-5 Shielded DB25 Male / Male 25 22.50 20.70 18.90 NJ 
CSMN25MM-10 Shielded DB25 Male / Male 25 25.50 23.46 21.42 a 
CSMN25MM-15 Shielded DB25 Male / Male 25 28.50 26.22 23.94 O 
CSMN25MM-25 Shielded DB25 Male / Male 25 34.50 31.74 28.98 
CSMN25MM-50 Shielded DB25 Male / Male 25 49.50 45.54 41.58 
CSMN25MM-125 Shielded DB25 Male / Male 25 94.50 86.94 79.38 
CSMN25MF-2.5 Shielded DB25 Male / Female 25 21.00 19.32 17.64 
CSMN25MF-5 Shielded DB25 Male / Female 25 22.50 20.70 18.90 
CSMN25MF-10 Shielded DB25 Male / Female 25 25.50 23.46 21.42 
CSMN25MF-15 Shielded DB25 Male / Female 25 28.50 26.22 23.94 
CSMN25MF-25 Shielded DB25 Male / Female 25 34.50 31.74 28.98 
CSMN25MF-50 Shielded DB25 Male / Female 25 49.50 45.54 41.58 
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MOLDED DATA CABLES 












High Density D-Sub Molded Data Cables - For a Variety of Use 
High density D-sub connectors are used in a number of PC and network applications. This type of connector~ ~ 
can usually be recognized because they have three rows of smaller pins versus the larger pins used in conventiona 
D-subs. HD15 connectors are commonly used in video connections that require coaxial inner conductors (see 
page 14). 


High Density HD15 D-Sub Cables - Fully Populated and Completely Shielded 
5 


CHD15MM-2.5 Shielded HD15 Male / Male 1 17.50 16.10 14.70 
CHD15MM-5 Shielded HD15 Male / Male 15 18.50 17.02 15.54 
CHD15MM-7.5 Shielded HD15 Male / Male 15 19.50 17.94 16.38 
CHD15MM-10 Shielded HD15 Male / Male 15 20.50 18.86 17.22 
CHD15MM-15 Shielded HD15 Male / Male 15 22.50 20.70 18.90 
CHD15MM-25 Shielded HD15 Male / Male 15 26.50 24.38 22.26 
CHD15MF-2.5 Shielded HD15 Male / Female 15 17.50 16.10 14.70 
CHD15MF-5 Shielded HD15 Male / Female 15 18.50 17.02 15.54 
CHD15MF-7.5 Shielded HD15 Male / Female 15 19.50 17.94 16.38 
CHD15MF-10 Shielded HD15 Male / Female 15 20.50 18.86 17.22 
CHD15MF-15 Shielded HD15 Male / Female 15 22.50 20.70 18.90 
CHD15MF-25 Shielded HD15 Male / Female 15 26.50 24.38 22.26 


NOTE: Most monitor manufacturers recommend using premium grade VGA cables that utilize 75 ohm coaxial lines. See page 14. 


26 Pin High Density Molded Cables - Ready Made, Fully Populated for Many Applications 
Fully molded data cables equipped with high density D-sub connectors. All listings are fully populated and 
wired straight-thru. Optimum shielding provided throughout including under the molded connector ends and 


solder terminating on the connector shield. Equipped with readily accessible thumbscrew type hold downs. 


CHD26MM-2.5 Shielded HD26 Male / Male 26 23.65 21.76 19.87 
CHD26MN-5 Shielded HD26 Male / Male 26 25.25 23.23 21.21 
CHD26MM-10 Shielded HD26 Male / Male 26 28.50 26.22 23.94 
CHD26MM-15 Shielded HD26 Male / Male 26 31.75 29.21 26.67 
CHD26MM-25 Shielded HD26 Male / Male 26 38.25 35.19 32.13 
CHD26MM-50 Shielded HD26 Male / Male 26 54.50 50.14 45.78 
CHD26MF-2.5 Shielded HD26 Male / Female 26 23.65 21.76 19.87 
CHD26MF-5 Shielded HD26 Male / Female 26 25.25 23.23 21.21 
CHD26MF-10 Shielded HD26 Male / Female 26 28.50 26.22 23.94 
CHD26MF-15 Shielded HD26 Male / Female 26 31.75 29.21 26.67 
CHD26MF-25 Shielded HD26 Male / Female 26 38.25 35.19 SETS — 
CHD26MF-50 Shielded HD26 Male / Female 26 54.50 50.14 45.78 


44 Pin High Density Molded Cables, Fully Populated and Shielded 
Injection molded cable assemblies with HD44 Male-Male or Male-Female terminations. Fully populated with 
24AWG stranded conductors and aluminum mylar and braided shielding. 4-40 metal thumbscrews molded into 
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the strain relief. 


CHD44MM-2.5 Shielded HD44 Male / Male 44 32.45 29.85 27.26 
CHD44MM-5 Shielded HD44 Male / Male 44 34.90 32.11 29.32 
CHD44MM-10 Shielded HD44 Male / Male 44 44.80 41.22 37.63 
CHD44MM-15 Shielded HD44 Male / Male 44 55.20 50.78 46.37 
CHD44MM-25 Shielded HD44 Male / Male 44 66.90 61.55 56.20 
CHD44MF-2.5 Shielded HD44 Male / Female 44 32.45 29.85 27.26 
CHD44MF-5 Shielded HD44 Male / Female 44 34.90 32.11 29.32 
CHD44MF-10 Shielded HD44 Male / Female 44 44.80 41.22 37.63 
CHD44MF-15 Shielded HD44 Male / Female 44 55.20 50.78 46.37 
CHD44MF-25 Shielded HD44 Male / Female 44 66.90 61.55 56.20 


50 Pin D-Sub Molded Cables - Fully Populated, Straight-Thru & Fully Shielded 


The ideal cable for use with high speed parallel interfaces. 25 low capacitance twisted pairs contribute toward 
highest efficiency. Optimum shielding is achieved by use of a conductive metal foil shielding all pairs. The 
metal foil is soldered to the metal case, drain wire and cable shields for optimum results. A secondary 
molding is over the shield for a professional appearance. All 50 wires are wired straight-thru. 





CSMN50MM-2.5 Shielded DB50 Male / Male 50 42.25 38.87 35.49 
CSMN50MM-5 Shielded DB50 Male / Male 50 45.00 41.40 37.80 
CSMN50MM-10 Shielded DB50 Male / Male 50 50.50 46.46 42.42 
CSMN50MM-15 Shielded DB50 Male / Male 50 56.00 51.52 47.04 
CSMN50MM-25 Shielded DB50 Male / Male 50 76.00 69.92 63.84 
CSMN50MF-2.5 Shielded DB50 Male / Female 50 42.25 38.87 35.49 
CSMN50MF-5 Shielded DB50 Male / Female 50 45.00 41.40 37.80 
CSMN50MF-10 Shielded DB50 Male / Female 50 50.50 46.46 42.42 
CSMN50MF-15 Shielded DB50 Male / Female 50 56.00 51.52 47.04 
ne CSMN50MF-25 Shielded DB50 Male / Female 50 76.00 69.92 63.84 


pan, 
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Premium Data Cables - Feature Best Shielding Throughout 
“Many outstanding features are combined to create the best data cables that money | 

an buy. We ask that you study the descriptive illustration showing the makeup o 
our new CS2N cable series and make comparisons. Please note the painstaking 
details that go into the manufacturing process of a good cable. Most molded cables f 
look similar, but it’s the inside contents, materials and workmanship that counts 








We start with a double shield and make sure that the full shielding process is | tigh 


carried through end to end. We use 26 AWG conductors which are soldered on | - 
to fully embedded terminals (not crimp and poke). This guarantees that the inner | 

premold does not penetrate through the contact pins and cause voids. Cables are | 
fully populated for use in just about any interconnect application. A reminder: | 
L-com can produce same quality D-Sub cables to meet specific wiring needs 


just ask us to quote. 


9 Pin D-Sub Cables For Popular Applications - Molded, Faiy Populated & Double Shielded 
13.7 





PREMIUM DATA CABLES 


TWO SHIELDS 


CS2N9MF-2.5 Double Shielded DB9 Male / Female 12.52 
CS2N9MF-5 Double Shielded DB9 Male / Female 2 ie oe 14. 49 13.23 
CS2N9MF-6 Double Shielded DB9 Male / Female 9 16.10 14.81 13.52 
CS2N9MF-10 Double Shielded DB9 Male / Female 9 17.50 16.10 14.70 
CS2N9MF-12 Double Shielded DB9 Male / Female G 18.20 16.74 15.29 
CS2N9MF-15 Double Shielded DB9 Male / Female 9 19.25 17.71 16.17 
CS2N9MF-25 Double Shielded DB9 Male / Female 9 22.75 20.93 19.11 
CS2N9MF-50 Double Shielded DB9 Male / Female 9 31.50 28.98 26.46 
CS2N9MM-2.5 Double Shielded DB9 Male / Male 9 14.90 13.71 12.52 
CS2N9MM-5 Double Shielded DB9 Male / Male 9 15.75 14.49 13.23 
CS2N9MM-6 Double Shielded DB9 Male / Male 9 16.10 14.81 13.52 
CS2N9MM-10 Double Shielded DB9 Male / Male 9 17.50 16.10 14.70 
CS2N9MM-12 Double Shielded DB9 Male / Male 9 18.20 16.74 15.29 
CS2N9MM-15 Double Shielded DB9 Male / Male 9 19.25 17.71 16.17 
CS2N9MM-25 Double Shielded DB9 Male / Male 9 22.75 20.93 19.11 
CS2N9MM-50 Double Shielded DB9 Male / Male 9 31.50 28.98 26.46 
en Density 15-Pin D-Sub Cables - Molded, Fully "naa = geno Selokan 
S2H15MF-2.5 Double Shielded HDB15 Male / Female 15 16.28 
CS2H15MF-5 Double Shielded HDB15 Male / Female 15 20.75 13.09 17.43 
CS2H15MF-6 Double Shielded HDB15 Male / Female 15 21.30 19.60 17.89 
CS2H15MF-10 Double Shielded HDB15 Male/Female 15 23.50 21.62 19.74 
CS2H15MF-12 Double Shielded HDB15 Male / Female 15 24.60 22.63 20.66 
CS2H15MF-15 Double Shielded HDB15 Male / Female 15 26.25 24.15 22.05 
_~ CS2H15MF-25 Double Shielded HDB15 Male/Female 15 31.75 29.21 26.67 
CS2H15MF-50 Double Shielded HDB15 Male / Female 15 45.50 41.86 38.22 
CS2H15MM-2.5 Double Shielded HDB15 Male / Male 15 19.38 17.83 16.28 
CS2H15MM-5 Double Shielded HDB15 Male / Male 15 20.75 19.09 17.43 
CS2H15MM-6 Double Shielded HDB15 Male / Male 15 21.30 19.60 17.89 
CS2H15MM-10 Double Shielded HDB15 Male / Male 15 23.50 21.62 19.74 
CS2H15MM-12 Double Shielded HDB15 Male / Male 15 24.60 22.63 20.66 
CS2H15MM-15 Double Shielded HDB15 Male / Male 15 126.25 2415 22.05 
CS2H15MM-25 Double Shielded HDB15 Male / Male 15 31.75 29.21 26.67 
CS2H15MM-50 Double Shielded HDB15 Male / Male 15 45.50 41.86 38.22 
NOTE: Standard density 15 pin available on special order. 

25 Pin D-Sub Serial Parallel Cables - Molded, Fully Populated & Rauple Shielded 
CS2N25MF-2.5 Double Shielded DB25 Male / Female 2.66 20.69 
CS2N25MF-5 Double Shielded DB25 Male / Female 52 Se Ye 5461 22.47 
CS2N25MF-6 Double Shielded DB25 Male / Female 25 27.60 25.39 23.18 
CS2N25MF-10 Double Shielded DB25 Male / Female 25 31.00 28.52 26.04 
CS2N25MF-12 Double Shielded DB25 Male / Female 25 32.70 30.08 27.47 
CS2N25MF-15 Double Shielded DB25 Male / Female 25 35.25 32.43 29.61 
CS2N25MF-25 Double Shielded DB25 Male / Female 25 43.75 40.25 36.75 
CS2N25MF-50 Double Shielded DB25 Male / Female 25 65.00 59.80 54.60 
CS2N25MN-2.5 Double Shielded DB25 Male / Male 25 24.63 22.66 20.69 
CS2N25MM-5 Double Shielded DB25 Male / Male 25 26.75 24.61 22.47 
CS2N25MM-6 Double Shielded DB25 Male / Male 25 27.60 25.39 23.18 
CS2N25MM-10 Double Shielded DB25 Male / Male 25 31.00 28.52 26.04 
CS2N25MM-12 Double Shielded DB25 Male / Male 25 32.70 30.08 27.47 
CS2N25MM-15 Double Shielded DB25 Male / Male 25 35.25 32.43 29.61 
CS2N25MM-25 Double Shielded DB25 Male / Male 25 43.75 40.25 36.75 
CS2N25MM-50 Double Shielded DB25 Male / Male 25 65.00 59.80 54.60 

37 Pin D-Sub Serial Parallel Cables - Molded, Fully oe 5 Pouble Shielded 
CS2N37MF-2.5 Double Shielded DB37 Male / Female 9.33 35.91 
CS2N37MF-5 Double Shielded DB37 Male / Female 37 46.50 rt .86 38.22 
CS2N37MF-10 Double Shielded DB37 Male / Female 37 51.00 46.92 42.84 
CS2N37MF-15 Double Shielded DB37 Male / Female 37 56.50 51.98 47.46 
CS2N37MF-25 Double Shielded DB37 Male / Female 37 67.50 62.10 56.70 
CS2N37MF-50 Double Shielded DB37 Male / Female 37 95.00 87.40 79.80 
CS2N37MM-2.5 Double Shielded DB37 Male / Male 37 42.75 39.33 35.91 
CS2N37MM-5 Double Shielded DB37 Male / Male 37 45.50 41.86 38.22 

~, CS2N37MM-10 Double Shielded DB37 Male / Male 37 51.00 46.92 42.84 
CS2N37MM-15 Double Shielded DB37 Male / Male 37 56.50 51.98 47.46 
CS2N37MM-25 Double Shielded DB37 Male / Male 37 67.50 62.10 56.70 
CS2N37MM-50 Double Shielded DB37 Male / Male 37 95.00 87.40 79.80 
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SCSI-1 & SCSI-2 CABLEs 


APPLE 1 
INGLE ENDED Apple SCSI-1 Cables - Compatible with Apple Single Ended SCSI-1 Interface 

Apple SCSI-1 cables are specially made to conform with the Apple single ended SCSI-1 interface. These cables — 
utilize 50 position Centronics connectors for connecting peripherals and a DB25M connector for connecting { 

the host. Cables utilize 25-26 AWG stranded conductors with foil shielding and PVC jacket. Note: these cables 
conform with the Apple SCSI-1 standard only. Length is measured in meters. 


Apple SCSI-1 System Cable - Used to Connect Your Macintosh to the First Peripheral 





CA700-05M SCSI-1 DB25 Male / CN50 Male 0.5m 9.50 8.93 8.36 
CA700-1M SCSI-1 DB25 Male / CN50 Male 1.0m 11.50 10.81 10.12 
CA700-2M SCSI-1 DB25 Male / CN50 Male 2.0m 14.50 13.63 12.76 
CA700-3M SCSI-1 DB25 Male / CN50 Male 3.0m 17.50 16.45 15.40 
Apple SCSI-1 Peripheral Cables - Useful to “Daisy Chain” Additional Peripherals 
CA701-05M SCSI-1 CN50 Male to SCSI-1 CN50 Male 0.5m 9.50 8.93 8.36 
CA701-1M SCSI-1 CN50 Male to SCSI-1 CN50 Male 1.0m 11.50 10.81 10.12 
CA701-2M SCSI-1 CN50 Male to SCSI-1 CN50 Male 2.0m 14.50 13.63 12.76 
CA701-3M SCSI-1 CN50 Male to SCSI-1 CN50 Male 3.0m 17.50 16.45 15.40 
CA701-4M SCSI-1 CN50 Male to SCSI-1 CN50 Male 4.0m 20.50 19.27 18.04 
CA701-5M SCSI-1 CN50 Male to SCSI-1 CN50 Male 5.0m 23.50 22.09 20.68 
CA701-6M SCSI-1 CN50 Male to SCSI-1 CN50 Male 6.0m 26.50 24.91 23.32 
Apple SCSI-1 Extension Cable - Used to Extend the Distance Between Your Devices 
CA702-1M SCSI-1 CN50 Male / CN50 Female 1.Om. 11.50 10.81 10.12 
CA702-2M SCSI-1 CN50 Male / CN50 Female 2.0m 14.50 13.63 12.76 
CA702-3M SCSI-1 CN50 Male / CN50 Female 3.0m 17.50 16.45 15.40 


Differential SCSI-1 Cables - Fully Populated, 25 Twisted Pairs, Molded and Shielded 
These differential SCSI-1 cables are built to the 25 pair standard used with most SCSI-1 equipment. The 
differential interface on the equipment allows longer distances to be achieved by sending information 
simultaneously along two pairs of wires. This information is then interpreted by the difference in voltage 
between the wires (not a high or low voltage signal on a single wire). This results in bus distances up to 25 
meters that may be achievable. 


Cables are fully molded and utilize 25-26 AWG twisted pairs with foil shielding throughout. Cable length is 
measured in meters. 


. CA751MM-05M SCSI-1 CN50 Male / CN50 Male 0.5m 17.50 16.45 15.40 
CA751MM-1M - SCSI-1 CN50 Male / CN50 Male 1.0m 19.50 18.33 -o6yY CS 
CA751MM-2M_  SCSI-1 CN50 Male / CN50 Male 2.0m 22.50 21.15 19.80 
CA751MM-3M . SCSI-1 CN50 Male / CN50 Male 3.0m 25.50 23.97 22.44 
CA751MM-5M  SCSI-1 CN50 Male / CN50 Male 5.0m 31.50 29.61 27.72 
CA751MM-10M SCSI-1 CN50 Male / CN50 Male 10.0m 46.50 43.71 40.92 
CA752MF-1M  SCSI-1 CN50 Male / CN50 Female 1.0m 19.50 18.33 17.16 
CA752MF-2M  SCSI-1 CN50 Male / CN50 Female 2.0m 22.50 21.15 19.80 
CA752MF-3M  SCSI-1 CN50 Male / CN50 Female 3.0m 25.50 23.97 22.44 
CA752MF-5M  SCSI-1 CN50 Male / CN50 Female 5.0m 31.50 29.61 27.72 
CA752MF-10M SCSI-1 CN50 Male / CN50 Female 10.0m 46.50 43.71 40.92 

DB50/SCSI-1 Molded Cables - 50 Conductor - 26 AWG, Foil Shield 
CA806-05M DB50 Male / SCSI-1 CN50 Male 0.5m 32.50 30.55 28.60 
CA806-1M DB50 Male / SCSI-1 CN50 Male 1.0m 35.50 33.37 31.24 
CA806-2M DB50 Male / SCSI-1 CN50 Male 2.0m 39.50 37.13 34.76 
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SCSI-2 Computer Cables - Molded, Shielded & Compatible w/Differential SCSI-2 
These differential SCSI-2 cables utilize 25 twisted pair cable and half pitch DB50 connectors, standard DB50 
connectors, and 50 position Centronics connectors. Half pitch connector housings connect via spring locking 
latches. All cables are fully molded and have foil shielding. Lengths are measured in meters. 


SCSI-2 Peripheral Cables - 25 Pair Half Pitch DB50 Male to Centronics 50 Male 


CA800-05M SCSI-2 HPDB50 Male / SCSI-1 CN50 Male 0.5m 38.00 35.72 33.44 
CA800-1M SCSI-2 HPDB50 Male / SCSI-1 CN50 Male 1.0m 44.50 41.83 39.16 
CA800-2M SCSI-2 HPDB50 Male / SCSI-1 CN50 Male 20m 53.50 50.29 47.08 
CA800-3M SCSI-2 HPDB50 Male / SCSI-1 CN50 Male 3.0m 62.50 58.75 55.00 
SCSI-2 System Cables - 25 Pair Half Pitch DB50 Male to Half Pitch DB50 Male 
€ CA801-05M SCSI-2 HPDB50 Male / SCSI-2 HPDB50 Male 0.5m 46.50 43.71 40.92 
Segan CA801-1M SCSI-2 HPDB50 Male / SCSI-2 HPDB50 Male 1.0m 49.50 46.53 43.56 
CA801-2M SCSI-2 HPDB50 Male / SCSI-2 HPDB50 Male 2.0m 64.50 60.63 56.76 
CA801-3M SCSI-2 HPDB50 Male / SCSI-2 HPDB50 Male 3.0m _ 69.50 65.33 61.16 
SCSI-2 Adaptor Cables - 50 Conductors, Half Pitch DB50 Male to DB50 Male 
CA805-05M SCSI-2 HPDB50 Male / DB50 Male 0.5m 46.50 43.71 40.92 
CA805-1M SCSI-2 HPDB50 Male / DB50 Male 1.0m 49.50 46.53 43.56 / 
CA805-2M SCSI-2 HPDB50 Male / DB50 Male 20m 55.50 52.17 48.84 
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Slimline Gender Chan 
_-—~. Slimline gender changers with 
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the best shielding possible, needed for noisy environments. U.L. grade plastic material and gold plated contacts. 


SLIMLINE D-SUB ADAPTORS 
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Gender changers are invaluable to have on hand to assemble unmatched cables. 


DGB9F DB9 Gender Changer Female / Female 4.95 4.46 3.96 
DGB9M DB9 Gender Changer Male / Male 4.95 4.46 3.96 
DGB15F DB15 Gender Changer Female / Female 5.95 5.36 4.76 
DGB15M DB15 Gender Changer Male / Male 5.95 5.36 4.76 
DGB25F DB25 Gender Changer Female / Female 6.95 6.26 5.56 
DGB25M DB25 Gender Changer Male / Male 6.95 6.26 5.56 
DGB37F DB37 Gender Changer Female / Female 8.95 8.06 7.16 
DGB37M DB37 Gender Changer Male / Male 8.95 8.06 7.16 


Slimline Gender Changer/Adaptors - Now Available for Hi-Density Cable Systems 


DGBH15F HDB15 Gender Changer Female / Female 7.95 7.16 6.36 
DGBH15M HDB15 Gender Changer Male / Male 7.95 7.16 6.36 
DGBH15MF HDB15 Socket Saver Male / Female 7.95 7.16 6.36 


Slimline Gender Changer/Adaptors - w/Pin 9 Missing for VGA Cable Applications 


DGBV15F HDB15 Gender Changer Female / Female 7.95 7.16 6.36 
DGBV15M HDB15 Gender Changer Male / Male 7.95 7.16 6.36 
DGBV15MF HDB15 Socket Saver Male / Female 7.95 7.16 6.36 


“Socket Saver” Adaptors - Extend D-Sub Connector Usage and Avoid Major Repairs 
D-Subminiature connectors that are subject to frequent “insertion and removal” of cables can be protected from 
mechanical wear-out by using Socket Savers. The Socket Saver takes the abuse of mechanical wear and if 
continuity becomes intermittent, simply replace the Saver and avoid going through the disastrous replacement 
of the D-Sub. Jackscrews may be reversed to allow mounting to either male or female connectors. 


DGB9MF DB9 Socket Saver Male / Female 4.95 4.46 3.96 
DGB15MF DB15 Socket Saver Male / Female 5.95 5.36 4.76 
DGB25MF DB25 Socket Saver Male / Female 6.95 6.26 5.56 
DGB37MF DB37 Socket Saver Male / Female 8.95 8.06 7.16 


Slimline DB9 to DB25 Adaptors - Ideal Choice For Use With AT Modem or Mouse 
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DMAO1OMF Serial Port Adaptor DB9(M)/DB25(F) 5.95 5.36 4.76 IL 
DMA010FM_ Serial Port Adaptor DB9(F)/DB25(M) 5.95 5.36 4.76 = 
A Slimline IBM PC Adaptors - For Keyboard, Mouse or Monitor Interface (Pat. Pending) EL 
DMAO80MF PS-2 Serial Mouse Adaptor — Mini DIN-6(M) / DB9(F) 4.95 4.46 3.96 2 
DMAO80FM PS-2 Serial Mouse Adaptor — Mini DIN-6(F) / DB9(M) 4.95 4.46 3.96 2 
DMAO9OMF PS-2 Keyboard Adaptor Mini DIN-6(M) / DIN-5(F) 4.95 4.46 3.96 
DMAO9OFM PS-2 Keyboard Adaptor Mini DIN-6(F) / DIN-5(M) 4.95 4.46 3.96 an’ 
DMA100MM PS-2 Monitor Adaptor DB9(M) / HD15(M) 7.55 6.80 6.04 p> 
Compatibility Problems with AUI Connectors? L-com has a Number of Solutions ae, 
Do you have transceiver AUI drop cables that do not correctly interface with your Ethernet card or cable? Or p 
maybe you want to protect the AUI port of your expensive network interface cards with an AUI socket saver... E 
Whatever it is, L-com has the solution to all of your interconnection needs. Offering gender changers, extenders O 
and socket savers. All female ended adaptors have a slide latch, male ends have locking posts or 
4-40 screws. Just study the outline drawings shown here and select the adaptor type you need. G) 
DGEL15MF AUI Socket Saver & Extender Male / Female 7.95 716 6.36 NJ 
DGCL15F AUI Gender Changer Female / Female 6.95 6.26 5.56 4 
DGCL15M AUI Gender Changer Male / Male 6.95 6.26 5.56 © 
DGBL15MF *AUI to DB15 Conversion Adaptor Male / Female 7.95 7. 6.36 
*Great for adapting NICs with 4-40 hardware! 
Slimline Gender Changers - Typical Centronic 36 Pin and SCSI 50 Pin Adaptations 
DGC36F 36 Pin Centronic Gender Changer Female / Female 9.65 8.69 7.72 
DGC36M 36 Pin Centronic Gender Changer Male / Male 9.65 8.69 7.12 
DGC50F 50 Pin SCSI Gender Changer Female / Female 10.95 9.86 8.76 
DGC50M 50 Pin SCSI Gender Changer Male / Male 10.95 9.86 8.76 
3-1/2” x 19” Patch Panels - With 16 AUI Feed-Thru Adaptors and Choice of Gender 
L-com is first to offer high density rack panels eguipped with AUI type feed-thru adaptors. You select the 
gender type to match your cable entrance reguirements. Female entrance has the traditional slide bar. 
Sorry, female-female version is not available. Panel color is bone, legend is 0-15. 
PR35GEL15MF Panel w/16 AUI Adaptors Male / Female" 179.95 169.15 158.36 
PR35GCL15M Panel w/16 AUI Adaptors Male / Male 149.95 140.95 131.96 
*NOTE: Female end is rear of panel. 






L-com is an authorized licensee of ITT Industries. Our Slimline series will continue to 
be expanded to provide many new and unusual adaptations. 


NOTICE 
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DIN AND Mini DIN 
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Premium DIN & Mini DIN Cables for Computer Keyboards, Video Monitors & Other Uses 


This series is the finest in quality and variety. All “DK” cables listed are wired straight-thru, fully populated, —~ 
double shielded (copper braid & aluminum mylar), 24 AWG and fully molded. Gray color. 
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DK225MM-3 DIN-5 Cable Assembly, M-M 3 Ft. 6.75 6.21 5.67 
DK225MM-6 DIN-5 Cable Assembly, M-M 6 Ft. 7.95 7.31 6.68 
DK225MM-10 DIN-5 Cable Assembly, M-M 10 Ft. 9.55 8.79 8.02 
DK225MM-20 DIN-5 Cable Assembly, M-M 20 Ft. 13.55 12.47 11.38 
DK225MM-25 DIN-5 Cable Assembly, M-M 25 Ft. 15:55 14.31 13.06 
DK225MF-3 DIN-5 Extension Cable, M-F 3 Ft. 6.75 6.21 5.67 
DK225MF-6 DIN-5 Extension Cable, M-F 6 Ft. 7.95 7.31 6.68 
DK225MF-10 DIN-5 Extension Cable, M-F 10 Ft. 9.55 8.79 8.02 
DK225MF-20 DIN-5 Extension Cable, M-F 20 Ft. 3.00 12.47 11.38 
DK225MF-25 DIN-5 Extension Cable, M-F 25 Ft. 13.55 14.31 13.06 
DK226MM-3 Mini DIN-6 Cable Assembly, M-M 3. Fi, 7.75 7,13 6.51 
DK226MM-6 Mini DIN-6 Cable Assembly, M-M 6 Ft. 8.95 8.23 7.52 
DK226MM-10 Mini DIN-6 Cable Assembly, M-M 10 Ft. 10.55 9.71 8.86 
DK226MM-20 Mini DIN-6 Cable Assembly, M-M 20 Ft. 14.55 13.39 12.22 
DK226MM-25 Mini DIN-6 Cable Assembly, M-M 25 Ft. 16.55 15.23 13.90 
DK226MF-3 Mini DIN-6 Extension Cable, M-F 3 Ft. 7.75 7.10 6.51 
DK226MF-6 Mini DIN-6 Extension Cable, M-F 6 Ft. 8.95 8.23 7.52 
DK226MF-10 Mini DIN-6 Extension Cable, M-F 10 Ft. 10.55 9.71 8.86 
© DK226MF-20 Mini DIN-6 Extension Cable, M-F 20 Ft. 14.55 13.39 12.22 
= DK226MF-25 Mini DIN-6 Extension Cable, M-F 25 Ft. 16.55 15:23 13.90 
N DK238MM-3 Mini DIN-8 Cable Assembly, M-M Fi: 9.60 8.83 8.06 
DK238MM-6 Mini DIN-8 Cable Assembly, M-M 6 Ft. 10.95 10.07 9.20 
v DK238MM-10 Mini DIN-8 Cable Assembly, M-M 10 Ft. 12.75 11.73 10.71 
O DK238MM-20 Mini DIN-8 Cable Assembly, M-M 20 Ft. 17.25 15.87 14.49 
DK238MM-25 Mini DIN-8 Cable Assembly, M-M 25 Ft. 19.50 17.94 16.38 
=] DK238MF-3 Mini DIN-8 Extension Cable, M-F 3 Et. 9.60 8.83 8.06 
~ i | DK238MF-6 Mini DIN-8 Extension Cable, M-F 6 Ft. 10.95 10.07 9.20 
en DK238MF-10 Mini DIN-8 Extension Cable, M-F 10 Ft. 12.75 11.73 10.71 
Tx DK238MF-20 Mini DIN-8 Extension Cable, M-F 20 Ft. 17.25 15.87 14.49 
DK238MF-25 Mini DIN-8 Extension Cable, M-F 25 Ft. 19.50 17.94 16.38 
U Deluxe DIN & Mini Din Cables, DIN & Mini DIN Gender Changers 
od = Deluxe series features: 26 AWG conductors, aluminum mylar shield. PC gray color. 
A K22-125MM DIN-5 Keyboard Straight Cable, M-M 6 Ft. 6.55 6.03 5.50 
K22-131MM DIN-5 Keyboard Straight Cable, M-M 10 Ft. 7.95 7.31 6.68 
LLJ KC22-2115MM DIN-5 Keyboard Straight Cable, M-M 1S Ft 9.70 8.92 8.15 
= KC22-2125MM DIN-5 Keyboard Straight Cable, M-M 25 Ft. 13.20 12.14 11.09 
| K22-126MF DIN-5 Keyboard Extension Cable, M-F 6 Ft. 6.55 6.03 5.50 
an K22-127MF DIN-5 Keyboard Extension Cable, M-F 10 Ft. 7.95 7.31 6.68 
aa KC22-2215MF DIN-5 Keyboard Extension Cable, M-F 15-Ft 9.70 8.92 8.15 
a KC22-2225MF DIN-5 Keyboard Extension Cable, M-F 25 Ft 13.20 12.14 11.09 
O. KC22-1106MM Mini DIN-6 Keyboard Straight Cable, M-M 6 Ft. 6.55 6.03 15.50 
KC22-1110MM Mini DIN-6 Keyboard Straight Cable, M-M 10 Ft. 7.95 7.31 6.68 
“3 KC22-1115MM Mini DIN-6 Keyboard Straight Cable, M-M 15 Ft. 9.70 8.92 8.15 
UN KC22-1125MM Mini DIN-6 Keyboard Straight Cable, M-M 25 Ft. 13.20 12.14 11.09 
K22-144MF Mini DIN-6 Keyboard Ext. Cable, M-F 6 Ft. 6.55 6.03 5.50 
oeli K22-148MF Mini DIN-6 Keyboard Ext. Cable, M-F 10 Ft. 7.95 Lal 6.68 
ro) KC22-1215MF Mini DIN-6 Keyboard Ext. Cable, M-F 15 Ft. 9.70 8.92 8.15 
ron KC22-1225MF Mini DIN-6 Keyboard Ext. Cable, M-F 25 Ft. 13.20 12.14 11.09 
KC23-4106MM Mini DIN-8 Cable Assembly, M-M 6 Ft. 7.95 7.31 6.68 
mas KC23-4110MM Mini DIN-8 Cable Assembly, M-M 10 Ft. 9.55 8.79 8.02 
KC23-4120MM Mini DIN-8 Cable Assembly, M-M 20 Ft. 13.55 12.47 11.38 
KC23-4130MM Mini DIN-8 Cable Assembly, M-M 30 Ft. TT 00 16.15 14.74 
KC23-4206MF Mini DIN-8 Extension Cable, M-F 6 Ft. 7.95 7.31 6.68 
KC23-4210MF Mini DIN-8 Extension Cable, M-F 10 Ft. 9.55 8.79 8.02 
K23-640 DIN-5 (M) to Mini DIN-6 (F), Adaptor Cable. 8 In. 5.55 5.11 4.66 
K23-642 DIN-5 (F) to Mini DIN-6 (M), Adaptor Cable 8 In. 5.55 5.11 4.66 
DMB535M DIN-5, Gender Changer/Splicer, M-M 4.95 4.55 4.16 
DMB535F DIN-5, Gender Changer/Splicer, F-F 3.95 3.63 3.32 
DMB536F Mini DIN-6, Gender Changer/Splicer, F-F 3.95 3.63 3.32 
DMB538F Mini DIN-8, Gender Changer/Splicer, F-F 3.95 3.63 3.32 
EC23XA Mini DIN-8, Gender Changer/Splicer, F-F 4.95 4.55 4.16 
| PS/2 Keyboard Adaptors - Use to Interface AT Keyboard with IBM PS/2 Computer 
| DMB530 Mini DIN-6 (M) / DIN-5 (F), Adaptor 7.95 7.31 6.68 
. DMB530R Mini DIN-6 (F) / DIN-5 (M), Adaptor 7.95 7.31 6.68 
. K23-646 DB9 (M) / Mini DIN-6 (M), Adaptor 6.95 6.39 5.84 
? K23-648 DB25 (M) / Mini DIN-6 (M), Adaptor 6.95 6.39 5.84 
New - DIN and Mini DIN Feed-Thru Adaptors - Panel and Wallplate Mountable 
MD44F Feed-Thru Adaptor Mini DIN-4, F-F 7.30 6.76 6.17 
MD66F Feed-Thru Adaptor Mini DIN-6, F-F 7.65 7.04 6.43 
MD88F Feed-Thru Adaptor Mini DIN-8, F-F 7.95 7.31 6.68 
DD55F Feed-Thru Adaptor DIN-5, F-F 7.95 7.34 6.68 
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“—™L-com’s DXB66 Remote Cable Tester provides accurate testing of ae? cabling and patch cords used in 


PROFESSIONAL TEST SETS 




































UTP, FTP, & Coaxial PROFESSIONAL TEST SET for LAN Cabling & Premise Wiring 


ocal area networks. The unit verifies pairing following the EIA/TIAS68 standard. It also tests shield 
continuity of shielded RJ45 connectors which is required A European building installations and areas where 
noise is prevalent. BNC equipped, coaxial cabling such as Ethernet 10BASE-2 can also be tested. 


(4 Sequencing LEDs verify continuity of 4 pair UTP/FTP (J Remote and master units separate for premise wire 
cabling following EIA/TIA568 A or B pair designations tests and reattach for patch cord checking 


(Ethernet 10BASE-T, Token Ring, and TP-PMD are all © Convenient size with exclusive slide lock mechanism 


accounted for within the EIAS68 code) allows effortless patch cord and premise cable testing 
Id Tests for presence of shield in Foil Twisted Pair (FTP) 
or Token Ring - Shielded Twisted Pair (STP) cabling 


J Internal circuitry is fully protected against live 
cable damage 


43 BNC coax test checks Ethernet 1OBASE-2 busses and 
patch cords (adaptors are available for testing other 
coaxial terminations) GO Includes belt mountable soft leatherette 

case, 2 screened patch cords, and 

informative instruction booklet 


J) Easy to operate with all instructions listed right on 
the faceplate 


4) Adaptors available for testing Token Ring cabling 
utilizing type A or B, DB9, or RJ45 connectors 


(J Runs on one 9V alkaline battery (included) 


Q Dual colored LEDs identify shorted, open, or 
reversed pairs 


5 LEDs Master 





Over voltage protection level (max) ....... 30 V de 

2 LEDS Remote Allowable maximum current @ inputs... ... 0.3 Adc 
Power... ce 9V Alkaline battery CAddirecicaie lihai 
CE AN ee na aa eek tae da 25 an overvoltage rating ........ 6:4. einen, 20.0Vde @0.1A 
Normal power consumption ............. 225 mW sii Hanin 
aan cower OOPOUMPHON Ree ee aoe! Master and Remote dimensions connected . 6.0 in. x 2.3 in. x 1.0 in. 
Minimum battery operation voltage........ 6.0Vdc Mäster ora Dentita weal 6.0 oz 
Maximum cable length (4pr.) ............ tested to 1000ft We ae NA : 2 


The DXB66 Will Test: 


Ethernet Ethernet EIA/TIA-568A EIA/TIA-568B 8-position 
Coax 10BASE-T AT&T 258A Token Ring 





NIWJ IddNS 8661 


DXB66 UTP, FTP & Coaxial Professional Test Set 149.95 137.95 125.96 
DXB66-CC Additional DXB66 Carrying Case w / Beltstrap 12.95 11.91 10.38 


DXB66-TRK Token Kit for Testing Data Connector & DB9 Token Ring Cabling 
This set of adaptors will allow testing of Token Ring adaptor cables (IBM data connector to DB9), Token 
Ring patch cables (IBM data connector - IBM data connector), and UTP/FTP adaptor cables (RJ45 to ree 
data connector). It is intended for use with L-com tester model# DXB66 (above). 


DXB66-TRK Token Ring Adaptor Kit 69.95 64.35 58. 76 


New - MICROPULSE™ Fiber Optic Light Source - Simple Location of Fiber Runs 


New to L-com’s exclusive line of cable and premise wire test equipment is the MICROPULSE™ Fiber Optic 
Light Source. This unit eases the difficulty of tracing fiber optic cable runs within a building by using new 
MICROPULSE™ technology. 


Presently, to trace multimode terminated fiber runs, two types of equipment can be used. The first, a laser 
source, is expensive and potentially dangerous to one’s eyesight if viewed directly. These units work well for 
locating breaks in fiber runs, however, the cost of the units often exceed $500. The second method is to use an 
incandescent light source (simple flashlight) with a coupler to connect to the fiber optic termination. These. 


devices produce a low intensity light signal which is difficult to see by the human eye at the far end of the run. ' w 
p ~” 


bes 


DXB66-TRK 


0'C DOTVLV 


L-com’s solution to this problem was simple: Produce a low cost, high intensity light source that is 
safe to use and easy for the eye to locate. This was done by creating exclusive circuitry that produces 
an extremely bright red light source which is focused into the fiber optic cable. The light is then pulsed 
in an on-off manner that is easier for the human eye to locate, especially from a group of fiber runs 
commonly found in wiring closets or central wiring points. A multi-use coupler is also utilized so that 
connection to ST, SC, FC, RSD and FSD can be done without additional coupling adaptors or cables. 


O Ultra High Intensity Red Source LED (660nm, 1400 mcd) 
O Exclusive MICROPULSE™ Signal Pulse Technology (Patent Pending) 
[I Dual Output - Pulsed or Steady Light Signal 


[I Multi-Use Coupler Accepts Fiber Connectors with 2.5mm Ferrule 
O Runs on One 9V Alkaline Battery (Included) 


DXL10 MICROPULSE™ Fiber Optic Light Source 69.00 62.79 
Note: Patch cord not included. 
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REMOTE CABLE TESTERS 





























EXCLUSIVE 
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AAE S This series utilizes an ABS plastic case design which incorporates an exclusive “slide lock” method of attaching~~ 


or detaching the Master and Remote units. The testers can be used stand-alone for bench testing, or in twt 
separate units for checking premise wiring. Both slide together as one when not in use. In testing already 
installed cables, maintaining a consistent polarity throughout the system is critical. Multiple insertion 
points (panels, punch blocks, wall plates, patch cords, etc.) create potential polarity reversal points. With this 
new series you can not only check each cable segment before installation, but the complete system wiring, too! 
These testers will instantly identify properly wired cables, opens, or miswiring just by observing the color 
LEDs. Full instructions appear on the label, and a handsome leatherette carry case is provided for added 
protection and portability. Overall size of the 2-piece high-impact case: 4.6" X 2.4" X 1.1". 


DXB63 Dual Function Cable Tester - Checks USOC4/6 and USOC8 Flat Cabling 

The DXB63 identifies and tests 4, 6 and 8 wire USOC cabling terminated with RJ11, RJ12, RJ45 or RJ45K 
modular plugs. Checks for straight-through or cross-pinning using four, two-color LEDs. Unique slide 
attachment allows the master and remote to be separated for testing installed cables. Easy to use with full 
instructions on the label. Auto shut-off when cable is removed. Comes complete with 9V alkaline battery 
and attractive leatherette carry case. 


FOR TELEPHONE | 5 Eguipped with RJ12 and RJ45 jacks [1 4 dual polarity LEDs verify crossed or 





CABLING Includes provisions for checking straight through wiring 
handset plugs 
C LEDs illuminate all at once allowing a 
C Tests 4 pair flat USOC cabling used in “wiggle test” to detect intermittent shorts 
most telephone systems and opens 
C Master & remote units split apart for [I Supplied with one 9V Energizer alkaline 
premise wiring tests battery and carrying case 
DXB63 USOC (RJ11 & RJ45) Remote Cable Tester 74.95 68.95 62.96 


DXB64A Triple Function Cable Tester - 10BASE-T, Token Ring (RJ45) & EIA568 


This easy-to-use seguential scan cable tester provides instant testing and identification of today's most popular 
UTP cabling schemes. Four, two-color LEDs verify continuity of up to four pairs while instantly detecting _ 
opens, shorts and miswires. Specially designed slide attachment allows tester’s master and remote sections to” ` 
be separated when checking installed wiring. Blinking light identifies power on and low battery. Small ana 
light enough to fit neatly in a briefcase, toolbox or pocket. Equipped with 9V alkaline battery and protective 
leatherette case. 


Ba FOR NETWORK 
BGs CABLING 






(I Equipped with RJ45 jacks _ (14 dual polarity LEDs sequence from left to 
right identifying shorts, opens & miswires 










CI Tests 4 pair UTP cabling following 


PR PR3 





2 










o* NA AAL EIA/TIAS568 A or B standards (I Supplied with one 9V Energizer alkaline 
battery and carrying case 
ki ki C] Master & remote units split apart for 
premise runs, then reattach for 
RJá5 RJá5 bench testing 
EIA/TIA568A EIA/TIA568B 





DXB64A EIA568 (RJ45) Remote Cable Tester 84.95 78.15 71.36 


7498 SUPPLEMENT CAT4'G 2.0 


DXB65 Dual Function Ethernet™ Cable Tester - 10OBASE-T & 10BASE-2 (ThinNet) 


Specially designed for the Ethernet™ user. This tester is a full-function BNC coaxial tester and 10BASE-T 
UTP tester rolled into one. Detects shorts and opens on coaxial lines terminated with male BNC connectors 
and also tests for continuity of the 1-2 and 3-6 pairs used in 1OBASE-T wiring. Tester master and remote units 
slide apart for checking installed wiring. Auto shut-off when cable is disconnected. Small, lightweight and easy 
to use. 9V alkaline battery and convenient leatherette carry case supplied. 


FOR ETHERNET O Equipped with RJ45 & BNC jacks C Master & remote units split apart for 
CABLING checking premise runs & installed 
[I Tests 2 pair UTP cabling used in 10Base-T coaxial busses. 
Ethernet runs. 
CI Can be used for locating shorts in coaxial 


C Tests coaxial cabling terminated with BNC patch cords or “T” adaptors 
connectors used in 10Base-2 Ethernet 
busses C Supplied with one 9V Energizer alkaline 





battery and carrying case 


SEN 2 
CARRYIN 
oo Kai DXB65 Ethernet 10BASE-2 (BNC) & 10BASE-T (RJ45) 89.95 82.75 75.56 


BATTERY INCLUDED! Remote Cable Tester 


T : 1 DISTRIBUTORS WANTED 
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